Ranki n M SSI SSI PPI LEW S ELECTRI C B & B ELECTRI CAL | JACK DALLAS INC | WYE ELECTRI C I NC | TOOMER
Installation of a Traffic Signal at the intersection of US 49 and Star-Brandon Rd., known DEPARTMENT OF I NC & UTILITY ELECTRI CAL
as Federal Aid Project No. STP-0008 -03(043) / 104028, in the County of Rankin, State of | TRANSPORTATION CONTRACTORS COVPANY I NC.
M ssi ssi ppi
94, 190. 00 89, 730. 00 93, 819. 50 99, 196. 50 108, 717. 50 161, 778. 60
REF # | TEM DESCRI PTI ON | TEM QUANTI TY UNI'TS 1 2 3 4 5
10 Addi ti onal Construction Signs 0. 000 SF 10. 0000 10. 0000 10. 0000 10. 0000 0. 0000
20 Ther nopl astic Legend (Wiite) (120 mil. nmin.) 800. 000 LF 8. 0000 11. 0000 9. 5000 12. 5000 5. 6000
30 St andard Roadsi de Signs (Sheet Al um num O0.125" 160. 000 SF 18. 0000 35. 0000 30. 0000 15. 0000 30. 3600
40Steel U Section Posts (3.0 to 3.5 I b/ft) 100. 000 LF 5. 0000 20. 0000 7.5000 5. 0000 7.6000
50 Vehi cl e Loop Assenblies 1, 600. 000 LF 1. 0000 0.1700 6. 0000 12. 0000 30. 3000
60 Shi el ded Cabl e, AWG #18, 2 Conduct or 3, 400. 000 LF 1. 0000 0. 8000 0. 8500 0. 9500 1. 8000
70Loop Detector Anplifier, Card Rack Munted (4 Channel) 3.000 E 950. 0000 950. 0000 218. 0000 840. 0000 1, 034. 0000
80Traffic Signal Equi pment Pole (Type V) 4.000 E 700. 0000 900. 0000 1, 400. 0000 1, 375. 0000 1, 286. 0000
90Traffic Signal Equipnent Pole (Type II11) (19" Shaft) 1. 000 E 7, 500. 0000 7,375. 0000 8, 400. 0000 9, 325. 0000 11, 109. 0000
100 Traffic Signal Equipnent Pole (Type I11) (19" Shaft) 1.000 E 8, 000. 0000 7, 405. 0000 8, 400. 0000 9, 375. 0000 11, 159. 0000
110Traffic Signal Heads (Type 1) LED 11. 000 E 1, 000. 0000 875. 0000 740. 0000 930. 0000 984. 0000
120Traffic Signal Head (Fl asher Mbdul e) 8.000 E 300. 0000 500. 0000 400. 0000 300. 0000 407. 0000
130Solid State Traffic Actuated Controllers (Type 8A) 1.000 E 10, 000. 0000 9, 000. 0000 10, 400. 0000 8, 750. 0000 9, 477.0000
140El ectric Cable (Underground in Conduit) (| MSA 20-1) (AWG 1, 300. 000 LF 4. 0000 1. 7500 2. 0000 1. 0000 1. 8000
150El ectric Cable (Underground in Conduit) (I MSA 20-1) (AWG 900. 000 LF 3. 0000 2. 4000 2. 0000 1. 2500 1. 8000
160 Traffic Signal Conduit (Underground) (Type 4) (1") 1, 550. 000 LF 3. 0000 3. 2500 1. 7500 3. 6500 5. 0000
170Traffic Signal Conduit (Underground) (Type 4) (2") 50. 000 LF 5. 0000 10. 0000 5. 0000 4.1000 6. 0000
180 Traffic Signal Conduit (Underground Drilled or Jacked), 400. 000 LF 10. 0000 8. 0000 9. 0000 15. 0000 19. 5000
190 Mai nt enance of Traffic 0.000 LS 8, 600. 0000 7, 500. 0000 2, 800. 0000 8, 000. 0000 5, 200. 0000
200 Mbbi I'i zat i on 0.000 LS 5, 000. 0000 9, 900. 0000 15, 000. 0000 3, 000. 0000 18, 000. 0000




