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SCALES
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DESCRIPTION OF SHEET

DESCRIPTION OF SHEET

STATE

PROJECT NO.

MISS.

STP-0003-01(286)

WKG.
NO.

SH.
NO.

#sTITLE, DETAILED INDEX, GENERAL NOTES (3) s+

DI. DGN

19: 87

12:

4/16/2003

TITLE SHEET TITLE 1
DETAILED INDEX DI-01 2
GENERAL NOTES GN-@1 3
«eTYPICAL SECTIONS (10) e«
STA, 403+5@ TO 4@8+75 - MILLING AND OVERLAY 1$-01 4
STA. 408+75 TO 598+@@ - DETAIL FOR PAVEMENT TRANSITION, OVERLAY 15-02 5
STA. 598+@@ TO 669+76.15 - MILLING, WIDENING AND OVERLAY, WIDENING AND OVERLAY WITH TURN LANES 1$-03 6
STA, 642+0@ TO 646+53.82 - MILLING, WIDENING AND OVERLAY TS-04 7
STA. 646+53.82 TO 658+34.95 - MILLING, WIDENING AND OVERLAY, WIDENING AND OVERLAY WITH TURN LANES 15-05 8
STA. 669+76.15 TO 60+28.71 - MILLING, WIDENING AND OVERLAY, WIDENING AND OVERLAY WITH TURN LANES 15-06 9
STA. 6@+28.71 TO 71+52.3@ - MILLING, WIDENING AND OVERLAY, WIDENING AND OVERLAY WITH TURN LANES T$-07 10
STA. 71+52.30 TO 86+28.71 - MILLING, WIDENING AND OVERLAY, WIDENING AND OVERLAY WITH TURN LANES 15-08 1
STA. 86+28.71 TO 91+82.16 - MILLING, OVERLAY 15-09 12
CLOSED CROSS-OVER LOCATIONS 1S-10 13
«sQUANTITIES SHEETS (15) e»
SUMMARY OF QUANTITIES - ROADWAY SQ-91 - S0-03 14-16
ESTIMATED QUANTITIES - ROADWAY EQ-01 - EQ-06 17-27
ESTIMATED QUANTITIES - TRAFFIC SIGNAL 1S1-1Q - TSI-7Q 27-34
«sPLAN AND PROFILE SHEETS (32) e«
RESURFACING PLAN SHEETS - MAIN FACILITY- BOP TO STA: 595+00 WK-01 - WK-04 35-38
WIDENING PLAN/PROFILE SHEETS - MAIN FACILITY - 595+00 - 95+00 WK-05 - WK-18 39-52
INTERSECTION DETAIL - DOLPHIN DRIVE 1D-01 53
INTERSECTION DETAIL - SINGING RIVER MALL ENTRANCE (D) ID-02 54
INTERSECTION DETAIL - SINGING RIVER MALL ENTRANCE (2) 1D-03 55
] INTERSECTION DETAIL - GAUTIER-VANCLEAVE ROAD 1D-04 56
2 INTERSECTION DETAIL - LADNIER ROAD ID-05 57
i INTERSECTION DETAIL - SHAMROCK COURT/JO BETH TERRACE ID-06 58
gy INTERSECTION DETAIL - TOWNSEND ROAD D-07 59
Sg INTERSECTION DETAIL - JOHNSTON ROAD ID-08 60
22‘5 INTERSECTION DETAIL - SUTER ROAD 1D-09 61
25 INTERSECTION DETAIL - OLD SPANISH TRAIL 1D-10 62
1 INTERSECTION DETAIL - SHAW DRIVE ID-11 63
e INTERSECTION DETAIL - GUILLOTTE DRIVE ID-12 64
= INTERSECTION DETAIL - MAGNOLIA TREE DRIVE/DE LA POINTE DRIVE ID-13 65
i INTERSECTION DETAIL - OAK STREET ID-14 66
3
s+ SPECIAL DESIGN DETAILS (1) »e
VEGETATION SCHEDULE vS-01 67
BOX CULVERT BENDING DETAIL BCB-1 68
INSTALLATION DETAIL FOR SOIL REINFORCING MAT DT-1A 69
DETAIL OF RUMBLE STRIPS (GROUND IN) RS-1 70
CULVERT DRAWING EXTENSTION DETAIL FOR LENGTHENING EXISTING BOX CULVERTS SD-1CX-L n
TRAFFIC CONTROL DETAILS - DRUM PLACEMENT AND SHOULDER CLOSURE TCP-SC 172
R16-3 SIGNS SD-R6 73
COLLAR DETAILS FOR BOX STRUCTURES ICJ-1 74
SKEWED COLLAR DETAILS FOR BOX STRUCTURES 1CJS-1 75
STANDARD BOX CULVERT - SINGLE CELL:HT 2 FT, SPANS 2-8 FT BS-2 76
STANDARD BOX CULVERT - SINGLE CELL:HT 3 FT, SPANS 3-9 FT BS-3 17
CURB-CUT RAMP SDCCR-1 78

»s« STANDARD DRAWINGS - ROADWAY SHEETS (24) =
PAVEMENT MARKING DETAILS FOR 2 & 4-LANE DIVIDED ROADWAYS PM-1 120
PAVEMENT MARKING LEGEND DETAILS PM-6 125
EROSION CONTROL EC-1 140
TYPICAL TEMPORARY EROSION CONTROL MEASURES (SILT FENCE, HAY BALES & BRUSH BARRIER) TEC-1 142
TYPICAL TEMPORARY EROSION CONTROL MEASURES (SLOPE DRAIN AND TYPE A SILT BASIN) TEC-2 143
DETAILS OF DITCH TREATMENT DT-1 145
ROUTE SHIELDS AND "EXIT ONLY* PANELS SN-2 221
STANDARD ROADSIDE SINGS SN-3 222
STANDARD ROADSIDE SIGNS SN-3A 223
STANDARD ROADSIDE SIGNS SN-3B 224
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4 225
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4A 226
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4B 2217
TYPICAL INSTALLATION AND DETAILS OF DELINEATORS AND DISTANCE REFERENCE SIGNS SN-8 233
TYPICAL CROSSOVER DELINEATION SN-8B 235
HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION PROJECTS TCP-10 259
TRAFFIC CONTROL PLAN: UNEVEN PAVEMENT DETAILS TCP-14 263
RURAL DRIVEWAYS RD-1 21
DRIVEWAYS, CURB & GUTTER, & SIDEWALK SD-1 287
PIPE CULVERT INSTALLATION PI-1 300
PIPE COLLAR-CONCRETE PC-1 301
JUNCTION BOX FOR PIPE CULVERTS JB-1 302
STORM SEWER INLET - TYPE SS-2 $S-2 322
FLARED END SECTION FOR CONCRETE PIPE FE-1 328
*sPAVEMENT MARKING SHEETS (11) e
MAIN FACILITY DS-01 - DS-11 501-511
«»TRAFFIC CONTROL PLAN SHEETS (2) =e
MAIN FACILITY TC-01 - TC-082 512-513
»sPERMANENT SIGNING SHEETS (18) e
MAIN FACILITY PS-01 - PS-11 514-524
SPECIAL SIGN DETAILS $SD-@1 - SSD-07 525-531
s« TRAFFIC SIGNAL SHEETS (13) e
TRAFFIC SIGNAL INSTALLATION - SR 57 1S1-01 532
TRAFFIC SIGNAL INSTALLATION - DOLPHIN DRIVE 151-02 533
TRAFFIC SIGNAL INSTALLATION - SINGING RIVER MALL ENTRANCE (2) T51-03 534
TRAFFIC SIGNAL INSTALLATION - GAUTIER-VANCLEAVE ROAD TS1-04 535
TRAFFIC SIGNAL INSTALLATION - LADNIER ROAD TS1-05 536
TRAFFIC SIGNAL INSTALLATION - SUTER ROAD 151-06 537
TRAFFIC SIGNAL INSTALLATION - OAK STREET 1S1-07 538
TRAFFIC SIGNAL DETAILS TSD-01 - TSD@6 539-544
»sCROSS SECTIONS (45) s»
MAIN FACILITY XS-01 - X$-45 901-945
TOTAL SHEETS (19D

PS & E PLANS-DATE 24-17-09

FMS CON. * 103803/301000
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GENERAL NOTES

PUBLIC  UTILITIES:

(1)  SOUTHERN LIGHT LLC
156 SAINT ANTHONY STREET
MOBILE, AL 36603
ATTN: ERIC DANIELS

GAUTIER UTILITY DISTRICT
P.0. BOX 670
GAUTIER, MS 39553

1723 22ND AVENUE
GULFPORT, MS 39501
ATTN: CAROLYN HOWZE

® ©

PLAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATION

BRIDGE CONSTRUCTION.

CONSTRUCTION.

SEPARATE PAY ITEM).

20 AMPM DONFI LENAME

2@

MMDDYY

CABLE ONE INC.

P.0. BOX 1818
PASCAGOULA, MS 39567
ATTN: DENNIS LAWSON

SINGING RIVER ELECTRIC POWER ASSOCIATION
P.0. BOX 97
GAUTIER, MS 39553

ATTN: PUBLIC WORKS DIRECTOR ATTN: ACE NECAISE
AT&T — SOUTHEAST MISSISSIPPI CITY OF PASCAGOULA

4015 14TH STREET
PASCAGOULA, MS 33567
ATTN: BRIAN NELSON

@ THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND
MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

25% SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FOR DESIGN ESTIMATING PURPOSES ONLY.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS
PIPES, INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION.
EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED
AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO
PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

®) EROSION CHECKS: QUANTITY ESTIMATED ON THE BASIS OF 4 BALES PER EVERY 25 TO 100 LIN. FT. OF DITCH AND
4 BALES AT EACH PIPE OUTLET. THIS IS REQUIRED AS A TEMPORARY EROSION CONTROL MEASURE TO MINIMIZE
SILTATION UNTIL PERMANENT MEASURES ARE INSTALLED. THE ENGINEER WILL DETERMINE THE ACTUAL LOCATION
AND NUMBER OF BALES DURING THE CONSTRUCTION OF THE PROJECT. (SEE WK. NO. TEC-1 FOR DETAILS.)

(®) VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC., SHALL BE BACKFILLED AND
TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND

@D EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED UPON THE BEST
INFORMATION AVAILABLE TO THE ENGINEER. THE ENGINEER CAN NOT AND DOES NOT WARRANT THAT
THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH
THE INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF

ALL PIPE JOINTS ARE TO BE WRAPPED IN TYPE V GEOTEXTILE FABRIC, 24" WIDTH. ALL PICKUP HOLES ARE TO
BE PLUGGED AND COVERED WITH TYPE V GEOTEXTILE FABRIC TO THE SATISFACTION OF THE ENGINEER (NOT A

STATE

PROJECT NO.

MISS.

STP-0003-01(386)

GENERAL NOTES

WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE VICINITY OF TRAFFIC AND
ADJACENT PROPERTIES. THEREFORE, THE RISK OF A FAILURE OCCURRING DURING THE EXCAVATION REQUIRES THAT

EXTREME CAUTION BE EXERCISED. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PLACE WHAT BRACING,
SHORING OR GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A FAILURE AND PROTECT
THE PERSONS WORKING NEAR THE EXCAVATION, THE PUBLIC THAT MAY BE ABOVE THE EXCAVATION OR ANY
STRUCTURE ADJACENT TO THE EXCAVATION. ALL COSTS FOR ANY PROTECTIVE MEASURES, INCLUDING THE
MATERIALS AND LABOR FOR DESIGNING, DRAWING AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED

IN THE PRICE BID FOR CONTRACT ITEMS.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS
EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

FULL COLLARS ARE TO BE USED AT ALL BOX CULVERT CONSTRUCTION JOINTS. (SEE WK. NO.'S ICJ-1 AND
ICJS—-1 FOR DETAILS)

SOME WORK IS REQUIRED OUTSIDE THE PROJECT LIMITS BEYOND THE B.0.P. AND E.0.P. NO ADDITIONAL
COMPENSATION WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS SHOWN
ON THE PLANS.

REMOVAL OF RAISED PAVEMENT MARKERS THAT ARE IN CONFLICT WITH REQUIRED CONSTRUCTION IS NOT
CONSIDERED A SEPARATE PAY ITEM. COST TO BE ABSORBED IN OTHER ITEMS BID

TOE WALLS ARE REQUIRED AT ALL UPSTREAM AND DOWNSTREAM FLARED END SECTIONS, UNLESS OTHERWISE DIRECTED

BY THE ENGINEER.
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