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SPECIAL DESIGN SHEETS

DESCRIPTION OF SHEET

(43)

DETAILS OF RUMBLE STRIP (GROUND-IN)

CONSTRUCTION SIGNING
CONSTRUCTION SIGNING
CONSTRUCTION SIGNING, PHASE 2 & 3

TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -
TRAFFIC CONTROL -

TRAFFIC CONTROL -
TRAFFIC CONTROL -

TRAFFIC CONTROL

PHASE
PHASE
PHASE
PHASE
PHASE
PHASE
PHASE
PHASE
PHASE
PHASE

DRUM PLACEMENT

[-10

-1 & SR 099 INTERCHANGE
[-10 & SR 609 INTERCHANGE

BARRICADE PLACEMENT ON RAMP

I-10

I-10 & SR 609 INTERCHANGE
I-190 & SR 609 INTERCHANGE

1,
Z,
2,
2,
2, 1-10
3,
3,
3,
3,

3, I-10

S.R. 609

- S.R. 6U9

TRAFFIC CONTROL DETAIL OF DRUM PLACEMENT AND SHOULDER CLOSURE
LOCATION OF Rle-3 SIGNS

TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT TO 65 OR 7@ MPH
(INTERSTATES AND OTHER 4-LANE DIVIDED HIGHWAYS) (MEDIAN LANE OR

OUTSIDE LANE CLOSURE) (EXTENDED PERIOD)

PAVEMENT
PAVEMENT
PAVEMENT
PAVEMENT
PAVEMENT

PERMANENT
PERMANENT
PERMANENT
PERMANENT
PERMANENT
PERMANENT
PERMANENT
PERMANENT

MARKINGS
MARKINGS
MARKINGS
MARKINGS
MARKINGS

SIGNING
SIGNING
SIGNING
SIGNING
SIGNING
SIGNING
SIGNING
SIGNING

(PERMANENT) I-10
(PERMANENT) I-10
(PERMANENT) I-10
(PERMANENT) I-10

(PERMANENT) SR 609

PLAN
PLAN
PLAN
PLAN
PLAN
PLAN
PLAN
PLAN

- [-10, STA.
- I-19, STA.
- 1-19, STA.
- I-19, STA.
- I-19, STA.

1885+0@0 TO STA. 63+00
63+ TO STA. 93+00
93+ TO STA. 124+00
124+00 TO STA., 155+00
155+00 TO STA. 179+00

I-10 & SR ©¢9 INTERCHANGE

I-10, STA.
I-14, STA.

197+0d0 TO STA, 228+00
228+00 TO STA, 260+00

OVERHEAD SIGN DETAIL PLACEMENT, ASSEMBLY #1 & *#2
OVERHEAD SIGN DETAIL PLACEMENT, ASSEMBLY *3 & #4

PERMANENT SIGN DETAIL

VEGETATION SCHEDULE

COLLAR DETAILS FOR BOX STRUCTURES (SINGLE, DOUBLE,
TRIPLE, AND QUADRUPLED

CULVERT DRAWING

EXISTING BOX CULVERTS

BASIC CULVERT DRAWING

SPANS - 4 - 1

BASIC CULVERT DRAWING

SPANS - 5 -1
WINGS WITH 3:1 SLOPE FOR BASIC CULVERT DRAWING, SINGLE
CELL, HEIGHTS 4-12 FT., SPANS 4-24 FT., SHEET 1 OF 2
WINGS WITH 3:1 SLOPE FOR BASIC CULVERT DRAWING, SINGLE
CELL, HEIGHTS 4-12 FT., SPANS 4-24 FT., SHEET 2 OF 2

ROADWAY LIGHTING

g FT.

2 FT.

GARNER RUSSELL

- EXTENSIONS DETAIL FOR LENGTHENING
- SINGLE CELL, HEIGHT 4 FT.,

- SINGLE CELL, HEIGHT 5 FT.,

- LIGHTING MODIFICATIONS

PROJECT NO.

MISS. NH-0@10-01(132)
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NO° NOo
RS-1 44
CcS-1 45
csS-2 46
CS-3 47
TC~-1 48
TC-2 49
TC-3 50
TC-4 51
TC-5 52
TC-6 53
TC-7 54
TC-8 55
TC-9 56
TC-10 57
TC-11 58
TC-12 59
TCP-SC S1%
R16-3 61
SDTCP-4 62
PM-1 63
PM-2 64
PM-3 65
PM-4 66
PM-5 67
PSP-1 68
PSP-2 69
PSP-3 70
PSP-4 71
PSP-5 72
PSP-6 73
PSP-T 74
PSP-8 75
OH-1 49
OH-2 77
FPSD-1 78
VS-1 79
SD-ICJ-1 8¢
SD-ICX-1 81

SD-IBS-4-2W 82

SD-IBS-5-2W 83

SD-IWS-3 84
SD-IWS-3A 85
L-1 86

98
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DESCRIPTION OF SHEET

STANDARD DRAWINGS - ROADWAY SHEETS (G6)

CONCRETE PAVEMENT JOINTS (TRANSVERSE)
BRIDGE END PAVEMENT - |
PAVEMENT MARKING DETAILS FOR 2 & 4-LANE DIVIDED ROADWAYS

PAVEMENT MARKING DETAILS FOR 4 & 5-LANE UNDIVED ROADWAYS

PAVEMENT MARKING DETAILS FOR INTERCHANGE ENTRANCE RAMPS
(PARALLEL & TAPERD |

PAVEMENT MARKING DETAILS FOR INTERCHANGE EXIT RAMPS

| (PARALLEL & TAPERD

PAVEMENT MARKING LEGEND DETAILS

PAVEMENT MARKING LEGEND DETAILS

EFROSION CONTROL
TYPICAL TEMPORARY EROSION CONTROL MEASURES (SILT FENCE,
HAY BALES, & BRUSH BARRIER)

TYPICAL TEMPORARY EROSION CONTROL MEASURES (SLOPE DRAIN
AND TYPE A SILT BASIND

DETAILS OF

GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD
GUARD

RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL
RAIL

DITCH TREATMENT

: "W” BEAM (WOOD POSTS)

: THRIE BEAM (WOOD POSTS)

: “W” BEAM (STEEL POSTS)

: MODIFIED THRIE BEAM (STEEL POSTS)

: BRIDGE END SECTION - TYPE A & C

: BRIDGE END SECTION - TYPE E, F, & G

: BRIDGE END SECTION - TYPE D MODIFIED

: BRIDGE END SECTION - TYPE H (WOOD POSTS)

: BRIDGE END SECTION - TYPE H (STEEL POSTS)
: BRIDGE END SECTION - TYPE G MODIFIED

: BRIDGE END SECTION - TYPE 7I” (WOOD POSTS)
: BRIDGE END SECTION - TYPE "I” (STEEL POSTS)
: TYPE 1 CABLE ANCHORAGE - (FOUNDATION TUBE
: TYPE 1 CABLE ANCHORAGE - (CONCRETE FOOTING)
: TYPICAL INSTALLATION AT BRIDGE APPROACHES

MEDIAN BARRIER : CONCRETE (PRECAST)
ROUTE SHIELDS & “EXIT ONLY” PANELS

STANDARD
STANDARD
STANDARD
STANDARD
STANDARD
STANDARD

ROADSIDE SIGNS

ROADSIDE SIGNS

ROADSIDE SIGNS |
ROADSIDE SIGN ASSEMBLY & INSTALLATION
ROADSIDE SIGN ASSEMBLY & INSTALLATION
ROADSIDE SIGN ASSEMBLY & INSTALLATION

TYPICAL INSTALLATION OF GROUND MOUNTED DIRECTIONAL SIGNS
BREAK-AWAY SIGN SUPPORTS
BREAK-AWAY SIGN SUPPORTS
BREAK-AWAY SIGN SUPPORTS

SIGN FACE CONSTRUCTION & ATTACHMENT OF GROUND MOUNTED DIRECTIONAL

SIGNS TO STEEL BEAMS (EXTRUDED ALUMINUM PANELS)
TYPICAL INSTALLATION & DETAILS OF DELINEATORS AND
DISTANCE REFERENCE SIGNS
TYPICAL INSTALLATION OF DELINEATORS
TYPICAL GUARD RAIL DELINEATION

PJ-1
BE-1
PM-1
PM-2

PM-3

PM-4
PM=-5
PM-6

EC-1

TEC-1

TEC-2
DT-1

GR-1

GR-1A
GCR-1B
GR-1C
GR-2

GR-2A
GR-2B
GR-2C
GR-2D
CR-2E
GR-2F
GR-2G
GR-3

GR-3A

MB-2A
SN-2
SN=-3
SN-3A
SN-3B
SN-4
SN-4A
SN-4B
SN-5
SN-6
SN-G6A
SN-6B

SN-7

SN-8

SN-8A

SN-8C

104
197
120
121

122
123
124
125

140

142

143
145
180
181
182
183
184
185
186
187
188
189
190
191
192
193

205
221
222
223
224
225
226
227
228
229
230
231

232
233

234
236

DESCRIPTION OF SHEET

HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION
PROJECTS

TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULTILANE ROADS

AND TWO-LANE ROADS

DETAILS OF OUTSIDE LANE CLOSURE AT EXIT AND ENTRANCE RAMPS

TRAFFIC CONTROL PLAN : UNEVEN PAVEMENT DETAILS

INTERCHANGE DESIGN FOR HIGH SPEED TAPERED EXIT RAMP
INTERCHANGE DESIGN FOR HIGH SPEED PARALLEL EXIT RAMP
INTERCHANGE DESIGN FOR HIGH SPEED PARALLEL ENTRANCE RAMP-

MISCELLANEOUS DETAIL SHEET 1. STACKED PIPE JOINT
2. EXCAVATION AT GRADE POINTS
DETAILS OF PAVED FLUMES

PIPE CULVERT INSTALLATION

PIPE COLLAR - CONCRETE

JUNCTION BOX FOR PIPE CULVERTS
FLARED END SECTION FOR CONCRETE PIPE

FLARED END SECTION FOR CONCRETE ARCH PIPE

STATE | PROJECT NO,

MISS, NH-2@10-21132)
WKG. SH.
NO. NO.
TCP-10 259
TCP-11 260
TCP-12 261
TCP-14 263
IR-1 283
IR-1A 284
IR-2A 286
MDS-1 290
PF-1 291
PI-1 300
- PC-1 301
JB-1 - 302
FE-1 328
FE-1A 329
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STATE PROJECT NO.

MISS. INH-0010-01(132)

DESCRIPTION. OF, SHEET'S WORKING SHEET
SPECIAL DESIGN SHEETS BRIDGE DRAWING MMEER MMBER
BRIDGE A7 STA. [83+99.//7 R7. LANE

STA 183+71.92 L7. LAME
/~10 OVER 5. R 609 /! OF 27 466
BRIDGE A7 S7TA. [/83+99./7 R7. LANE

STA. 183+71.92 L7. LAME
/~10 OVER 5. R 609 2 oF 27 467
BRIDGE A7 STA. [83+99. /7 R7. LANE

STA 183+7/1.92 L7. LANME
/~/0 OVER 5. R 609 3 OF 27 468
CENERALIZED SOIL FPROFILE 4 0F 27 469
GUTTERLINE FROFILES S oF 27 470
END BENT NO. /R & OL DETALS 6 oF 27 47/
END BENT MO, /L & SR DETALS 7 oF 27 472
EMD BENT DETAILS s oF 27 473
INT. BENT MO 2L - 4L DETAILS 9 oF 27 474
INT. BENT MO 2R - 4R DETAILLS /10 OF 27 475
INT. BENT DETAILLS /! OF 27 476
70 FT. SPAN NO. IR DETAILLS /2 OF 27 477 BRIDGE DIVISION
70 F7. SPAN NO. /R DETAILS /13 OF 27 478 REVISIONS
80 F7. SFAN MO. 2R & 3R DETAILLS /94 OF 27 479 | DATE SHEET NO. BY
80 FT7. SPAN NO. 2R & 3R DETAILS /15 OF 27 450
70 F7. SPAN MO. /L DETAILS /6 OF 27 48/
70 F7. SPAN NO. /L DETAILS /7 OF 27 462
80 F7. SFAN MO. 2L & 3L DETALS /18 OF 27 483
80 F7. SPAN MO. 2L & 3L DETAILS /9 OF 27 484
SPAN DETAILS 20 OF 27 485
SPAN DETAILS 2/ oF 27 486
MISCELLANEOLS SFAN DETAILS &2 oF 27 487
RALING DETALS 23 OF 27 488
70 F7. BEAM DETAILS (EMD SFAN) - BEAM 70-/ THRY 70-3 - TYFPE M/ 29 oF 27 489
80 F7. BEAM DETAILS (IN7. SPAN) - BEAM 80-/ THRU 80-3 - TYFE 25 oF 27 490
TEMPORARY MEDIAN BARRIER LAYOUT 26 OF 27 49/
PRESTRESSED CONCRETE FILES 27 OF 27 492

SHEET

SUPPLEMENTAL ORIGINAL PLANS, FOR INFORMATION OM.Y MMBER
LLEVATION LAYOUT 493
FOUMPATION LAYOUT 494
END BENT DETAILS 495
EMD BENT DETAILLS 496
INT. BENT DETAILS 497
INT. BENT DETAILS 498
70 FT. SPAN DETAILLS 499
80 F7. SPAN DETAILLS 500
70" AN DETARS > 5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
80 F7. BEAM DETAILS 20z
RALLING & MISCELLANMEOLS SFAN DETAILLS 2503

REVISIONS

DETAILED INDEX
(BRIDGE)

101204/302000
PROJECT  NH-0010-01(132)

WORKING NUMBER
JACKSON COUNTY | "o
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PLAN
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1.

10.

11.

12.

13.

14,

15.

THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLANS ARE APPROXIMATE AND MAY
BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

ALL SIZES OF FLARED END SECTION MAY BE FURNISED WITH EITHER BELL AND SPIGOT OR TONGUE AND
GROOVE JOINTS.

507 SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FOR DESIGN ESTIMATING PURPOSES ONLY.

TOE WALLS ARE REQUIRED AT ALL UPSTREAM AND DOWN STREAM FLARED END SECTIONS.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES,
INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE

SHALL BE EXERCISED IN THE UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS,
AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR ANY STRUCTURES DAMAGED DURING
THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

ALL POST LENGHTS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

. VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE BACK FILLED AND

TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION.

. EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED UPON THE BEST INFORMATION

AVAILABLE TO THE ENGINEER. THE ENGINEER CAN NOT AND DOES NOT WARRANT THAT THIS INFORMATION IS
COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS

TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

FOR LIST OF PUBLIC UTILITIES, SEE WORKING NO. 3LT.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR
THOSE DESIGNATED ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

ROADWAY SIGNS THAT ARE IN CONFLICT WITH CONSTRUCTION OF THIS PROJECT SHALL BE REMOVED AND RELOCATED
BY THE CONTRACTOR AS DIRECTED BY THE ENGINEER, THE COST OF WHICH SHALL BE ABSORBED IN OTHER ITEMS
BID.

REMOVAL OF RAISED PAVEMENT MARKERS IS NOT CONSIDERED A SEPARATE PAY ITEM.

THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT. IT IS THE
~RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR
CONTAMINATE WATERS OF THE U.S. DURING CONSTRUCTION. THE CONTRACTOR SHALL SUBMIT AN EROSION CONTROL
PLAN PRIOR TO COMMENCEMENT OF WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION.

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY BE
ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

A TYPE “A” MEDIAN SILT BASIN WILL BE REQUIRED UPSTREAM OF EACH MEDIAN INLET (SEE WK.
NO.TEC-2 FOR DETAILS)

16.

17.

18.

19.

- 20.

21.

22

23'

24.

25.

STATE | PROJECT NO.

MISS. | NH-0010-01132)

ALL EXISTING SIGNS SHALL BE COVERED WHICH MAY CONFLICT WITH REQUIRED SIGNING FOR
CLOSED AND/OR RELOCATED RAMPS DURING CONSTRUCTION PHASES.

FULL COLLARS ARE TO BE USED AT ALL BOX CULVERT EXTENSIONS AND AT ALL BOX
CULVERT CONSTRUCTION JOINT. ( SEE ICJ—1 FOR DETAILS)

THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF EXISTING GRADES AND MAKING
ADJUSTMENT AS NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER.

WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS

IN THE EXISTING SHOULDERS AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING
WATER ON THE MILLED SURFACE (ABSORBED ITEM)

ALL PIPE JOINTS ARE TO BE WRAPPED IN TYPE V GEOTEXTILE FABRIC, 24" WIDTH. ALL

PICKUP HOLES ARE TO BE PLUGED AND COVERED WITH TYPE V GEOTEXTILE FABRIC TO THE
SATISFACTION OF THE ENGINEER (NOT A SEPARATE PAY ITEM).

ALL BOX CULVERT JOINTS ARE TO BE WRAPPED IN TYPE V GEOTEXTILE FABRIC 6’ WIDTH.
(NOT A SEPARATE PAY ITEM).

REMOVAL OF EXISTING DELINEATORS WILL NOT BE MEASURED FOR SEPARATE PAYMENT.
REMOVAL OF MILE MARKERS WILL NOT BE MEASURED FOR SEPARATE PAYMENT.

ANYWHERE IN THESE PLANS, WHEN REFERENCE IS MADE TO PROJECT NUMBER GAI-0010-01(58), IT IS
TO BE UNDERSTOOD THAT THE CORRECT PROJECT NUMBER IS NH-00810-01(132)

SOME WORK IS REQUIRED OUTSIDE THE PROJECT LIMITS BEYOND THE B.D.P.VAND E.O.P.

NO ADDITIONAL COMPENSATION WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY
SPECIFIC PAY ITEMS SHOWN ON THE PLANS.

~| MISSISSIPPI DEPARTMENT OF TRANSPORTATION

GENERAL NOTES

REVISION

PROJECT NO. NH-2@210-01(132) WORKING NUMBER
COUNTY : HARRISON/JACKSON GN-1
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