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GENERAL NOTES:

1. IF THE CONTRACTOR, IN THE COURSE OF THE WORK, FINDS OR SUSPECTS ANY DISCREPANCY BETWEEN THE DRAWINGS AND
THE PHYSICAL CONDITIONS OF THE SITE OR WORK OR ANY ERRORS OR OMISSIONS IN THE CONTRACT DOCUMENTS OR
SPECIFICATIONS, HE SHALL IMMEDIATELY NOTIFY THE ENGINEER, AND THE ENGINEER SHALL PROMPTLY VERIFY THE SAME. ANY
WORK DONE AFTER SUCH DISCOVERY, UNLESS AUTHORIZED, SHALL BE DONE AT THE CONTRACTOR'S RISK.

2. EXISTING STRUCTURES OR UTILITIES, DAMAGED BY THE CONSTRUCTION OPERATIONS, AS DETERMINED BY THE ENGINEER, SHALL
BE REPLACED OR REPAIRED BY THE CONTRACTOR, AT NO COST TO THE OWNER.

3. THE CONTRACTOR SHALL PROVIDE THE NECESSARY VEHICULAR AND PEDESTRIAN BARRICADES AND MANPOWER, SURROUNDING
THE CURRENT DAY’'S WORK AREA AND STAGING/STORAGE AREA, TO ROUTE THE GENERAL PUBLIC AROUND THE SAID AREAS IN
ACCORDANCE WITH MUTCD (MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES) — LATEST EDITION. BARRICADES SHALL CONSIST

OF FREESTANDING PLASTIC DRUMS (SEE SHEET 13). FLUORESCENT ORANGE SHEETING SHALL BE REQUIRED FOR CONSTRUCTION
AND TRAFFIC CONTROL SIGNS. COSTS FOR THIS WORK WILL BE PAID FOR UNDER MAINTENANCE OF TRAFFIC.

4. CONTRACT MOWING OPERATIONS WILL CONTINUE AT THIS SITE DURING CONSTRUCTION. CONTRACTOR SHALL COORDINATE AND
COOPERATE WITH THE ENGINEER TO FACILITATE MOWING OPERATIONS BY OTHERS WHEN THEY OCCUR.

5. PROTECT EXISTING IRRIGATION SYSTEM WHICH IS NOT PART OF AREA TO BE DEMOLISHED. UNNECESSARY DAMAGE WILL BE
REPLACED AT CONTRACTOR’S EXPENSE.

6. UNDERGROUND UTILITIES ARE NOT SHOWN ON THESE PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING HIS OWN
INDEPENDENT INVESTIGATIONS, INCLUDING SUBSURFACE INVESTIGATIONS AS MAY BE NECESSARY TO LOCATE UTILITIES WITHIN PROJECT WORK
LIMITS. IN ADDITION, CONTRACTOR SHALL CONTACT MISSISSIPPI ONE CALL BEFORE EXCAVATION BEGINS, AND NOTIFY MDOT DISTRICT 1

MAINTENANCE PERSONNEL (CONTACT: JAMES MCDONALD) AT LEAST TWO WEEKS IN ADVANCE OF WORK AT EACH SITE SO THAT MDOT
UTILITIES (E.G. LIGHTING CONDUIT) CAN BE FIELD LOCATED.
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GENERAL NOTES:
1. SEE SHEET D1-1 FOR GENERAL NOTES.

DEMOLITION NOTES:

1. FOR LIMITS OF DEMOLITION, REFER TO SHEETS L-1 AND L-2
FOR LOCATIONS AND DIMENSIONS OF NEW WORK. UNLESS NOTED
OTHERWISE, LIMITS OF DEMOLITION FOR CONCRETE SIDEWALK SHALL
BEGIN/END AT EXISTING JOINTS.

2. IN AREAS OF DEMOLITION WHERE OTHER IMPROVEMENTS (CUT,
FILL, PAVING) DO NOT OCCUR, BACKFILL WITH TOPSOIL TO TOP OF
CURB/CONCRETE BAND.

3. WHERE PAVING IS REMOVED FROM A STRUCTURAL BASE (IE: CLAY
GRAVEL) REMOVE THE STRUCTURAL BASE TO IMPROVE PERMEABILITY
OF SURFACE WATER DOWNWARD THROUGH THE MATERIALS, PRIOR TO
APPLICATION OF BACKFILL MATERIALS.

4. SAWCUTTING OF EXISTING INTEGRAL CURB AND SIDEWALK
REQUIRED AT EDGE OF ACCESSIBLE RAMP -~ SEE SHEETS L-—-1 AND
L-2.

5. CONTRACTOR SHALL REMOVE EXISTING CONCRETE PICNIC TABLE
AND RETURN TO OWNER. REVIEW THE METHOD OF REMOVAL WITH
THE ENGINEER BEFORE COMMENCEMENT. CONCRETE SLAB IS NOT TO
BE DEMOLISHED.

6. CONTRACTOR SHALL REMOVE EXISTING CONCRETE PICNIC TABLE
AND STOCKPILE FOR FUTURE RESETTING IN THIS AREA (SEE SHEET
L1).

LIMITS OF DEMOLITION OF PLANT MATERIAL
(TURF, SHRUBS, TREES, AND GROUNDCOVER)

LIMITS OF DEMOLITION OF CONCRETE WALK

LIMITS OF DEMOLITION OF INTEGRAL CURB
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