FPLAN

ROADWAY DESIGN DIVISION
I ol R N W YL kS U AU ——

105537 /101000

FED. ROAD SHEET
REG. NO. STATE | PROJECT NO. NO.

MISSISSIPPI 4 MISS. |STP-0009-01(125)| 1
IENT OF TRANSPORTATION

STATE O
MISSISSIPPI DEPARTN

. ! “~_ / i
A HOLLY R
\ SPRINGS | ewree
ALBANY e >
j OXFORD 7 f

)/ V ¢
[\ Fvﬁ“
FURCKSON |/ &

SCALES , ONST. 105537 / 301000 \ e R
PLAN .= 30 FT. | x| ) ‘ | wzca}m..ﬁ
T0 Fr | STATE MAP /A—F—~"\\

§ HOR.
PROFILE vERT.

ZZ Z
|

.= 10 FT.
1000 FT.

ol e e ek
<
H

LAYOQUT A
PRECAGOULA

NOTE
o INDICATES APPROXIMATE
¥ LOCATION OF PROJECT.

LAT. . 31.8914 N LONG. _ 91.2936 W
J\J (APPROX. MIDDLE OF PROJECT)

C
2.

3
&
e
o
%

( L
\

,,_/

- s\\ y Np}

e ) 24 k N f\f\/’/}

PERMITS ACQUIRED BY MDOT

WETLANDS AND WATERS PERMITS
(NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY:

WATERS WETLANDS
NATIONWIDE #14
GENERAL*

INDIVIDUAL (404}

J

|
{ / POND RD m

WOODVILLE WOOI E

S S

/ * ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
CONSTRUCTION ARE THE RESPONSIBLITY OF THE CONTRACTOR

/ « i
\ ( “Vc,;% /,W STORMWATER PERMIT
¢ )
N/

o ,
g 2 REQUIRED, CNOT SUBMITIED BY MDOT
(4]
o
ned
/J LOVERS LANE @ 2 24
X%

Y {(DISTURBED AREA = 5 ACRES + }(NTB 586)

g REQUIRED, SCNOI TO BE SUBMITTED BY
CONTRACTOR (1 TO 4.99 ACRES + }{NTB 14)

N nNOSTO ER\PE?M}T REQUIRED (<1 ACRE}

APPROVED 3\& v \A M DATE:%”’ 'ZD" 0OY
U

W iiEE

\ﬁv‘&"‘& 3

% ff/ HOSPITALITY STATION
f“ - 105537/301000 1\ |

»2 % &
OF W3

o) 20

CHIEF ENGINEER DATE

8§07

OATE'

BY

MISSISSIPPI DEPARTMENT OF TRANSPGRTATSON
APPROVED:

REVISION

DIVISION DIRECTOR DATE

FEDERAL HIGHWAY ADMINISTRATION
DEPARTMENT OF TRANSPORTATION

8/12/2008 221 PM




PROJECT NO
STP-0000-01{12¢

TITLE SHEET (1) LANDSCAFPE AND IRRIGATION DESIGN SHEETS (3)

A LANDSCAPE PLAN — HOSPITALITY STATION
DETAILED INDEX & GENERAL NOTES (Z2) IRRIGATION PLAN — HOSFITALITY STATION
DETAILED INDEX LANDSCAPE AND IRRIGATION DETAILS

GENERAL NOTES LIGHTING SHEETS (8)
TYPICAL SECTION SHEETS (56) ELECTRICAL — GENERAL NOTES, ABBREVIATIONS AND LEGEND

TYPICAL SECTION — HIGHWAY 61 — ACCEL/DECEL LANES & CAR PARKING ACCESS ROAD RECAPITULATION OF QUANTITIES
TYPICAL SECTION — TRUCK/BUS ACCESS ROAD AND DUMP STATION LIGHTING PLAN

TYPICAL SECTION — HOSPITALITY STATION PARKING AREAS LIGHTING PLAN

TYPICAL SECTION — FRONTAGE ROAD ELECTRICAL DETAILS

LIGHTING DETAILS
/ /1 P, 7/
TYPICAL SECTION ROFPOSED CHANNEL RELOCATION AND BANK STABILIZATION LIGHTING DETAILS

QUANTITY SHEETS (9) HOSPITALITY STATION S5IGN —~ ELECTRICAL DETAILS

SUMMARY OF QUANTITIES STANDARD DRAWINGS (27 )

SUMMARY OF QUANTITIES |

ESTIMATED QUANTITIES — REMOVAL ITEMS CONCRETE PAVEMENT JOINTS PJ—=1

e TIMATED QUANTITIES — DRAINAGE. STRUCTURES PAVEMENT MARKING DETAILS FOR Z2—LANE AND 4—LANE DIVIDED HIGHWAYS 12-01-99 PM—1
PAVEMENT MARKING DETAILS FOR 4—LANE AND 5—LANE UNDIVIDED ROADWAYS 12-01-99 PM—2

ESTIMATED QUANTITIES ~ CUREB & GUTIER
- PAVEMENT MARKING LEGEND DETAILS FPM~—6
ESTIMATED QUANTITIES TRAFFIC CONTROL SIGNS FROSION CONTROL o7

ESTIMATED QUANTITIES — PAVEMENT MARKINGS

FSTIMATED gu ANTITIES — STANDARD RPOADSIDE SIGNS | TYPICAL TEMPORARY EROSION CONTROL MEASURES (SILT FENCE, HAY BALES & BRUSH BARRIER) TEC—1

DIRECTIONAL SIGNING OUANTITIES DETAILS OF TYPICAL DITCH TREATMENTS | D71
STANDARD ROADSIDE SIGNS SN—34

PLAN SHEETS (5) | STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN—4
OSPITALITY STATION — OVERALL SITE PLAN | STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN—4A
OB TALITY STATION — DEMOLITION PLAN STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN—48
N | TYPICAL INSTALLATION OF GROUND MOUNTED DIRECTIONAL SIGNS SN—5
DIMENSIONED SITE PLAN |
BREAKAWAY SIGN SUPPORTS SN—6
HOSPITALITY STATION — GRADING PLAN
OSBITALITY STATION — BAVING BLAN BREAKAWAY SIGN SUPPORTS 12-01-99 SN—6A
BREAKAWAY SIGN SUPPORTS SN—68
PLAN & PROFILE SHEETS (4) SIGN FACE CONST. AND ATTACHMENT OF GROUND MOUNTED DIRECTIONAL SIGNS TO STEEL BEAMS (EXTRUDED ALUMINUM PANELS) 3-01-02 SN—7
H, TRAFFIC CONTROL PLAN WITH FLAGGER (ONE—LANE CLOSURE OF TWO—WAY TRAFFIC) TCP—1
PLAN & PROFILE — BL "A" — STA. 194+44.48 JO STA. 205+50 TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT LESS THAN 65 MPH (4—LANE: MEDIAN LANE OR OUTSIDE LANE CLOSURE)(WORK DAY ONLY) — TCP—2
PLAN & PROFILE — BL “A" — STA. 203+50 10 STA. 210+30.09 , TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT LESS THAN 65 MPH (4—LANE: MEDIAN OR OUTSIDE LANE CLOSURENEXTENDED PERIOD) TCP—3
PLAN & PROFILE — BL "B~ — STA. 17456.56 TO STA. 25+18.62 HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION PROJECTS TCP—10
PLAN & PROFILE — FRONTAGE ROAD — STA. 5+00 70 STA. 171+28.03 DRIVEWAYS, CURE & GUTTER & SIDEWALK Sf)1
- DRIVEWAYS, INTEGRAL CURB & SIDEWALK SD—-2
UTILITY SHEETS (4) DETAILS OF PAVED FLUMES A PF~1
UTILITY PLAN PIPE CULVERT INSTALLATION Pl—1
SANITARY SEWER PROFILE AND DUMP STATION DETAILS , JUNCTION BOX FOR PIPE CULVERTS JB~1
WATER SYSTEM DETAILS STORM SEWER STRUCTURE TYPE SS—2 S$S5~2
SANITARY SEWER DETAILS FLARED END SECTION FOR CONCRETE PIPE FE-1

SPECIAL DESIGN SHEETS (18) | CROSS SECTIONS (6)

FRONTAGE ROAD SUPERELEVATION TRANSITION DETAILS WOODVILLE HOSPITALITY STATION — HIGHWAY 61 CROSS SECTIONS — STA. 393+00 7O STA. 399+00 X517
FORM GRADES — BL "A” STA. 194+44.48 TO STA. 199+88 AND BL "B” STA. 17+56.56 TO STA. 19+65 | WOODVILLE HOSPITALITY STATION — HIGHWAY 671 CROSS SECTIONS — STA. 400+00 7O STA. 406+00 X5—2
FORM GRADES — BL "A” STA. 199+88 TO STA. 204+90 AND BL "B STA. 19+65 T0O STA. 23+20 WOODVILLE HOSPITALITY STATION — FRONTAGE ROAD CROSS SECTIONS — STA. 6€+00 70O STA. 6+50 X5—3
FORM GRADES — BL "A” STA. 204+90 TO STA. 210+30.09 AND BL "B” STA. 23+20 TO STA. 25+18.62 WOODVILLE HOSPITALITY STATION — FRONTAGE ROAD CROSS SECTIONS — STA. 7+00 TO STA. 8+00 XS5—4
CONCRETE JOINT PLAN — TRUCK AND BUS PARKING WOODVILLE HOSPITALITY STATION — FRONTAGE ROAD CROSS SECTIONS — STA. 8+50 70 STA. 9+50 X5—5
TRAFFIC CONTROL DETAILS — CONSTRUCTION SIGNING WOODVILLE HOSPITALITY STATION — FRONTAGE ROAD CROSS SECTIONS — STA. 710+00 TO STA. 11+00 XS—6

TRAFFIC CONTROL DETAILS — DRUM PLACEMENT AND SHOULDER CLOSURE
MISCELLANEOQUS SITE DETAILS TOTAL SHEETS
S—L ANE RAISED PAVEMENT MARKERS PLACED ON SIDE ROADS
SITE DETAILS — CURE CUT RAMP

SITE DETAILS |

SITE DETAILS — COLORED SIDEWALK

MISCELLANEQUS CONSTRUCTION DETAILS : C PLANS - DATE @8/13/2009
SIGN DETAILS — MASONRY AND STONE | S CON. * 105537/301000
JUNCTION BOX (MODIFIED) FOR PIPE CULVERTS ' e —
RIGHT—OF —~WAY MARKER REVISIONS

HOSPITALITY STATION — EROSION CONTROL PLAN DATE SHEET NO. i | . MISSISSIPPI DEPARTMENT OF TRANSPORTATION

VEGETATION SCHEDULE 8/31,00 | 18 2023, 25, 21, 29-38,
0o 33, 49, 49.1, 52.1

PAVEMENT MARKING AND SIGNING DETAILS (2) 9/4/33 3, 9, 18, 35

PAVEMENT MARKING DETAILS — HIGHWAY 61 STA. 390+00 TO STA. 39/+00 & FRONTAGE ROAD
PAVEMENT MARKING DETAILS — HIGHWAY 61 STA. 397+00 TO STA. 408+00 & HOSPITALITY STATION

PERMANENT SIGNING PLANS (4)

PERMANENT SIGNING PLAN — HIGHWAY 61 STA. 390+00 TO STA. 397+00 & FRONTAGE ROAD
PERMANENT SIGNING PLAN — HIGHWAY 61 STA. 397+00 TO STA. 408+00 & HOSPITALITY STATION PROJ. NO. STP-0009-01(125) rwesemeow
DIRECTIONAL SIGNING DETAILS NTY- _
ROADSIDE SIGNING DETAILS COUNTY: WILKINSON _DI=1
wi FILENAME: 6955 _ Di—-1.DWG SHEET NUME

Fog o o PRIV E N :E

{ON

REVIS




PLAN

ROADWAY DESIGN DIVISION
MISSISSIPP! DEPARTMENT OF TRANSPORTATION

68485 _GN~1.0WC

9/4/2008 821 AM

sy

10.

717.
12.
13.

14.

15.

6.

17.

18.

19.

PROJECT NO.
STP-0009-01(125)

STATE
MISS.

GENERAL NOTES

THE MISSISSIPP!I STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, 2004 EDITION, AS AMENDED, 20.
SHALL BE THE STANDARD SPECIFICATIONS FOR THE CONSTRUCTION OF THIS PROJVECT UNLESS OTHERWISE
INDICATED OR AMENDED IN THE SPECIAL PROVISIONS, PROPOSAL AND CONTRACT DOCUMENTS.

217.
EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED UPON THE BEST INFORMATION
AVAILABLE TO THE ENGINEER. THE ENGINEER CANNOT AND DOES NOT WARRANT THAT THIS INFORMATION 1S 22.
COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS
T0 HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

23,
THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF EXISTING GRADES AND MAKING ADJUSTMENTS
AS NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER.

24.
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES,
INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE
SHOULD BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT DEFPTH MAY BE ADJUSTED AT CROSS DRAINS,
AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REFPAIR, AS DIRECTED BY THE ENGINEER, 25.
ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR
REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE VICINITY OF TRAFFIC AND 26.
ADJACENT PROPERTIES. THEREFORE, THE RISK OF A FAILURE OCCURRING DURING THE EXCAVATION REQUIRES

THAT EXTREME CAUTION BE EXERCISED. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PLACE WHAT

BRACING, SHORING, OR GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A FAILURE AND 27.
PROTECT THE PERSONS WORKING NEAR THE EXCAVATION, THE PUBLIC THAT MAY BE ABOVE THE EXCAVATION,
OR ANY STRUCTURE ADJACENT TO THE EXCAVATION. ALL COSTS FOR ANY PROTECTIVE MEASURES INCLUDING
THE MATERIALS AND LABOR FOR DESIGNING, DRAWING AND CONSTRUCTING THE FACILITY SHALL BE INCLUDED IN
THE PRICE BID FOR CONTRACT ITEMS. N 28.
REMOVAL OF RAISED PAVEMENT MARKERS ARE NOT CONSIDERED A SEFPARATE PAY ITEM.

REMOVAL OF OBJECT MARKERS IS NOT CONSIDERED A SEPARATE PAY ITEM.

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC., SHALL BE BACKFILLED AND
TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPP!I STANDARD SPECIFICATIONS FOR ROAD AND

BRIDGE CONSTRUCTION. |

PRIOR TO EXCAVATION AND EMBANKMENT CONSTRUCTION, ALL TOPSOIL SHALL BE STRIPFPED AND STOCKPILED.
AFTER COMPLETION OF EXCAVATION AND EMBANKMENT CONSTRUCTION, ALL SLOFPES SHALL BE UNIFORMLY

PLATED WITH THE STOCKPILED TOPSOIL. THE COST OF STRIPPING, STOCKPILING, PLACING AND SPREADING OF
TOPSOIL IS TO BE INCLUDED UNDER PAY ITEM 211—A “TOPSOIL FOR SLOPE TREATMENT, FROM RIGHT—OF—-WAY".

EROSION CHECKS: QUANTITY ESTIMATED ON THE BASIS OF FOUR (4) BALES EVERY TWENTY FIVE (25) TO

ONE HUNDRED (100) L.F. OF DITCH. FIGHT (8) BALES PER INLET AND FOUR (4) BALES PER PIPE OUTLET.

THIS MAY BE REQUIRED AS A TEMPORARY EROSION CONTROL MEASURE TO MINIMIZE SILTATION UNTIL PERMANENT
MEASURES ARE INSTALLED. THE ENGINEER WILL DETERMINE THE ACTUAL LOCATION AND NUMBER OF BALES

DURING CONSTRUCTION (SEE WK. NO. TEC—1).

ALL SIZES OF FLARED END SECTIONS MAY BE FURNISHED WITH EITHER BELL AND SPIGOT OR TONGUE AND GROOVE JOINTS.
TOE WALLS ARE REQUIRED AT ALL UPSTREAM AND DOWNSTREAM FLARED END SECTIONS (COST ABSORBED).

ALL STORM DRAINAGE STRUCTURES SHALL BE CAST—IN—-PLACE.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEFPT FOR
THOSE DESIGNATED IN PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

THE CONTRACTOR IS TO REMOVE AND RESET ANY SIGNS WHICH CONFLICT WITH CONSTRUCTION (NOT A SEPARATE PAY ITEM).

THE LOCATION AND SPACING OF BOTH TEMPORARY AND PERMANENT SIGNS, SHOWN IN THE PLANS, ARE APPROXIMATE
AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

PRIOR TO POURING CONCRETE MEDIAN ISLANDS AND SIDEWALKS, THE PROJECT ENGINEER SHOULD BE NOTIFIED SO THAT
SIGNS REQUIRED IN THE ISLANDS AND SIDEWALKS CAN BE LOCATED.

SOME WORK MAY BE REQUIRED OUTSIDE THE PROJECT LIMITS BEYOND THE B.O.P. AND E.O.P. NO ADDITIONAL
COMPENSATION WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS SHOWN ON THE PLANS.

ALL SIGNS, SIGNALS, PAVEMENT MARKINGS AND TRAFFIC CONTROL DEVICES SHALL CONFORM TO
THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (CURRENT EDITION).

ALL RAISED OBJECTS SHALL BE PLACED A MINIMUM OF 2 FEET BEHIND THE FACE OF CURB.

CONTRACTOR SHALL MAKE THE APPLICATION FOR POWER SERVICE AND COORDINATE WITH TOWN OFFICIALS IN
ADVANCE OF REQUIRING THE ELECTRICAL SERVICE.

CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THROUGH AND LOCAL TRAFFIC IN ACCORDANCE WITH THE
TRAFFIC CONTROL PLAN AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, CURRENT EDI/TION.

THE CONTRACTOR SHALL PROVIDE ACCESS (INGRESS AND EGRESS) TO LOCAL BUSINESSES AND HOMEOWNERS AT
ALL TIMES DURING CONSTRUCTION. THE CONTRACTOR IS REQUIRED TO NOTIFY BUSINESSES AND HOMEOWNERS
48 HOURS IN ADVANCE OF ACCESS RESTRICTIONS.

CONTRACTOR SHALL COORDINATE WITH THE RESPECTIVE UTILITY COMPANIES FOR RELOCATION OF EXISTING POWER,
TELEPHONE, AND CABLE TV UTILITIES. CONTRACTOR SHALL PROVIDE ACCESS TO THE UTILITY COMPANIES FOR
RELOCATION ACTIVITIES, AS REQD.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE VERIFICATION, PROTECTION, AND RELOCATION OF BENCHMARKS
DURING CONSTRUCTION. NO ADDITIONAL PAYMENT WILL BE MADE FOR RELOCATION OF BENCHMARKS.

CONTRACTOR SHALL COORDINATE WITH THE TOWN OF WOODVILLE FOR RELOCATION/INSTALLATION OF WATER
AND SANITARY SEWER AS SHOWN ON THE UTILITY PLAN, AND PAY ANY APPLICABLE CONNECTION FEES FOR
SERVICE TO THE HOSPITALITY STATION FACILITY. ,

CONTRACTOR SHALL COORDINATE AND FPAY FOR ALL REQUIRED UTILITY SERVICES TO THE SITE INCLUDING WATER,
SEWER, TELEPHONE, POWER, ETC. THIS SHALL INCLUDE BUT NOT BE LIMITED TO, DEPOSITS AND CONNECTION
FEES UNLESS PROVIDED FOR IN A SPECIFIC PAY ITEM, THESE COST SHALL BE CONSIDERED INCIDENTAL AND
SHALL BE COST ABSORBED INTO OTHER ITEMS OF WORK. ALL SERVICES WILL BE TRANSFERED TO THE
DEPARTMENT UPON COMPLETION OF THE PROJECT.
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