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STANDARD DRAWINGS (36) 2

PAVEMENT MARKING DETAILS FOR 2 & 4-LANE DIVIDED ROADWAYS
EROSION CONTROL

TYPICAL TEMPORARY EROSION CONTROL MEASURES (SILT FENCE,
HAY BALES, & BRUSH BARRIER)

T'YPICAL TEMPORARY EROSION CONTROL MEASURES

(TYPE D SILT BASIN)

GUARD RAIL: "W” BEAM (WOOD POSTS)
GUARD RAIL: "W” BEAM (STEEL POSTS)

GUARD RAIL: TYPE 1 CABLE ANCHORAGE (FOUNDATION TUBE)
GUARD RAIL: TYPE 1 CABLE ANCHORAGE (CONCRETE FOOTING)
GUARD RAIL: TYPICAL INSTALLATION AT BRIDGE APPROACHES FOR 2-LANE,2-WAY HIGHWAY

GUARD RAIL (TEMPORARY): TYPICAL INSTALLATION AT BRIDGE END DURING CONSTRUCTION PHASES
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DESCRIPTION OF SHEET NO.  NO. DESCRIPTION OF SHEET NO.  NO.
BRIDGE AT STA. 1048+46.208 BRIDGE AT STA. 1100+59.208
SR 182 BETWEEN HWY. 45 & PORT ACCESS ROAD (BRIDGE "A" SR 182 BETWEEN HWY. 45 & PORT ACCESS ROAD (BRIDGE "B")
GENERAL NOTES & ESTIMATED QUANTITIES Al 466 GENERAL NOTES & ESTIMATED QUANTITIES BI 48 |
FOUNDATION PLAN & ELEVATION A2 467 FOUNDATION PLAN & ELEVATION B2 482
GENERALIZED SOIL PROFILE A3 468 GENERALIZED SOIL PROFILE B3 483
END BENT | DETAILS A4 469 END BENT | DETAILS B4 484
END BENT 4 DETAILS AS 470 END BENT 9 DETAILS B5 485
END BENT DETAILS A6 471 END BENT DETAILS B6 486
INTERMEDIATE BENT 2 & 3 DETAILS A7 472 INTERMEDIATE BENT 2 DETAILS B7 487
TYPICAL SPAN DETAILS A8 473 INTERMEDIATE BENTS 3, 4, 6, 7 & 8 DETAILS B8 488
PLAN OF SPAN DETAILS A9 474 INTERMEDIATE BENT 5 DETAILS B9 489
MISCELLANEOUS DETAILS AlO 475 TYPICAL SPAN DETAILS B10O 490
SUPERELEVATION TRANSITION DETAILS Al 476 PLAN OF SPAN DETAILS Bl 491
RAILING DETAILS Al2 477 MISCELLANEOUS DETAILS B12 492
40 FT. END BEAM DETAILS - AASHTO TYPE [+2 Al3 478 SUPERELEVATION TRANSITION DETAILS B13 493
40 FT. INT. BEAM DETAILS - AASHTO TYPE I+2 Al4 479 | RAILING DETAILS B4 494
14" 16", 18" & 20" SQUARE PRESTRESSED CONCRETE PILES AlS 480 40 FT. END BEAM DETAILS (SPANS | & 8) - AASHTO TYPE [+2 B15 495
40 FT. INT. BEAM DETAILS - AASHTO TYPE [+2 Bl6 496
40 FT. END BEAM DETAILS (SPANS 4 & 5) - AASHTO TYPE [+2 B17 497
14" 16", 18" & 20" SQUARE PRESTRESSED CONCRETE PILES B18 498
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MISS. SP-2125-20(0a1)

|
STATE | PROJECT NO. | .

|

|

GENERAL NOTES %

l. THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLANS 1. FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC
ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS. CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED ON THE PLANS TO BE BLACK LEGEND
AND BORDER ON WHITE BACKGROUND.

Iz, EXISTING UTILITIES ON THE DRAWINGS ARE SHOWN IN THE ORIGINAL LOCATION BASED UPON THE BEST
INFORMATION AVAILABLE TO THE ENGINEER. UTILITIES THAT WERE FOUND TO BE IN CONFLICT WITH
CONSTRUCTION HAVE BEEN RELOCATED. PERMITS ARE ON FILE WITH THE DEPARTMENT SHOWING THE
APPROXIMATE LOCATION OF UTILITIES RELOCATED WITHIN THE RIGHT-OF-WAY. THE ENGINEER CANNOT
AND DOES NOT WARRANT THAT THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST
COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES
FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

2. VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC.,
SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE

MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.
(COST TO BE ABSORBED)

3. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING
STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH
MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE SHOULD BE EXERCISED IN
UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS,

AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, 13. FOR LIST OF PUBLIC UTILITIES SEFE WK SH NO. 3
AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF
THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF 14. ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR

DAMAGED LTEMS. OTHER SUITABLE MATERIALS, |

4. ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED BY THE CONTRACTOR 15. WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE
IN-THE FIELD PRIOR TO FABRICATION. VICINITY OF TRAFFIC AND ADJACENT PROPERTIES. THEREFORE, THE RISK OF A FAILURE
OCCURRING DURING THE EXCAVATION REQUIRES THAT EXTREME CAUTION BE EXERCISED.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO PLACE WHAT BRACING, SHORING,

OR GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A FAILURE
AND PROTECT THE PERSONS WORKING NEAR THE EXCAVATION, THE PUBLIC THAT MAY BE ABOVE

PLAN
ROADWAY DESIGN DIVISION

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

5. A SOIL PROFILE HAS BEEN PREPARED FOR THIS PROJECT USING SAMPLES TAKEN FROM THE EXCAVATION OR ANY STRUCTURE ADJACENT TO THE EXCAVATION. ALL COSTS
HOLES AT LOCATIONS INDICATED IN THE TEST REPORTS. THIS SOIL PROFILE IS ON FILE FOR ANY PROTECTIVE MEASURES. INCLUDING THE MATERIALS AND LABOR FOR DESIGNING
IN THE DISTRICT AND CENTRAL CONSTRUCTION OFFICES, AND IS AVAILABLE FOR EXAMINATION. DRAWING AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED IN THE PRICE BID FOR CONTRACT ITEMS.
THE DEPARTMENT DOES NOT GUARANTEE THAT THE MATERIALS AS SHOWN IN THE REPORTS
ARE NECESSARILY TO BE FOUND OUTSIDE THE TEST HOLES. 16.  SOME WORK IS REQUIRED OUTSIDE THE PROJECT LIMITS BEYOND THE B.O.P. AND E.O.P. NO ADDITIONAL
o 207 SHRINKAGE FACTOR LSED IN THE EARTHNORK CALCULATIONS 8@M¢5§S§J§SSOWILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS SHOWN

IS FOR DESIGN ESTIMATING PURPOSES ONLY.
Ir. DITCHES TO BE ADJUSTED AS DIRECTED BY THE ENGINEER TO ACCOMMODATE DRAINAGE. (SEE TS-1 FOR DETAILS)

(. CONES SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A

MINIMUM WEIGHT OF TEN (18) POUNDS. CONES USED IN SPEED ZONES EQUAL TO OR 18.  ALL PIPE JOINTS ARE TO BE WRAPPED IN TYPE V GEOTEXTILE FABRIC (247 WIDTH). ALL PICKUP HOLES

GREATER THAN 45 MPH SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28
ARE TO BE PLUGGED AND COVERED WITH TYPE V GEOTEXTILE FABRIC TO THE SATISFACTION OF THE
INCHES AND A MINIMUM WEIGHT OF FIFTEEN (15) POUNDS. ALL CONES SHALL BE ENGINEER (NOT A SEPARATE PAY ITEM).

APPROVED BY THE ENGINEER PRIOR TO USE.

A\19.  ANY REFERENCE TO PROJECT NUMBER SP-27@5-2@(@2D IS TO BE UNDERSTOOD THAT SDP-2705-80(@01)
8. ROADWAY SIGNS IN CONFLICT WITH CONSTRUCTION WILL BE REMOVED AND RELOCATED IS THE CORRECT PROJECT NUMBER.

AS DIRECTED BY THE ENGINEER. COST TO BE ABSORBED IN OTHER BID ITEMS.

9. ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE MUTCD
(LATEST EDITIOND.

A - GENERAL NOTES

> MISSISSIPPI DEPARTMENT OF TRANSPORTATION

ol
JCR
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