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DESCRIPTION OF SHEET NO. NO.
WKG. SH.

DESCRIPTION OF SHEET NO. NO.
WKG. SH.

COUNTY :

PROJECT NO.                       

HINDS                  

DETAILED INDEX

TITLE SHEET (1)

DETAILED INDEX & GENERAL NOTES (2)

1

2

3

DI-1

GN-1

DETAILED INDEX ROADWAY

GENERAL NOTES

TYPICAL SECTION SHEETS (3)

4

5

TS-1

TS-2

TYPICAL SECTIONS SPRINGRIDGE ROAD (STA. 21+50(+/-) TO (STA. 32+25(+/-)

TYPICAL SECTIONS SPRINGRIDGE ROAD (STA. 32+25(+/-) TO (STA. 40+20(+/-)

QUANTITY SHEETS (2)

SUMMARY OF QUANTITIES

SUMMARY OF QUANTITIES SQ-1

SQ-2 8

7

PLANVIEW SHEETS (1)

9

SPECIAL DESIGN SHEETS (4)

STANDARD DRAWINGS - ROADWAY SHEETS (16) 

T.C. DETAILS DRUMS PLACEMENT AND SHLD. CLOSURE

12

13TCP-SC

PAVEMENT MARKING LEGEND DETAILS

PAVEMENT MARKING LEGEND DETAILS

4-LANE TO 2-LANE TRANSITION AT INTERCHANGE

   (INTERSTATES AND OTHER 4-LANE DIVIDED HIGHWAYS) (MEDIAN LANE OR 

SHORT DURATION CLOSING OF TWO-LANE, TWO-WAY HIGHWAYS

SHORT DURATION CLOSING OF DIVIDED HIGHWAYS

HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION

PROJECTS

TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULTILANE

ROADS AND TWO-LANE ROADS

TRAFFIC CONTROL PLAN: UNEVEN PAVEMENT DETAILS

TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LANE AND

4-LANE DIVIDED HIGHWAYS

TEMPORARY STRIPING FOR TRAFFIC CONTROL 4-LANE AND

5-LANE UNDIVIDED HIGHWAYS

DRIVEWAYS, CURB & GUTTER, & SIDEWALKS

DRIVEWAYS, INTEGRAL CURB, & SIDEWALK

PAVEMENT MARKING DETAILS FOR 2 & 4-LANE DIVIDED ROADWAYS

PAVEMENT MARKING DETAILS FOR 4 & 5-LANE UNDIVED ROADWAYS

TRAFFIC CONTROL PLAN WITH FLAGGER (ONE LANE CLOSURE OF 

TWO-WAY TRAFFIC

TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT LESS THAN 65 MPH

(4-LANE:MEDIAN LANE OR OUTSIDE LANE CLOSURE) (WORK DAY ONLY)

TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT LESS THAN 65 OR 70 MPH

 OUTSIDE LANE  CLOSURE) (WORK DAYS ONLY)

(12-01-99)

(12-01-99)

(03-01-02) PM-8

PM-6

PM-5

PM-2

PM-1 120

121

124

125

127

TCP-1 250

TCP-2

TCP-5

TCP-8

TCP-9

254

257

258

TCP-10

TCP-11 260

263TCP-14

259

251

(12-01-99)

(12-01-99)

SD-2

SD-1

TCP-16

TCP-15 264

265

287

288

MANGUM

TYPICAL SECTIONS SPRINGRIDGE ROAD (STA. 40+20(+/-) TO (STA. 42+86(+/-) TS-3 6

AERIAL VIEW SPRINGRIDGE ROAD

10

11IRRIGATION DETAILS AND NOTES

DETAILS OF CONSTRUCTION SIGNING

IP-1

IPD-1

DCS-1

DSRRD-1

FOR CONTRACTOR INFORMATION (3)

14TRAFFIC SIGNAL INSTALLATION SPRINGRIDGE ROAD AND I-20 WESTBOUND RAMP TSI-1

15TSI-2TRAFFIC SIGNAL INSTALLATION SPRINGRIDGE ROAD AND BROADWAY ST./FRONTAGE ROAD

16TSI-2TRAFFIC SIGNAL INSTALLATION SPRINGRIDGE ROAD AND U.S HWY. 80

IRRIGATION PLAN AND ISLAND LAYOUT



  GN-1  

DAMAGED ITEMS.

THE CONTRACT.  NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF

AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF

AS DIRECTED BY THE ENGINEER.  THE CONTRACTOR SHALL REPLACE OR REPAIR,

UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS,

MIGHT OCCUR DURING CONSTRUCTION.  EXTREME CARE SHOULD BE EXERCISED IN

STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC.  FROM DAMAGE WHICH

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING1.

2.

3.

4.

GENERAL NOTES

CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND

AND BORDER ON WHITE BACKGROUND.

MUTCD (LATEST EDITION).

RIGHT OF WAY OR CONTAMINATE WATERS OF THE U.S. DURING CONSTRUCTION.  THE

CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN PRIOR TO COMMENCEMENT OF

WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC

THE CONTRACTOR IS TO REMOVE AND RESET ANY SIGNS WHICH CONFLICT WITH

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE

5.

10.

11.

12.

CONSTRUCTION (NOT A SEPARATE PAY ITEM), EXCEPT WHERE SHOWN ON THE TRAFFIC CONTROL PLANS.

7.

8.

 WIRE BACKING WILL BE REQUIRED ON ALL SILT FENCES

THE CONTRACTOR SHALL ERECT AND MAINTAIN CONSTRUCTION SIGNING AND PROVIDE  ALL SIGNS AND TRAFFIC CONTROL DEVICES

NECESSARY TO SAFELY MAINTAIN TRAFFIC AROUND AND THROUGH THE WORK AREAS IN ACCORDANCES WITH TRAFFIC CONTROL PLAN

AND THE MUTCD. THE COST IS TO BE INCLUDED IN THE PRICE BID FOR PAY ITEM NO. 618-A, MAINTENANCE OF TRAFFIC

6.

9.

ALL TEMPORARY TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE

TRAFFIC WILL NOT BE ALLOWED ON MILLED SURFACE AT ANYTIME

REMOVAL OF RAISED PAVEMENT MARKERS & FLEXIBLE DELINEATOR POST IS NOT CONSIDERED A SEPARATE PAY ITEM.

THE MDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

MILLING OPERATIONS SHALL BE IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND 

WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE 

 OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT INTERVALS TO PREVENT POOLING OR

 STANDING WATER ON THE MILLED SURFACE (NOT A SEPARATE PAY ITEM).

BE INCLUDED IN THE PRICE BID FOR OTHER ITEMS WORK.

FOR BLADING OR REMOVING THE SHOULDER MATERIAL WILL BE MADE,THE COST IS TO

NEATLY BLENDED WITH THE EXISTING SLOPE OR REMOVED. NO SEPARATE MEASUREMENT

THE REQUIREMENTS OF THE DRAWINGS IN PLANS.THE BLADED MATERIAL SHALL BE

ADEQUATE SHOULDER MATERIAL IN PLACE SHALL BE BLADED TO A SLOPE MEETING

SLOPE MEETING THE REQUIREMENTS OF THE DRAWINGS IN PLANS. SHOULDERS WITH

(2) INCHES. THE MATERIAL SHALL BE BLADED,ROLLED AND COMPACTED TO A FINISHED

NECESSARY TO MAINTAIN A MAXIMUM PAVEMENT TO SHOULDER DIFERENTIAL OF TWO

MATERIAL AS DIRECTED. EXISTING LOW SHOULDERS WILL BE BROUGHT TO GRADE AS

LOW SHOULDERS WILL BE BROUGHTTO GRADE WITH CLASS 5, GROUP C GRANULAR

LANE CLOSURES SHALL CONFORM AS DEFINED IN THE APPLICABLE NOTICE TO BIDDERS.

       GENERAL NOTES       

COUNTY: HINDS                   

THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLANS

ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC.,

ALL FRONTAGE ROADS, LOCAL ROADS, RAMPS AND LOOPS ETC WILL BE

ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TRIES OR OTHER SUITABLE MATERIAL.

ANY MATERIAL EXCAVATED FROM THE EXISTING SHOULDER SHALL BE USED TO RAISE THE EXISTING SHOULDER TO MATCH THE NEW PAVEMENT

ELEVATION AND ANY SURPLUS MATERIAL SHALL BE SPREAD ALONG THE EDGE OF THE SHOULDERS FORESLOPES OR OTHER ADJACENT AREAS AS

POTHOLES THAT MAY EXIST OR OCCUR IN THE EXISTING PAVEMENT ARE TO BE PATCHED IN A TIMELY MANNER AND PRIOR TO THE BEGINNING

THE ASPHALT OVERLAY. PAYMENT FOR THIS WORK SHALL BE INCLUDED IN OTHER ITEMS BIDS.

PAVED TO THE END OF STATE MAINTENANCE OR AS DIRECTED.

PAVING OPERATION TO ALLOW ADEQUATE DRAINAGE. NO SEPARATE PAYMENT WILL BE MADE FOR CLEANING OR DISPOSAL OF THE EXCAVATED MATERIAL.

EXISTING INLETS AND BOX CULVERT, PAVED DITCHES PAVED FLUMES CURB CUT DRAINAGE DITCHES SHALL BE CLEANED OF DEBRIS PRIOR TO THE

DIRECTED BY THE ENGINEER AND WILL BE AN ABSORBED ITEM. 

13.

14.

15.

16.

17.

18.

19.
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