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GENERAL NOTES

1. EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED UPON THE BEST
INFORMATION AVAILIABLE TO THE ENGINEER. THE ENGINEER CANNOT AND DOES NOT WARRANT
THAT THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE
DIRECTLY WITH THE INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD
LOCATED IN ADVANCE OF CONSTRUCTION.

2. THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF EXISTING GRADES AND MAKING
ADJUSTMENTS AS NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER

3. ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHOULD COMPLY WITH PART VI OF THE
MUTCD (LATEST EDITIOND.

4. FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC
CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED IN PLANS TO BE BLACK LEGEND AND BORDER
ON WHITE BACKGROUND.

5. THE CONTRACTOR IS TO REMOVE AND RESET ANY SIGNS WHICH CONFLICT WITH CONSTRUCTION
(NOT A SEPARATE PAY ITEM).

6. THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLAN, ARE
APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

7. THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE RIGHT
OF WAY OR CONTAMINATE WATERS OF THE U.S. DURING CONSTRUCTION. THE CONTRACTOR SHALL
SUBMIT AN EROSION CONTROL PLAN PRIOR TO COMMENCEMENT OF WORK AND MAINTAIN THE PLAN
DURING CONSTRUCTION.

8. ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK
TIRES OR OTHER SUITABLE MATERIAL.

9. A SOIL PROFILE HAS BEEN PREPARED FOR THIS PROJECT USING SAMPLES TAKEN FROM HOLES

AT THE LOCATIONS INDICATED IN THE TEST REPORTS. THIS SOIL PROFILE IS ON FILE IN THE DISTRICT
AND CENTRAL CONSTRUCTION OFFICES AND IS AVAILABLE FOR EXAMINATION. THE DEPARTMENT

DOES NOT GUARANTEE THAT THE MATERIALS AS SHOWN IN THE REPORTS ARE NECESSARILY TO BE
FOUND OUTSIDE THE TEST HOLES.

10. 257 SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FOR DESIGN ESTIMATING
"PURPOSES ONLY.

11. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES
SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING
CONSTRUCTION. EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT
DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR
SHALL REPLACE OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING
THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF
DAMAGED ITEMS.

12. FOR A LIST OF PUBLIC UTILITIES, SEE WORKING SHEET NO 3.

13. WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE
OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING
WATER ON THE MILLED SURFACE. (ABSORBED ITEM)

14. VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE
BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

15. WIRE FENCE SHALL BE REQUIRED FOR ALL SILT FENCE (SEE WK. NO. ECD-3).

/N\ 16. THE “ONE CALL” SERVICES DO NOT LOCATE BURIED RAILRAOD SIGNAL AND COMMUNICATION LINES.
THE CONTRACTOR SHALL CONTACT THE RAILROAD’S REPRESENTATIVE 2 DAYS IN ADVANCE OF WORK AT
THOSE PLACES WHERE EXCAVATION, PILE DRIVING, OR HEAVY LOADS MAY DAMAGE RAILROAD UNDERGROUND
LINES ON RAILROAD PROPERTY. UPON REQUEST FROM THE CONTRACTOR OR AGENCY, RAILROAD SIGNAL
FORCES WILL LOCATE AND PAINT MARK OR FLAG RAILRCAD UNDERGROUND SIGNAL, COMMUNICATION AND
POWER LINES IN THE AREA TO BE DISTURBED BY THE CONTRACTOR. THE CONTRACTOR SHALL AVOID
EXCAVATION OR OTHER DISTURBANCE OF THESE LINES WHICH ARE CRITICAL TO THE SAFETY OF THE
RAILROAD AND THE PUBLIC. IF DISTURBANCE OR EXCAVATION IS REQUIRED NEAR A BURIED RAILROAD
SIGNAL, COMMUNICATION, OR POWER LINE, THE LINE SHALL BE POTHOLED MAUALLY WITH CAREFUL HAND
- EXCAVATION BY THE CONTRACTOR, AND PROTECTED BY THE CONTRACTOR DURING THE COURSE OF THE
DISTURBANCE UNDER THE SUPERVISION AND DIRECTION OF A RAILROAD SIGNAL REPRESENTATIVE.

/\17. THE PROPOSED EXCAVATION OF THE SLOPES IN FRONT OF THE EXISTING ABUTMENTS TO ACCOMODATE
THE PROPOSED RETAINING WALLS SHALL REQUIRE SHORING, IN ACCORDANCE WITH O.S.H.A. REQUIREMENTS.
THE CONTRACTOR SHALL SUBMIT THE SHORING PLAN TO NORFOLK SOUTHERN FOR REVIEW AND APPROVAL
PRIOR TO COMMENCING WORK. o

/A\18. THE WORK SHALL BE CONDUCTED WITH THE PROTECTION OF A NORFOLK SOUTHERN FLAGMAN, AND SHALL
BE IN ACCORDANCE WITH THE NORFOLK SOUTHERN “SPECIAL PROVISIONS FOR PROTECTION OF RAILWAY
INTERESTS”.
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