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GENERAL NOTES: STATE | PROJEGT NO.

Specifications from the MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION by Miss. |HSIP-6345-00(008)
MISSISSIPPI DEPARTMENT _OF TRANSPORTATION, English 2004 edition will be used unless otherwise noted by
special provisions. | :

All signs, signals, pavement markings, and tempomky traffic control devices are to conform to the Manual
on Uniform Traffic Control Devices (Latest Edition and all subsequent revisions).

Work to be preformed while an existing contract in the same area Is underway. Contractor will be

expected to cooperate with the other Contractor(s) and the Department in every reasonable manner. See
Section 105.0/ of the red book for additional information.

Underground utilities shown on plans are plotted in their approximate locations from the best information
available to the Engineer. The Engineer does not guarantee their accuracy or guarantee that all utilities
are shown. The Contractor shall be responsible for making independent investigations, including subsurface
investigations, as may be necessary. Prior to any excavation, the Contractor shall coordinate with

Mississippi 811 (formerly MS—1—CALL) to have the existirng utilities located. If the utility owner does not

TRAFFIC CONTROL NOTES:

All traffic control items shown will not be measured for separate payment. This work is to be included In
the price bid for Maintenance of Traffic.

A changeable message sign (CMS) will be required at the Rankin county side of the job. (See TCD-1).
Payment for this sign will be made under pay item 90/—-650—-R001 Changeable Message Sign and returns
back to the contractor after use.

Contractor shall install traffic control devices such as cones, drums, flashers, barricades, signs, etc., to
safely channel traffic. When necessary, flaggers shall be used in conjunction with traffic control devices.

(Flagger Ahead sign required except during brief periods or emergency situations.)

For moving operation the Contractor shall have two (2) sets of advance warning signs, plastic drums,
cones and arrow board. When the construction zone is moved ahead, all signs, plastic drums, cones and
arrow board shall be in place on the second zone before removing any signs, plastic drums or arrow
board on the first zone. |

PLAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATIGON
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participate In Mississippi 811 Call Service, the contractor must coordinate with thaot utility company

directly.
/ 5. Flashing arrow panel shall be as level as possible as approved by the Engineer. Flashing arrow panel

should be located at the beginning of the taper or, if the shoulder Is too narrow, behind the channelizing

5. 1t shall be the responsibility of the Contractor to protect existing structures such as pipes, inlets, aprons,
devices in the closed lane.

bridges, etc. from damage which might occur during construction. The Contractor shall replace or repair
as directed by the Engineer any structures damaged during the life of the contract. No payment will be

made for replacement or repair of damaged items. 6. The location and spacing of signs, shown on the traffic control plans, are approximate and may be

adjusted as necessary to fit field conditions.

6. The Contractor is responsible for field verification of the sizes and elevations of existing structures and

making adjustments as necessary to maintain proper drainoge with the approval of the project Engineer. /. Traffic control devices shall be installed whenever necessary, remain in place only as long as they are
needed, and be removed immediately thereafter.

/. The Contractor shall plan and adjust the layout of new metal posts as best as possible so thaot ’ o o Q ‘ Q
installation does not fall directly in the same holes as the removed wood posts. 3. Traffic control devices shown on standards are the minimum regquirements and in no way relieve the

Contractor of his obligation to maintain traffic in a safe manner.

8. The Contractor is responsible for field verification of the sizes and locations of the radius required for . _ .
installations requiring radius rail. | 9. Fluorescent orange sheeting shall be used on all construction and traffic control signs except for those

designated in the plans to be black legend and border on white background.

9. Voids created by the removal of posts, concrete anchors, footings, etc., shall be backfilled with quick set 0 Q @ . § §
flowable fill (Pay Item 907-631). Flowable fill to be installed after removing wood posts and prior to 10. Diamond shaped traffic control signs shall be a minimum of 48" x 48"

driving new posts. . ' 0 é ‘ 5 0
11. Channelizing -devices in tapers shall be reflectorized free standing plastic drums. Tangent sections may use

10. Any existing signs that conflict with construction shall be removed and promptly replaced in or near its 427 tall cones. All plastic drums shall have a ballasting collar made from recycled truck tires or other
original location by the Contractor at no cost to the project. suitable material.

11. Contractor to use extreme caution when working around existing power conduit at Water Intake Structure. 12. Drum / Cone spacing to be spaced according to MUTCD standard.
Contractor to take care not to damage lines and Is responsible for any repairs required. City of Jackson
to be notified if there is a problem with the location of the line. See pictures on Working Number P—1. 15. See TCD-1, TCP=2, SDTCP-3, TCP—10, and [ICP—11 for additional notes and details.

121t Is the responsibility of the contractor to insure that silt does not leave the right of way or
contaminate waters of the U.S. during construction.

15. Contractor shall limit his work to Monday through Friday only. Contractor will not be allowed to close a
lane of traffic from /:00 AM — 8:350 AM. |

14. No loaded truck equipment or concrete trucks will be allowed on Lower Road during guardrail installation
operation on Upper |

SEQUENCE OF WORK
THE CONTRACTOR SHALL ONLY REMOVE THE AMOUNT OF <

SCOPE OF WORK
THIS JOB CONSISTS OF REPLACING THE EXISTING GUARDRAIL ON THE UPPER ROAD OF SPILLWAY ROAD.

GUARDRAIL HE CAN REPLACE IN THAT SAME DAY. LANE
CLOSURE SHALL REMAIN IN PLACE WHILE GUARDRAIL IS
BEING REMOVED UNTIL NEW GUARDRAIL HAS BEEN
INSTALLED. NO OVERNIGHT OPENING IN GUARDRAIL WILL
BE ALLOWED. CONTRACTOR TO SUBMIT A DETAIL OF
CONNECTING THE OLD AND NEW RAIL TOGETHER FOR

TEMPORARY OPERATION (SPLICE, ETC.). CONTRACTOR
SHALL SCHEDULE WORK SO THAT TIMEFRAME AND

THE EXISTING GUARDRAIL DOES NOT MEET THE MINIMUM HEIGHT REQUIREMENTS IN SELECT AREAS SO THE
CONTRACTOR WILL REPLACE THE ENTIRE RUN ALONG THE UPPER ROAD. THE EXISTING GUARDRAIL IS

WOOD POSTS WITH SOME HAVING WOOD BLOCKOUTS WHILE OTHERS HAVE NO BLOCKOUTS AT ALL. THE
NEW GUARDRAIL REQUIRED IS TO BE "W’ BEAM WITH METAL POSTS AND PLASTIC BLOCKOUTS. THE
CUARDRAIL WILL BE INSTALLED AT THE EDGE OF PAVEMENT ON THE LAKE SIDE (LEFT OF BASELINE) AND
IN APPROXIMATELY THE SAME ALIGNMENT AS THE EXISTING RAIL ON THE RIVERSIDE (RIGHT OF BASELINE).

STANDARD 6'—07 POSTS WILL BE REQUIRED ON THE LAKE SIDE. DUE TO THE STEEP SLOPE, 7'=0" POSTS
WILL BE REQUIRED ON THE RIVER SIDE. GUARDRAIL WILL BE EQUIPPED WITH DELINEATORS; YELLOW OR

BY
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8/12/11 REVISED NOTE TO REFLECT NEW PAY ITEM.
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EXISTING SPILLWAY BRIDGE. CABLE ANCHORS AND NON—FLARED END SECTIONS WILL BE INSTALLED AT : . e A
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SUMMARY OF QUANTITIES

MADISON COUNTY RECAP

RANKIN COUNTY RECAP

MADISON

RANKIN

GRAND TOTAL

PLAN

ROADWAY DESIGN DIVISION

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

PAY ITEM NO. DESCRIPTION UNIT |GR—1/GR-2/GR-3|GR—4 /"R 0l GR=0lep glep 7IGR-8/GR-9| covty | cousty | Estovate
MADISON] RANKIN QUANTITY | QUANTITY QUANTITY
skxkk FARTHWORK ITEMS #%##x
202-8102 | Removal of Guard Rall Lino Fop 912 | 3802 | 4002 | 3994 | 2007 || 1195 | 764 | 3602 | 3600 | 3187 14,117 12,948 21,665
sirxx GUARDRAIL ITEMS ###x
606-B0¢7 | Guard Rail, Class A, Type 1, ‘W' Beam, Mefal Post | Lin. Ft.| 906 | 3802 | 4002 | 3951 | 2007 || 1795 | 718 | 3602 | 3600 | 3182 14,668 12,951 21,625
606-C002 | Guard Rall, Cable Anchor Type 1, Metal Post Fach 1 - - 1 - - | - - ! ) ) 4
006-D010 | Guard Rall, Bridge End Section, Type H, Metal Post | Each - - - - - - 3 - - - 3 5
006-E003 | Guard Rall, Terminal End Section, Non-Flared Fach | - - - I - - - - ! l | /
skxxx [INCIDENTAL CONSTRUCTION ITEMS #####
018-AB01 | Maintenance of Traffic Lump Sum 47 147 1 140 | 14 17 o/, 37 (720 T YA I V4 H37, a0y, 1007
620-A001 | Mobilization Lump Sum 4% M7 | 145 147 [/ YA 37 [/ N YA B VA 53/, 417, 1007,
srxxk TRAFFIC SIGNS AND DELINEATORS ###x%
030-F@0L | Delineators, Guard Rail, White tach 3 34 35 38 I 16 il 52 32 29 121 120 241
030-F@02 | Delineators, Guard Rall, Yellow Fach [0 34 36 36 { 16 10 RV 52 52 139 [22 26l
/2\ 901-630-R001 | Changeable Message Sign Fach - - - - - - - - - - I I
/1\ 901-631-B001 | Flowable Fill, Non-Excavatable Cu. Yd. | 9 38 39 39 20 18 8 36 36 37 145 130 205

-~ 11:31am
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STATE PROJECT NO.

MISS. |HSIP-6945-00(008)

CD THIS PAY ITEM INCLUDES REMOVAL OF RAIL, POSTS, BLOCKOUTS & HARDWARE.

ALSO INCLUDES 7 TYPE “17 "W” BEAM END SECTIONS, 1 CABLE ANCHOR AND 1
TERMINAL END SECTION. ALL REMOVED RAIL ITTEMS BECOME THE PROPERTY OF
THE CONTRACTOR FOR SALVAGE / DISPOSAL,

LENGTH OF GUARDRAIL REQUIRED IS BASED ON A TERMINAL SECTION OF 37.5
FEET BEING USED. FOR ANY OTHER LENGTH TERMINAL SECTION, THE LENGTH OF

NORMAL GUARDRAIL WILL BE ADJUSTED,

REFLECTIVE ADHESIVE SHEETING WITH ALTERNATING BLACK AND YELLOW STRIPES
(SLOPING DOWNWARD AT AN ANGLE OF 45 DEGREES IN THE DIRECTION TRAFFIC
IS TO PASS) IS REQUIRED ON THE END OF THE CABLE ANCHOR.

TYPE “H” BRIDGE END SECTION TO BE RETROFITTED TO EXISTING SPILLWAY
BRIDGE. THERE ARE NO HOLES FOR ATTACHMENTS IN EXISTING BRIDGE RAIL.
EXISTING CONCRETE BRIDGE RAIL IS APPROXIMATELY 16" TALL BY 127 THICK.
CONTRACTOR SHALL ATTACH “W” BEAM TERMINAL CONNECTOR TO BRIDGE BY
MEANS OF CORE DRILLING THROUGH RAIL WITH METAL BACKING PLATE ATTACHED
OR USE OF HILTI TYPE ANCHORS (8" MIN. EMBEDMENT)., ATTACHMENT POINT TO

CTRY TO AVOID REBAR IN BRIDGE RAIL AT POSTS,

ET-2000, BEST, SKT-350 OR APPROVED NON-FLARED EQUAL TO BE INSTALLED
FOLLOWING MANUFACTURER’'S RECOMMENDATION. CONTRACTOR TO PROVIDE TWO
COPIES OF MANUFACTURER'S INSTALLATION DETAILS TO THE PROJECT ENGINEER.
THE ENGINEER SHALL KEEP ONE COPY IN PROJECT FILE AND PROVIDE ONE COPY
TO PEARL RIVER VALLEY WATER SUPPLY DISTRICT. REFLECTIVE ADHESIVE
SHEETING WITH ALTERNATING BLACK AND YELLOW STRIPES (SLOPING DOWNWARD
AT AN ANGLE OF 45 DEGREES IN THE DIRECTION TRAFFIC IS TO PASS) IS
REQUIRED ON THE END OF THE TERMINAL SECTION. THE TYPE OF TERMINAL
ERECTED SHALL BE NOTED ON THE BACK OF THE TERMINAL WITH A MEAN
STREAK WATERPROOF FORMULA PERMANENT MARKING STICK OR BY SOME OTHER
MEANS OF PERMANENT IDENTIFICATION. “

THIS PAY ITEM INCLUDES ALL TRAFFIC CONTROL DEVICES REQUIRED TO
MAINTAIN TRAFFIC, DRUMS, CONES, SIGNS, TYPE [II BARRICADES, FLASHING
ARROW BOARD AND ALL ITEMS REQUIRED BY THE LATEST EDITION OF THE
MUTCD.

SEE NOTICE TO BIDDERS FOR INFORMATION REGARDING DRIVING OF POSTS AND
USE OF FLOWABLE FILL.
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