PE 106194101000

SP— FED. ROAD SHEET
?ﬁé %%;325’ @} iigéji:ii}%ﬁ@ | . : REG. NO. STATE PROJECT NO. NO.
STATE OF MISSISSIPPI | 4 MISS. | STP-2175-00(012)] 1
MISSISSIPPI DEPARTMENT OF TRANSPORTATION - o
| | | . T~
L A e .. .
(‘7%) OXFORD ALBANY \'§

PLAN AND PROFILE OF PROPOSED ﬁﬁ
STATE HIGHWAY @‘

L AID PROJECT NO. STP-2175-00(012) i
REPLACE 5’ X 5 BOX CULVERT (STORM DRAIN) AT INTERSECTION 106194301000 CONST.
OF U.S. HWY. 51 AND ROBB STREET (EAST) IN SUMMIT, MS f .y |
| PTKE COUNTY | | s \|
| | | SCALES B | | | : i ~‘ HAT‘UESBURG \
PLAN 1 IN.= 20 FT. - LUCEDALE
pnom.z{ HOR. 1 I.= 20 FT. | STATE MAP
LAYOUT 1 IN.= 973 FT. NOTE PA CAGOULA

* INDICATES APPROXIMATE |
LOCATION OF PROJECT.

BRIDCGE STRUCTURES \ LAT.31.2838 N LONG. 90.4683 W
(APPROX. MIDDLE OF PROJECT)
11+40. 000 .
34
gl BEGINNING OF PROJECT o ’ AX DESIGN CONTROL
oy ali e T T e . 30 MPH = V (SPEED DESIGN)
% ol i-'c : 26|25 : :
gh =g ; ADT (2015 ) =12000 : ADT ( 2035) =16000
3 '
i+ SUMMIT DHV =_1600 :D =_ 55 % T=_ 4 %
8 I
o7 | pop V428 |
ggé ‘ ! PERMITS ACQUIRED BY MDOT
>k ! P i WETLANDS AND WATERS PERMITS
<3 2 ' <~ a8 LAWRENCE ! {NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY):
36 3 : I X : WATERS ~ WETLANDS
Tg — ]
£ & . I | o % | NATIONWIDE #14 V]
4 Z N
" 'S | b 1
: 2 ) 5 N o = NATIONWIDE (OTHER)*  [v/] W]
= gy —— X ! - I~ m 2 ! ,
BOX BRIDGES oo l s < or. | feerens Y st | g 3 jouil” | GENERAL* ]
2 st - i :
Q | T H 2 =1l Z 5 CIR]w
! 5 5lross | st (m g ) 5 -~ ' —~ INDIVIDUAL (404)* M
= L <X ot - =1 ! -
I o S S EAES o ! '
: S ole P o | * ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
I . T BAUDWIN sT. |2 3 = : CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR
? — g b \ ! STORMWATER PERMIT  [/]
i 2 21\2 | REQUIRED, CNOI SUBMITTED BY MIDOT
| . : Y (DISTURBED AREA=5 ACRES)
20+00. 800 T \ . S REQUIRED, SCNOI T0_BE SUBMITTED BY
\> \ CONTRACTOR {1 TO 4,99 ACRES)
END OF PROJ ECT ! N  NO STORMWATER PERMIT REQUIRED (<1 ACRE)
|
|
! APPROVED BY: o pate: __ 6/16 [
I
|
|
I

— — ——— " — - — o —— i — - —— - — - os - —— o o— — o — o —

SYMBOLS f ' EQUATIONS . ' EXCEPTIONS

CONVENTIONAI
COUNTY LINE o e e o e e b e ’ ‘ |
TOWN CORPORATION LINE __ ..o ..ceeemen .. - < - 19
SECTION LINE . | | | | | gl= o y
p EXISTING ROAD OR TRAVELED WAY m= o= mm oo , | QDAT? 7
O
5 PROPOSED ROAD OR TRAVELED WAY - |
; | LENGTH DATA 7 ’
= RAILROAD .. et —t——+ \ V// eliol
- NTER|M EXECUTIVE DIRECTOR
- SURVEY LINE ... | ——_ LENGTH OF ROADWAY 860.00 FT. 0.1629 ML ! fZ;,RM DATE
> BRIDGES .ooooooooooemeemicereees LENGTH OF BRIDGES | - FI. v E/Z|  MISSISSIPPIDEPARTMENT OF TRANSPORTATION
N ‘ LENGTH OF PROJECT (NET) 860.00 FT. ~0.1629 M. 8|z
. LENGTH OF EXCEPTIONS FI. M 5| APPROVED:
- LENGTH OF PROJECT (GROSS) 860.00 FT. 0.1629 M. 8
-t ; S
: % DIVISION ADMINISTRATOR DATE
N =T FEDERAL HIGHWAY ADMINISTRATION
< 35 DEPARTMENT OF TRANSPORTATION

PIKE coum'v | 1




PLAN

ROADWAY DESIGN DIVISION 7
MISSISSIPPI DEPARTMENT OF TRANSPORT@TION

&

DETALLINDEX. DGN .

12/28/2011 7:23 AM

STATE | PROJECT NO.
MISS. | sTP-2175-p0@12) | |
| WKG. SH. WKG. SH.
DESCRIPTION OF SHEET NO. NO. DESCRIPTION OF SHEET NO. NO.
TRAFFIC CONTROL PLAN WITH FLAGGER (ONE-LANE CLOSURE OF TWO-WAY TRAFFIC) TCP-1 250
T TITLE SHEET (1) 1 SHORT DURATION CLOSING OF TWO-LANE TWO-WAY HIGHWAYS TCP-8 257 /N
| HIGHWAY SIGN & BARRICADE DETAILS FOR CONSTRUCTION PROJECTS TCP-10Q 259
DETAILED INDEX & GENERAL NOTES (2 ) TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULTILANE
ROADS AND TWQO LANE ROADS (12-21-99) TCP-11 260
DETAILED INDEX DI-1 2 TRAFFIC CONTROL PLAN: UNEVEN PAVEMENT DETAILS TCP-14 263
GENERAL NOTES GN-1 3 TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LANE AND
| | 4-LANE DIVIDED HIGHWAYS. (12-01-99) TCP-15 264
TYPICAL SECTION SHEETS (4 ) TEMPORARY STRIPING FOR TRAFFIC CONTROL 4-LANE AND |
' 5- ANE UNDIVIDED ROADWAYS (12-31-99) TCP-16 265
TYPICAL SECTION - OVERLAY SECITON HWY. 51 . Ts-1 4 DRIVEWAYS, GURB & GUTTER, & SIDEWALK SD-1 287
TYPICAL SECTION - OVERLAY SECITON HWY. 51 | TS-2 5 PIPE CULVERT INSTALLATION PI-1 300
TYPICAL SECTION - NEW CONSTRUCTION - ROBB STREET TS-3 6 CONCRETE PIPE COLLAR PC-1 301
"TYPICAL SECTION - OVERLAY SECITON HWY. 51 TS-4 7 JUNCTION BOX FOR PIPE CULVERT TO CONCRETE ARCH PIPE JB-1A 303
BRANCH CONNECTIONS BC-1 305
QUANTITY SHEETS (6 ) DETAILS OF GRATES FOR MEDIAN INLETS 16-1 314
DETAILS OF GRATES FOR GUTTER INLETS 1G-2 315
SUMMARY OF QUANTITIES SQ-1 8 GUTTER INLET FOR TYPE 2 CURB (OUTLET 9@° TO ROADWAY) - GI-1 316
SUMMARY OF QUANTITIES SQ-2 9 | |
SUMMARY OF REMOVAL ITEMS SRI-1 19
SUMMARY OF DRAINAGE STRUCTURES & TRAFFIC CONTROL SDS-1 11 CROSS SECTIONS (&)
ESTIMATED QUANTITIES - BOX CULVERT EQ-1 12 |
ESTIMATED QUANTITIES FOR TRAFFIC CONTROL SIGNS FQ-2 13 STA. 14+00.000 TO STA. 17+00.000 HWY. 51 901-903
| | STA. 10+0@.00@% (ROBB STREET 904
PLAN & PROFILE SHEETS (4 )
GPS CONTROL NOTES - U.S. HWY. 51 AND ROBB STREET 3 14
STA. 13+3@ TO STA. 19+@3 - (HWY. 51 4 15 TOTAL SHEETS (71)
STA. 7+00 TO STA. 13+00 - (ROBB STREET) 4N 16
STA. 19+@0 TO STA. 25+0@ - (HWY. 51 5 17
SPECIAL DESIGN SHEETS - ROADWAY DRAWINGS (3@ )
TRAFFIC CONTOL - DETAIL OF CONSTRUCTION SIGNING TC-1 18
TRAFFIC CONTROL - SCALE 1”7 = 5@’ TC-2 19
TRAFFIC CONTROL - SCALE 1”7 = 2@’ TC-3 20
TRAFFIC CONTROL - SCALE 1”7 = 2@’ TC-4 21
TRAFFIC CONTROL DETAIL - DRUM PLACEMENT AND SHOULDER CLOSURE TCD-1 22
TRAFFIC CONTROL DETAIL - LOCATION OF R16-3 SIGNS TCD-2 23
PAVEMENT MARKING DETAIL - (HWY. 51) (PERMANENT) PMD-1 24
PAVEMENT MARKING DETAIL - (HWY. 51) (PERMANENT) PMD-2 25
PAVEMENT MARKING DETAIL - (ROBB STREET) (PERMANENT) PMD-3 26
PAVEMENT MARKING DETAIL - (ROBB STREET) (PERMANENT) - PMD-4 27
DETAIL OF SIDEWALK DS-1 28
WATER MAIN DETAIL WMD-1 29
WATER MAIN DETAIL WMD-2 30
SPECIAL DESIGN INLET - JUNCTION BOX FOR BOX CULVERT TO CONCRETE ARCH PIPE SDJB-1A 31
SPECIAL DESIGN INLET - MEDIAN INLETS FOR BOX CULVERTS (TYPE I AND ID SDMI-3 32
SPECIAL DESIGN INLET - GUTTER INLET FOR TYPE 2 CURB (OUTLET 9@° TO ROADWAY) SDGI-1 33
SPECIAL DESIGN COLLAR DETAILS FOR PRECAST 4’ X 4’R.C.B.C. SDICJ-1 34
SPECIAL DESIGN CURB CUT RAMP DETAIL 'SDCCR-1 35
ARCHITECTURAL PLANS - SITE PLAN AND ENLARGED PLANS AL 36
ARCHITECTURAL PLANS - ELEVATIONS AND DETAILS A2.1 37
ARCHITECTURAL PLANS - ARCHITECTURAL SITE PHOTOGRAPHS A3.1 38
GENERALIZED SOIL PROFILE AND TEMPORARY SHORING SYSTEM PROFILE TSP-1 39
TEMPORARY SHORING WALL SYSTEM TYPICAL DETAIL SHEET TSP-2 40
FINALIZED FIELD BORING LOGS REPLACE 5'X5’ BOX CULVERT AT INX HWY. 51 & ROBB STREET TSP-3 41
FINALIZED FIELD BORING LOGS REPLACE 5'X5’ BOX CULVERT AT INX HWY. 51 & ROBB STREET TSP-4 42
FINALIZED FIELD BORING LOGS REPLACE 5/X5’ BOX CULVERT AT INX HWY. 51 & ROBB STREET TSP-5 43
GRADATION CURVES BORING 1 THRU 2 TSP-6 44
GRADATION CURVES BORING 3 THRU 4 TSP-7 45
GRADATION CURVES BORING 5 TSP-8 46
STANDARD FOR 4’ X 4’ PRECAST R.C.B.C. SPB-1 47 S | |
STANDARD SHEETS - ROADWAY DRAWINGS (20 ) ROBERTS 3|=| MISSISSIPPL DEPARTMENT OF TRANSPORTATION
DETAIL INDEX
. PS & E PLANS-DATE 11/99/2011)
PAVEMENT MARKING DETAILS FOR 2 & 4 - LANE DIVIDED ROADWAYS (12-01-99) PM-1 120 Y Py
PAVEMENT MARKING DETAILS FOR 4 & 5 LANE UNDIVIDED ROADWAYS (12-01-99) PM-2 121 mry——
- PAVEMENT MARKING LEGEND DETAILS PM-6 125 — e — _
TYPICAL PLACEMENT OF WARNING SIGNS AND PAVEMENT MARKINGS AT YTV T T TRy R Ty e S
R.R. HIGHWAY GRADE CROSSINGS (B3/01/02) PM-T 126 o =
EROSION CONTROL | EC-1 140 12/20/2011 1-3,8,9,11,15,24-27, | BUR ﬁm ‘
126,257,263, & 265 g PIKE COUNTY "WORKING NUMBER]
2] |[PROJECT NO.: STP-2175-00(012) DI-1 |
S|&| FILENAME: DETAIL INDEX.DGN SHEET NUMBER
& g DESIGN TEAM ROBERTS  CHECKED DATE g




LAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATION

12/14/2001 115 44AM

GNOTES. DGN

ENERAL NOTES

FOR LIST OF PUBLIC UTILITIES, SEE WORKING NO. 3.

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND
MAY BE ADJUSTED AS DIRECTED BY THE ENGINEER TO FIT FIELD CONDITIONS.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHOULD COMPLY WITH PART VIOF THE MUTCD. (LATEST EDITION)

ALL PLASTIC DRUMS SHALL HAVE A BALLASTIC COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE
MATERIAL. |

A SOIL PROFILE HAS BEEN PREPARED FOR THIS PROJECT USING SAMPLES TAKEN FROM HOLES AT
THE LOCATIONS INDICATED IN THE TEST REPORTS. THIS SOIL PROFILE IS INCLUDED IN THE PLANS.
THE DEPARTMENT DOES NOT GUARANTEE THAT THE MATERIALS AS SHOWN IN THE REPORTS ARE
NECESSARILY TO BE FOUND OUTSIDE THE TEST HOLES.

~IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS

PIPES, INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION.
EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED
AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO

PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

ALL PIPE JOINTS AND PRECAST BOX JOINT ARE TO BE WRAPPED WITH TYPE V GEOTEXTILE FABRIC, 24" WIDTH.
ALL PICKUP HOLES ARE TO BE PLUGGED AND COVERED WITH TYPE V GEOTEXTILE FABRIC TO THE SATISFACTION
OF THE ENGINEER (NOT A SEPARATE PAY ITEM.)

ALL EXISTING CULVERT PIPES OR OTHER OBSTRUCTIONS WHICH CONFLICT WITH REQUIRED CONSTRUCTION SHALL
BE REMOVED AT CONTRACTOR'S EXPENSE AS AN ABSORBED ITEM. EXISTING PIPES THAT ARE TO BE ABANDONED
IN PLACE SHALL BE PLUGGED ON EACH END WITH CONCRETE. (ABSORBED ITEM.)

"THE LOCATIONS OF EXISTING UTILITY LINES SHOWN ON THE DRAWINGS ARE BASED UPON THE BEST

INFORMATION AVAILABLE TO THE ENGINEER AND THOSE SHOWN ARE NOT NECESSARILY ALL THAT MAY
EXIST ON SITE. THE MISSISSIPPI 811 OR 800-227-6477 SHALL BE NOTIFIED PRIOR TO COMMENCING WITH
EXCAVATION ACTIVITIES. THE CONTRACTOR SHALL COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS
TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

)

WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE VICINITY OF
TRAFFIC AND ADJACENT PROPERTIES. THEREFORE, THE RISK OF A FAILURE OCCURRING DURING THE
EXCAVATION REQUIRES THAT EXTREME CAUTION BE EXERCISED. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO PLACE WHAT BRACING, SHORING OR GROUND SUPPORT SYSTEM THAT IS DEEMED
NECESSARY TO PREVENT A FAILURE AND PROTECT THE PERSONS WORKING NEAR THE EXCAVATION, |
THE PUBLIC THAT MAY BE ABOVE THE EXCAVATION OR ANY STRUCTURE ADJACENT TO THE EXCAVATION.
ALL COSTS FOR ANY PROTECTIVE MEASURES, INCLUDING THE MATERIALS AND LABOR FOR DESIGNING,
DRAWING AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED IN THE PRICE BID FOR CONTRACT ITEMS.
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GENERAL NOTES

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS
EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

WHERE MILLING OF THE ROADWAY LANES IS REQ'D, THE CONTRACTOR SHALL PROVIDE OULETS IN THE
EXISTING SHOULDERS AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON
THE MILLED SURFACE (ABSORBED ITEM)

THE TRAFFIC ENGINEERING DIVISION WILL BE RESPONSIBLE FOR THE REMOVAL AND THE REINSTALLATION OF
THE TRAFFIC SIGNAL AT HWY. 51 AND ROBB STREET. THE CONTRACTOR SHALL COORDINATE WITH THE
TRAFFIC ENGINEERING DIVISION ON THE REMOVAL AND THE REINSTALLATION OF THE TRAFFIC SIGNAL.

IMMEDIATLY PLACE SELECT MATERIAL AFTER EXCAVATION FOR BOX.

THE CONTRACTOR SHALL CONTACT THE CITY OF SUMMIT TO TEMPORARY SHUT THE WATER OFF SO THE
CONTRACTOR CAN INSTALL THE GATE VALVES AND REMOVE THE WATER LINE.
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