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CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR
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GENERAL NOTES

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED AS
NECESSARY TO FIT FIELD CONDITIONS. | |

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE MUTCD (LATEST EDITION).
ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE MATERIAL.
25% SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FOR DESIGN ESTIMATING PURPOSES ONLY.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC.

FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE
UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS
DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR
REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING BRACING, SHORING, OR ANY GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY
TO PREVENT A FAILURE FROM OCCURRING DURING EXCAVATION. ALL COSTS FOR ANY PROTECTIVE MEASURES, INCLUDING THE MATERIALS
AND LABOR, FOR DESIGNING, DRAWING, AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED IN THE PRICE BID FOR CONTRACT ITEMS.

ALL PIPE JOINTS ARE TO BE WRAPPED IN TYPE V GEOTEXTILE FABRIC, 24” WIDTH. ALL PICKUP HOLES ARE TO BE PLUGGED AND COVERED
WITH TYPE V GEOTEXTILE FABRIC TO THE SATISFACTION OF THE ENGINEER (NOT A SEPARATE PAY ITEM).

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE
WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

UTILITIES ON THE DRAWINGS ARE SHOWN IN THEIR ORIGINAL LOCATION BASED UPON THE BEST INFORMATION AVAILABLE TO THE ENGINEER.
UTILITIES THAT WERE FOUND TO BE IN CONFLICT WITH CONSTRUCTION HAVE BEEN RELOCATED. PERMITS ARE ON FILE WITH THE
DEPARTMENT SHOWING THE APPROXIMATE LOCATION OF UTILITIES RELOCATED WITHIN THE RIGHT-OF-WAY. THE ENGINEER CAN NOT AND
DOES NOT WARRANT THAT THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE
INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

LIST OF PUBLIC UTILITIES
AT&T 601) 798-9002
AT&T/D, GULF COAST 601) 798-9002
COAST ELECTRIC POWER ASSOCIATION 877) 769-2372
PEARL RIVER COUNTY UTILITY AUTHORITY 601) 799-5259
CITY OF PICAYUNE 601) 798-9770
LEVEL 3 COMMUNICATIONS 225) 222-6035
MISSISSIPPI ONE CALL 800) 227-6477

ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED
ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT. IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR CONTAMINATE WATERS OF THE U. S. DURING CONSTRUCTION.
THE CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN AT THE PRE-CONSTRUCTION CONFERENCE OR PRIOR TO COMMENCEMENT OF
WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION.

PRIOR TO EXCAVATION AND EMBANKMENT CONSTRUCTION, ALL TOPSOIL SHALL BE STRIPPED AND STOCKPILED. AFTER COMPLETION OF
EXCAVATION AND EMBANKMENT CONSTRUCTION, ALL SLOPES SHALL BE UNIFORMLY PLATED WITH THE STOCKPILED TOPSOIL. STRIPPING
,STOCKPILING AND PLACEMENT OF TOPSOIL WILL BE PAID UNDER PAY ITEM 211-A, "TOPSOIL FOR SLOPE TREATMENT, FROM RIGHT-OF-WAY".
TOPSOIL SHALL BE DRESSED VERTICALLY WITH A BULLDOZER OR OTHER TRACKED EQUIPMENT AT TIME OF PLACEMENT.

TOEWALLS ARE REQUIRED AT ALL FLARED END SECTIONS.

ALL WORK ZONE CHANNELIZING DEVICES FOR OVERNIGHT LANE CLOSURES SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 48
INCHES AND HAVE A BASE WITH A MINIMUM WEIGHT OF SIXTEEN (16) POUNDS. ALL TRANSITION TAPER AND LONGITUDINAL BUFFER SPACE
CHANNELIZING DEVICES SHALL BE FREE STANDING PLASTIC DRUMS. ALL CHANNELIZING DEVICES SHALL BE APPROVED BY THE ENGINEER
PRIOR TO USE.

CONES SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM WEIGHT OF TEN §:10) POUNDS. CONES USED IN
SPEED ZONES EQUAL TO OR GREATER THAN 45 MPH SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM
WEIGHT OF FIFTEEN (15) POUNDS. ALL CONES SHALL BE APPROVED BY THE ENGINEER PRIOR TO USE.

TEMPORARY STRIPING SHALL CONFORM TO FINISHED STRIPE SPECIFICATIONS FOR ALIGNMENT, NEATNESS, AND STRAIGHTNESS.

THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFICATION OF EXISTING GRADES AND MAKING ADJUSTMENTS AS NECESSARY WITH THE
APPROVAL OF THE PROJECT ENGINEER. |

ALL SIZES OF FLARED END SECTIONS MAY BE FURNISHED WITH EITHER BELL AND SPIGOT OR TONGUE AND GROOVE JOINTS.
REMOVAL OF RAISED PAVEMENT MARKERS IS NOT CONSIDERED A SEPARATE PAY ITEM.

TYPE "A" SILT BASINS WILL BE REQUIRED TO CAPTURE SILTATION WITHIN THE CONSTRUCTION AREA.
(REF. WKG. NO. TEC-2 FOR DETAILS)

23.
24,

25.
26.

27.

STATE

PROJECT NO.

MISS.

STP-0032-01(@35)

ALL POLES, PULLBOXES, CONTROLLERS AND PAVEMENT MARKINGS SHALL BE FIELD LOCATED BY THE ENGINEER
AND CONTRACTOR AT THE NEAREST PRACTICAL LOCATION INDICATED ON THE PLAN SHEETS.

CONTRACTOR SHALL VERIFY ALL MAST ARM POLE LOCATIONS TO ENSURE THERE ARE NO UTILITY CONFLICTS PRIOR
TO ORDERING POLES.

CONTROLLER TIMINGS TO BE PROVIDED BY THE ENGINEER.

CONTRACTOR SHALL MAKE THE APPLICATION FOR POWER SERVICE. ALL COSTS ASSOCIATED WITH THIS APPLICATION
SHALL BE ABSORBED BY OTHER PAY ITEMS. (SEE NOTE #16, WKG. NO. TSD-1)

REFER TO WKG. NO. TSD-1 FOR ADDITIONAL GENERAL NOTES REGARDING TRAFFIC SIGNAL INSTALLATION.
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