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DESIGN CONTROL
70 MPH = V (SPEED DESIGN)

ADT (_2013) =52,000: ADT (_2033 =_77,000
DHV =_ 7700 : D =_ 5 % T=__21 %

PERMITS ACQUIRED BY MDOT

WETLANDS AND WATERS PERMITS
(NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY):

WATERS WETLANDS

(N [N
M [N
N [N
N [N

* ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR

STORMWATER PERMIT  [N]

NATIONWIDE #14

NATIONWIDE (OTHER)*
GENERAL*
INDIVIDUAL (404)*

Y REQUIRED, CNOI SUBMITTED BY MDOT
(DISTURBED AREA=5 ACRES)
S REQUIRED, SCNOITO_BE SUBMITTED BY

CONTRACTOR (1 TO 4.99 ACRES)
N  NO STORMWATER PERMIT REQUIRED (<1 ACRE)
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GENERAL NOTES: ESTIMATED QUANTITIES (FOR FPAY)

Pay Item No. Pay Item QuanTity unit
. Specifications: Mississippi STtandard Specifications For Road And Bridge : -
Construction, 2004, 618-A Maintenance Of Traftfic Lump Sum Lump Sum
No Change Ot Plans WillBe Permitted Except By Written Approval Of The 90 7-601-BO¢3 gggge”BR”egffiZc(ff/if;?gggg:eigeMgffgirsiﬁuiif}:eém ) per Plans 34 0%
Bridge Engineer. Minor Changes [n DetailOf Design Or Construction ’
Procedure May Be Authorized By The Bridge Engineer FProvided Such Bridge Repair (Construct Pile Collar On Bent 1/R )Per Plans
Changes WillNot Be Cause For Contract Price Adjustment. 602-4001 Reintorcing Steel 1,995 LE

: : v D
Caissons May Be Demolished FPrior To Removal. The Use Of Explosives Will 815-A010 ]B%G%ZRf@?%;f%ﬁ?:%@; i?gns/?/p rap Mound AT Bents 12,200 fons
Not Be A Permitted. AllCaisson Debris ShallBe Property Of The Contractor ’ ' ’ ’
And ShallBe Removed From The Bridge Site. 202-A001 Removalot Obstructions (Remove Fortions Of Collapsed Caissons Lump Sum Lump Sum
That Are Above The Mudline)

Reintforcing SteelShallBe ASTM A615, Grade 64, Concrete ShallBe (Class "B”

StructuralConcrete Unless Otherwise Noted.

Work For Which No Pay [Item [s Provided In The ProposalWillNot Be Paid
For Directly And Compensation Thereftor WillBe I[Included In The Prices
And Payments For Bid Items.

. Rip-Rap Placement Around The Piers Of The FPascagoula River Bridge Will

Be Placed From A Barge.

/. Removal OFf Caissons And Related Material WillUTtilize A Barge.

8. US Coast Guard Notitication And Concurrence FProcedures WillBe Implemented.

9. A Preconstruction Hydrograph Survey [Is To Be Conducted Prior To The

10.

11

oA W N

L.
2. CONSTRUCT PILE COLLAR (I7R)AT Pile 1/R o

3. PLACE 500% RIP-RAFP MOUND (BENTS 17R,WZ2L,WZ2R,W3L,W3R)

FPlacement Of Rip-rap Or Removal Ot The (Caissons.

A Post Construction Hydrograph Survey [s To Be Conducted After The
Placement Of Rip-rap And Removal Of The Caissons.

It shallbe The responsibility of the contractor to protect existing structures
such as pipes, inlets, aprons, bridges, etc. from damage which might occur during
construction. The contractor shallreplace or repair, as directed by the engineer,
any Structures damaged during the lite otf the contract. No payment willbe made
Tor replacement or repair of damaged structures.

MAINTENANCE OF TRAFFIC

All tratfic controldevices on this project should comply with part VI of the MUTCD (atest edition).

Allplastic drums shallhave a ballasting collar made from recycled truck tTires or other sultable material.

Cones shallbe narrow profile with a minimum height of 28 inches and a minimum weight of Titteen (15)pounds. Allcones shallbe approved by The engineer prior To use.
The contractor shallprovide 2 poritable Rl6-3 signs required by the standard drawings tor lane closures (the cost is To be included in the price bid Tor pay item no. 618-A, Maintenance of Traffic).

Fluorescent orange sheeting shallbe used on allconstruction and ftraffic controlsigns except for those designated in the plans to be black legend and border on white background.

Lane Closures 0n The Bridge WillOnly Be Permitted Between The Hours of
r:00PM And 6:00AM, Sunday Thru Thursday.

SCOPE _OF WORK
REMOVE PORTIONS OF COLLAPSED CAISSONS THAT ARE ABOVE THE MUDLINE

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

GENERAL NOTES
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