




STATE PROJECT NO.

MISS.

D
A

T
E

R
E

V
I
S
I
O

N
B

Y

WORKING NUMBER

SHEET NUMBER

DESCRIPTION OF SHEET NO. NO.
WKG. SH.

DETAILED INDEX

FILENAME:      detindex.dgn     
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MISSISSIPPI  DEPARTMENT OF TRANSPORTATION

PROJECT NO.:

                       IM-0055-04(095)

TYPICAL GUARDRAIL DELINEATION

6254

6180

6182

6194(12-01-99)

6202

6236

PAVEMENT MARKING DETAILS FOR 2 & 4 LANE DIVIDED ROADWAYS (12-01-99) 6120

( WORK DAY ONLY )

TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT OF 65 OR 70 MPH ( INTERSTATES AND

OTHER 4-LANE DIVIDED HIGHWAYS ) ( MEDIAN LANE OR OUTSIDE LANE CLOSURE )

TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULTILANE ROADS AND TWO-LANE ROADS

TRAFFIC CONTROL PLAN FOR TEMPORARY CONSTRUCTION CROSS-OVER ( WORK DAY ONLY )

6260

6262

(12-01-99)

6261DETAILS OF OUTSIDE LANE CLOSURE AT EXIT AND ENTRANCE RAMPS

TOTAL SHEETS - ( 85 )

TRAFFIC CONTROL PLANS UNEVEN PAVEMENT TCP-14 6263

GUARD RAIL: MISCELLANEOUS HARDWARE GR-HW(3-01-02)

(3-01-02)

(3-01-02)

(3-01-02)

GR-3A(3-01-02)

GR-3 6192

6193

GUARD RAIL: TYPE 1 CABLE ANCHORAGE ( FOUNDATION TUBE )

GR-4C(3-01-02) 6197

TCP-15 6264TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LANE AND 4-LANE DIVIDED HIGHWAYS

(3-01-02)

GR-4D(12-01-99) 6198

(12-01-99)

GUARD RAIL "W" BEAM ( WOOD POSTS )

GUARD RAIL "W" BEAM ( METAL POSTS )

GUARD RAIL: TYPE 1 CABLE ANCHORAGE ( CONCRETE FOOTING )

GUARD RAIL: TYPICAL INSTALLATION AT BRIDGE APPROACHES FOR DIVIDED HIGHWAYS

GUARD RAIL: TYPICAL INSTALLATION FOR ROADSIDE HAZARDS ON DIVIDED HIGHWAYS

GUARD RAIL: TYPICAL INSTALLATION FOR ROADSIDE HAZARDS ON 2-LANE, 2-WAY HIGHWAYS

6184

SN-8C

GR-1

GR-1B

GR-4

TCP-13

TCP-11

TCP-5

TCP-12

PM-1

GUARD RAIL: BRIDGE END SECTION - TYPE A & C GR-2

TCP-1TRAFFIC CONTROL PLAN WITH FLAGGER ( ONE-LANE OF TWO-WAY TRAFFIC ) 6250

PROJECT NO.:  IM-0055-04(095)

GR-1C 6183(3-01-02)GUARD RAIL: MODIFIED THRIE BEAM (STEEL POSTS)

EROSION CONTROL EC-1 6140

STANDARD DRAWINGS - ROADWAY SHEETS ( 25 )

SN-8ATYPICAL INSTALLATION OF DELINEATORS 6234

GR-2C

GR-2D

6187

6188GUARD RAIL: BRIDGE END SECTION - TYPE H (STEEL POSTS)

GUARD RAIL: BRIDGE END SECTION - TYPE H (WOOD POSTS)

PM-5

6125PM-6

PAVEMENT MARKING LEGEND DETAILS

PAVEMENT MARKING LEGEND DETAILS

6124

COUNTY: PANOLA

COUNTY: PANOLA IM-0055-04(095) FMS#104524-301000
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GENERAL NOTES

IM-0055-04(095)

GENERAL NOTES:

1.

2.

3.

4.

5. TEMPORARY STRIPE MUST BE TAPE WHEN PLACED ON CONCRETE.

6.

7.

11.

  GN-1  

   4    
   004 GN-1.dgn            

THE LOCATION & SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE & MAY BE ADJUSTED

TO FIT FIELD CONDITIONS AS APPROVED BY THE PROJECT ENGINEER.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE
DESIGNATED IN PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE

SOME WORK MAY BE REQUIRED OUTSIDE OF THE PROJECT LIMITS BEYOND THE B.O.P. AND/OR E.O.P.. NO ADDITIONAL COMPENSATION

WILL BE MADE FOR SUCH WORK EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS SHOWN ON THE PLANS.

WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE EXISTING SHOULDERS AT

SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED SURFACE. THE COST OF THIS WORK SHALL

BE INCLUDED IN OTHER ITEMS OF WORK.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES,
ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND

THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR

THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DUE TO THE CONTRACTORS OPERATIONS DURING THE LIFE OF

8.

                        

PROJECT NO.:  IM-0055-04(095)

12.

WITH SECTION 203 OF THE 2004 MISSISSIPPI STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION.

FAILURE FROM OCCURRING DURING EXCAVATION. ALL COSTS FOR ANY PROTECTIVE MEASURES INCLUDING THE MATERIALS AND LABOR, FOR DESIGNING,

DRAWING, AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED IN THE PRICE BID FOR CONTRACT ITEMS.

ALL VERTICAL BRIDGE CLEARANCES MUST BE CONFIRMED AND MAINTAINED.

MAXIMUM LANE CLOSURE ALLOWED IS 3 MILES. A 3 MILE INTERVAL IS REQUIRED BETWEEN WORK ZONES IN ADJACENT LANES IN THE SAME
DIRECTION OF TRAVEL AND A 2 MILE INTERVAL IS REQUIRED BETWEEN WORK ZONES IN THE SAME LANE IN THE SAME DIRECTION OF TRAVEL.

9.

13.   THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING BRACING, SHORING, OR ANY GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A

IM-0055-04(095) FMS# 104524-301000

COUNTY:  PANOLA

COUNTY:  PANOLA

SEE SHEET WORKING NO. SSD-1 FOR DETAILS ON SPEEDING FINES DOUBLED SIGNS. THE COST OF THIS WORK SHALL BE INCLUDED IN

PAY ITEM NUMBER 619-D2001.

THE USE OF EMERGENCY CROSSOVERS IS NOT ALLOWED FOR CONSTRUCTION TRAFFIC.

CROSSOVER AT STATION 96+90; MOVE & RECONSTRUCT SOUTH TO ALLOW FOR 10:1 SLOPES NEAR INLET.10.

CROSSOVER AT STATION 409+00; RECONSTRUCT IN CURRENT LOCATION WITH 10:1 SLOPES.

14.

15.

ANY VEGETATION OR SOD THAT IS DISTURBED SHALL BE RE-ESTABLISHED. THE COST OF THE WORK SHALL BE INCLUDED IN OTHER

ITEMS OF WORK, EXCEPT AS REQUIRED BY PLANS.

AT BRIDGE ENDS AND AT THE END OF WORK DAYS, THE CONTRACTOR SHALL PROVIDE A TAPER AT ANY VERTICAL JOINT ON A

THREE (3) FOOT TO ONE (1) INCH VERTICAL SLOPE.
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