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TRAFFIC CONTROL PLAN WITH FLAGGER ( ONE-LANE CLOSURE OF TWO-WAY TRAFFIC )
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TCP-1

TCP-11TRAFFIC CONTROL PLAN - MOBILE OPERATIONS - MULTILANE RDS AND 2-LANE RDS
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GENERAL NOTES:

WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR

INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED

AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED ON THE PLANS

TO BE BLACK LEGEND AND BORDER ON THE WHITE BACKGROUND.

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL

PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT

FIELD CONDITIONS.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH

PART VI OF THE MUTCD (LATEST EDITION).
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DISTRICT 1

TITLE SHEET    (1)

DETAIL INDEX   (1)

SUMMARY OF QUANTITIES  (1)

SPECIAL DESIGN - ROADWAY SHEETS (7)
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TS-1

STANDARD DRAWINGS - ROADWAY SHEETS (4)

PM-1PAVEMENT MARKING DETAIL FOR 2-LANE HIGHWAY

COUNTY:  LOWNDES

COUNTY:      LOWNDES

                               

        

        

        

                 

                 

                 

      

      

      

      

MP-1012-44(006)

PROJECT NO.:  MP-1012-44(006) / 304800-301000 

REMOVAL OF EXISTING RAISED PAVEMENT MARKERS

DETAIL OF CONSTRUCTION SIGNS DSC-2

SIGNING OF TWO-WAY TRAFFIC FOR NO PASSING ZONES TC-1 10

SSR-1TYPICAL RUMBLE STRIP INSTALLATION

SHALL PROVIDE OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION

PROJECT NO.: MP-1012-44(006)) / 304800-301000

TS-2

TS-3

3

4

5

TYPICAL OVERLAY SECTION  

TYPICAL OVERLAY SECTION  

SQ-1

DETAIL OF CONSTRUCTION SIGNS

DETAIL OF CONSTRUCTION SIGNS

DSC-1

DSC-3
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6120

6250

6260

6264TCP-15

12

PS & E PLANS-DATE...04/17/13

FMS CON. # 304800-301000

HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION PROJECTS SDTCP-10 13

TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LANE AND 4-LANE DIVIDED HIGHWAYS

TYPICAL OVERLAY SECTION  (3)

TYPICAL OVERLAY SECTION  

LOCATION OF R16-3 SIGNS LRS-1

MILLING & OVERLAY SR 12 / SR 50 INTERCHANGE WK-14 14 6

TRAFFIC LOOPS TO BE REPLACED BY M.D.O.T.7

THERMOPLASTIC TRAFFIC STRIPE TO BE REMOVED PRIOR TO SCRUB SEAL

(COST ABSORBED).

(COST ABSORBED).

SURFACE. (COST ABSORBED)


