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STANDARD DRAWINGS - ROADWAY SHEETS (4)

STATE PROJECT NO.

MISS.                   

R
O

A
D

W
A

Y
 

D
E
S
I
G

N
 

D
I
V
I
S
I
O

N
M
I
S

S
I
S

S
I
P

P
I
 
D

E
P

A
R

T
M

E
N

T
 

O
F
 

T
R

A
N

S
P

O
R

T
A

T
I
O

N

P
L

A
N

9
:
4
0

A
M

3
0
4
8
0
3
-
3
0
1
0
0
0
.
d
g
n

MISSISSIPPI  DEPARTMENT OF TRANSPORTATION

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

D
A

T
E

R
E

V
I
S
I
O

N
B

Y

FILENAME:

DESIGN TEAM CHECKED DATE

WORKING NUMBER

SHEET NUMBER

NO.
SH.

NO.
WKG.

DATE
REVISION

DESCRIPTION OF SHEET

TYPICAL OVERLAY SECTION - SCRUB SEAL

6120PAVEMENT MARKING DETAILS FOR 2-LANE AND 4-LANE DIVIDED HIGHWAYS PM-1

EQ-1 5ESTIMATED QUANTITIES

PROJECT NO.:   MP-1004-59(009)COUNTY: PRENTISS

COUNTY: PRENTISS

             
PROJECT NO.: MP-1004-59(009) \ 304803/301000

  GRANULAR MATERIAL. COST TO BE ABSORBED IN OTHER ITEMS.
G. VEGETATIVE MATERIAL WILL BE REMOVED PRIOR TO PLACEMENT OF

  ITEMS.
  NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED
  ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT.
  THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY THE
  AND BRIDGES FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION.
  STRUCTURES SUCH AS, BUT NOT LIMITED TO, PIPES, INLETS, APRONS,
F. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING 

  PART VI OF THE MUTCD (LATEST EDITION).
E. ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH

  FIELD CONDITIONS.
  PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT
D. THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL

  PLANS TO BE BLACK LEGEND AND BORDER ON THE WHITE BACKGROUND.
  AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED ON THE 
C. FLUORESENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION

  A PAY ITEM, COST ABSORBED IN REMOVAL OF ASPHALT PAY ITEM.)
B. ALL FAILED AREAS ARE TO BE SAW CUT PRIOR TO REMOVAL. (NOT

  203-G003 EXCESS EXCAVATION (FM) (AH).
  ADDITIONAL REMOVAL TO BE PAID FOR UNDER PAY ITEM NO. 
  REMOVAL OF ASPHALT, ALL DEPTHS FOR A DEPTH OF 1 FOOT.  
A. REMOVAL OF ASPHALT TO BE PAID UNDER PAY ITEM NO. 202-B005

LOCATION OF R16-3 SIGNS LRS-1 8

7

REVISIONS

DATE SHEET NO. BY

PS & E PLANS-DATE 4/23/2013

FMS CON. # 106519/301000
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VAR. VAR.

TS-1

1.5% & VAR. 1.5% & VAR.
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12’ & VARIABLE LANE WIDTH 12’ & VARIABLE LANE WIDTH

(OMIT STATIONS 70+55 TO STA 98+75)
STATION  10+00 TO STA 390+00

1

2

3

4

1 12 23 34

TYPICAL SECTION 2-LANE

VARIABLE DEPTH ASPHALT IN PLACE VARIABLE DEPTH ASPHALT IN PLACE

SCRUB SEAL

TYPICAL OVERLAY SECTION
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PROJECT NO.: MP-1004-59(009) \ 304803/301000

COUNTY: PRENTISS

PROJECT NO.:   MP-1004-59(009)COUNTY: PRENTISS

 VAR.

GRAVEL SHOULDER IN PLACE GRAVEL SHOULDER IN PLACE

55

5

  SHOULDER MATERIAL. (NOT A PAY ITEM)

  BEYOND EXISTING PAVEMENT TO REMOVE VEGETATION AND EXCESS 

  SHOULDERS ARE TO BE BLADED FOR A MINIMUM DISTANCE OF ONE FOOT 

E. PRIOR TO PLACING HOT OR WARM MIX ASPHALT, THE EXISTING GRAVEL 

  ABSORBED IN OTHER ITEMS.)

  PRIOR TO PLACEMENT OF SRUB SEAL. (NOT A PAY ITEM, COST

E. EXISTING THERMOPLASTIC STRIPING AND LEGENDS TO BE REMOVED

 

  PLACEMENT OF HOT MIX ASPHALT (NOT A PAY ITEM).

D. EXISTING RAISED PAVEMENT MARKERS TO BE REMOVED PRIOR TO

 

  (NOT A PAY ITEM).

C. ALL HIGH JOINTS TO BE CLIPPED AS DIRECTED BY THE ENGINEER

  A PAY ITEM, COST ABSORBED IN REMOVAL OF ASPHALT PAY ITEM.)

B. ALL FAILED AREAS ARE TO BE SAW CUT PRIOR TO REMOVAL. (NOT

  EXCESS EXCAVATION (FM) (AH).

  ADDITIONAL REMOVAL TO BE PAID FOR UNDER PAY ITEM NO. 203-G003 

  REMOVAL OF ASPHALT, ALL DEPTHS, FOR A DEPTH OF 1 FOOT.  

A. REMOVAL OF ASHALT TO BE PAID FOR UNDER PAY ITEM NO. 202-B005

GENERAL NOTES

AS DIRECTED BY THE ENGINEER.

GRANULAR MATERIAL, (LVM) CLASS 3, GROUP C, PAY ITEM NO. 907-304-A008 REQUIRED ON SHOULDERS,

ABSORBED IN SCRUB SEAL PAY ITEM.)

TEMPORARY RAISED MARKERS SHALL BE PLACED ACCORDING TO MUTCD STANDARDS. (NOT A PAY ITEM, 

SCRUB SEAL, PAY ITEM NO. 907-405-D001, REQUIRED ON SURFACE COURSE.

ASPHALT, MT, (9.5-mm MIXTURE) PAY ITEM NO 907-403-M006, AS DIRECTED BY THE ENGINEER.

PRELIMINARY LEVELING, HOT MIX ASPHALT, MT (9.5mm MIXTURE) PAY ITEM NO. 907-403-A010, OR WARM MIX 

907-304-H003. (SEE EQ-1 FOR LIST OF FAILED AREAS.)

BASE (LVM) PAY ITEM NO. 907-304-H004 OR SIZE 610 CRUSHED STONE BASE (LVM) PAY ITEM NO. 

DOWN CRUSHED STONE BASE (LVM) PAY ITEM NO. 907-304-H002 OR SIZE 825B CRUSHED STONE

NO. 907-403-M006, FOR A DEPTH OF 12". IF ADDITIONAL BACKFILL MATERIAL IS REQUIRED USE �" AND 

MT, (9.5mm MIXTURE) PAY ITEM NO. 907-403-A010, OR WARM MIX ASPHALT, MT, (9.5mm MIXTURE) PAY ITEM 

PAID FOR UNDER PAY ITEM NO. 203-G003 EXCESS EXCAVATION (FM) (AH). BACKFILL WITH HOT MIX ASPHALT, 

UNDER PAY ITEM 202-B005, REMOVAL OF ASPHALT, ALL DEPTHS. REMOVAL OF UNDERCUT MATERIAL TO BE 

REMOVE AND UNDERCUT FAILED AREA AS DIRECTED BY THE ENGINEER. REMOVAL OF ASPHALT TO BE PAID FOR
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