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10.     ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHOULD COMPLY WITH PART VI OF THE MUTCD (LATEST EDITION).

 

11.     ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE MATERIAL.

 

 

3.      TEMPORARY STRIPING SHALL CONFORM TO FINISHED STRIPE SPECIFICATIONS FOR ALIGNMENT, NEATNESS AND STRAIGHTNESS.

 

 

 

 

 

 

 

2.      THE CONTRACTOR IS TO REMOVE AND RESET ANY SIGNS WHICH CONFLICT WITH CONSTRUCTION. (NOT A SEPARATE PAY ITEM)

OF FIFTEEN (15) POUNDS.  ALL CONES SHALL BE APPROVED BY THE ENGINEER PRIOR TO USE.

6.      CONES SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM WEIGHT OF TEN (10) POUNDS.  CONES USED IN SPEED ZONES EQUAL TO OR GREATER THAN 45 MPH SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM WEIGHT 

7.      WHERE MILLING OF THE ROADWAY LANES IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED SURFACE (NOT A SEPARATE PAY ITEM).

8.      IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC. FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION.  EXTREME CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT 

12.     FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

9.     VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC., SHALL BE BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

     
13.     THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING BRACING, SHORING, OR ANY GROUND SUPPORT SYSTEM REQUIRED TO PREVENT A FAILURE FROM OCCURRING DURING EXCAVATION. PROTECTIVE MEASURES INCLUDING THE MATERIALS AND LABOR

FOR DESIGNING AND CONSTRUCTING THE FACILITY ARE NOT CONSIDERED A SEPARATE PAY ITEM.

 
DEPTH MAY BE ADJUSTED AT CROSS DRAINS, AS DIRECTED BY THE ENGINEER.  THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT.  NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF 

DAMAGED STRUCTURES.

     
15.     REMOVAL OF OBJECT MARKERS IS NOT CONSIDERED A SEPARATE PAY ITEM.

5.      THE CONTRACTOR SHALL PROVIDE 2 PORTABLE R16-3 SIGNS REQUIRED BY THE STANDARD DRAWINGS FOR LANE CLOSURES (THE COST IS TO BE INCLUDED IN THE PRICE BID FOR PAY ITEM NO. 618-A, MAINTENANCE OF TRAFFIC).

     
14.     ALL GUARDRAIL IS TO BE PAVED UNDER UNLESS OTHERWISE DIRECTED BY THE PROJECT ENGINEER.

1.      THE LOCATION AND SPACING OF SIGNS SHOWN ON THE TRAFFIC CONTROL PLAN ARE APPROXIMATE AND MAY BE ADJUSTED TO SUIT FIELD CONDITIONS.

16.     MILLED SURFACES MUST BE OVERLAYED THE SAME NIGHT THEY ARE MILLED. TRAFFIC SHALL NOT BE ALLOWED TO TRAVEL ON A MILLED SURFACE.
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GENERAL NOTES              

GNOTES.DGN

      HARRISON COUNTY UTILITY - 228-868-8752
      ATT - 228-868-8558
      MISSISSIPPI POWER COMPANY - 228-867-1014
      CENTERPOINT ENERGY - 228-896-7500
      D’IBERVILLE WATER AND SEWER - 228-392-7966

18.     THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING ALL NECESSARY UTILITY COMPANIES BEFORE WORKING.

4.      REMOVAL OF RAISED PAVEMENT MARKERS IS NOT CONSIDERED A SEPARATE PAY ITEM. 

     SHALL CONFORM TO A.D.A. REQUIREMENTS AND AASHTO ROADSIDE DESIGN GUIDE CLEAR ZONE STANDARDS.

19.     ALL RAISED OBJECTS TO BE PLACED A MINIMUM OF 2.0 FEET BEHIND FACE OF CURB.  NEW TRAFFIC POLES TO BE PLACED A MINIMUM OF 8.0 FEET BEHIND FACE OF CURB UNLESS WRITTEN PERMISSION IS AUTHORIZED BY THE ENGINEER.  PLACEMENT OF RASIED OBJECTS AND NEW POLES

     TIMES MENTIONED ABOVE.  NO EXPOSED SIGNS SHALL BE VIEWABLE TO THE TRAVELING PUBLIC PRIOR TO OR AFTER THE ABOVE MENTIONED TIMES.  NO PART OF A CLOSURE, DRUMS OR CONES, SHALL BE IN THE ROADWAY PRIOR TO OR AFTER THE ABOVE MENTIONED TIMES.

17.     WORK REQUIRING A LANE CLOSURE WILL ONLY BE PERMITTED BETWEEN THE HOURS OF 7:00 PM AND 6:00 AM, SUNDAY THROUGH THURSDAY.  A LANE RENTAL FEE OF $1,000 PER FULL OR PARTIAL 10 MINUTES SHALL BE ASSESSED FOR CLOSURES OR OBSTRUCTIONS THAT EXTEND BEYOND THE

    TO ENSURE ALL ELEMENTS ARE INTERPRETED CORRECTLY REGARDLESS OF COLOR.

20.    IF COLORS ARE USED ON PLAN/PROFILE SHEETS, THEY ARE INTENDED TO VISUALLY EASE THE LOCATION OF ELEMENTS FOR USERS OF THESE DRAWINGS.  ALTHOUGH THE INTENT IS TO CATEGORIZE EVERYTHING AS EITHER EXISTING OR PROPOSED, IT IS THE END USER’S RESPONSIBILITY
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