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DESCRIPTION OF SHEET NO. NO.
WKG. SH.

DESCRIPTION OF SHEET NO. NO.
WKG. SH.

TITLE AND LAYOUT SHEET (1)

DETAILED INDEX (1)

TYPICAL SECTION

TYPICAL SECTION

TYPICAL SECTION

TYPICAL SECTION

SN-3A

SN-8A

TCP-5

TCP-11

TCP-12

TCP-14

TCP-15

IR-2A

STANDARD DRAWINGS (8)

3GENERAL NOTES (1)

TYPICAL SECTION SHEETS (4)

SUMMARY OF QUANTITIES

QUANTITY SHEETS (1)

SPECIAL DESIGN SHEETS (8)

15

16

TS-1

TS-2

TS-3

TS-4

GN-1

DI-1

SQS-1

RS-4Lb

SDPM-1

SDPM-3

SDPM-4

ECD-3

ECD-4

SDTCP-4

LOCATION OF R16-3 SIGNS

IM-0055-02(219)

STANDARD ROADSIDE SIGNS

TYPICAL INSTALLATION OF DELINEATORS

TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT OF 65 OR 70 MPH

DETAIL OF OUTSIDE LANE CLOSURE AT EXIT AND ENTRANCE RAMPS

TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULITLANE ROADS AND TWO-LANE ROADS

TRAFFIC CONTROL PLANS UNEVEN PAVEMENT DETAILS

TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LANE AND 4-LAND DIVIDED HIGHWAYS

INTERCHANGE DESIGN FOR HIGH-SPEED PARALLEL ENTRANCE RAMP

DETAILED INDEX

DISTRICT 3

DETAILS OF SILT FENCE INSTALLATION

DITCH CHECK STRUCTURES, TYPICAL APPLICATIONS AND DETAILS

TCP FOR POSTED SPEED LIMIT 65 OR 70 MPH

SPECIAL DESIGN: RUMBLE STRIPES (GROUND IN) 4 LANE WITH FULL-WIDTH PAVED SHOULDERS OVERLAY

SPECIAL DESIGN PAVEMENT MARKING DETAILS FOR 2-LANE AND 4-LANE DIVIDED HIGHWAYS (4" STRIPE)

PAVEMENT MARKING DETAILS FOR INTERCHANGE ENTRANCE RAMPS (PARALLEL AND TAPER)

PAVEMENT MARKING DETAILS FOR INTERCHANGE EXIT RAMPS (PARALLEL AND TAPER)

6223

6234

6254

6260

6261

6263

6264

6286

106176/301 & 302

8/28/2013

REVISIONS

DATE SHEET NO. BY

PS & E PLANS-DATE.........

FMS CON. # ____________________

DI-1

2

8/30/2013 RCG1, 5, 6, 7, 8

89/5/2013 RCG

9/12/2013 8 RCG
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  GN-1  

1

2

3

4

5

PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED ON THE

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION

6

7

8

AS NECESSARY TO FIT FIELD CONDITIONS.

TRAFFIC CONTROL PLANS ARE APPROXIMATE AND MAY BE ADJUSTED

THE LOCATION AND SPACING OF SIGNS AS SHOWN ON THE

PAY ITEMS.

SHALL BE REMOVED AND RESET BY THE CONTRACTOR; COST TO BE ABSORBED IN OTHER

ALL SIGNS AND DELINEATORS THAT CONFLICT WITH THE CONSTRUCTION OF THIS PROJECT

MATERIAL BY LIGHTLY OR CLOSELY MOWING; COST TO BE ABSORBED IN OTHER PAY ITEMS.

THE GRASS ON EXISTING SHOULDERS SHALL BE REMOVED PRIOR TO THE PLACEMENT OF SHOULDER

ALL LOCAL ROADS TO BE PAVED TO THE R.O.W. LIMITS, OR AS DIRECTED.

THE LIMITS OF THE R.O.W.

ALL RAMPS AND DRIVEWAYS TO BE PAVED TO THE SHOULDER LINE, MINIMUM, OR FURTHER, AS DIRECTED WITHIN 

SURFACE; COST TO BE ABSORBED IN OTHER PAY ITEMS.

EXISTING SHOULDER AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON MILLED

WHERE MILLING OF THE ROADWAY IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE

9

11

BE PLACED IN THE SAME LOCATION AND LAYOUT AS PERMANENT STRIPE.

OVERLAYING OPERATION; OR PRIOR TO OPENING THE AREA TO TRAFFIC. TEMPORARY STRIPING SHALL

TEMPORARY STRIPING IS REQUIRED IMMEDIATELY AFTER MILLING, PRELIMINARY LEVELING, AND

IM-0055-02(219)

IM-OO55-02(219)

REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR

CONSTRUCTION. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY

AS SIGNS, PIPES, INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH

BE ABSORBED IN OTHER PAY ITEMS.

THE CONTRACTOR SHALL REMOVE EXISTING PAVEMENT MARKERS PRIOR TO PLACING ASPHALT; COST TO

WITH THE MUTCD (LATEST EDITION).

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY

    COUNTIES

YAZOO AND HOLMES

FOR ROAD AND BRIDGE CONSTRUCTION.

AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS

VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC. SHALL BE BACKFILLED

 

ASPHALT WILL BE REQUIRED UNDER EXISTING GUARDRAIL.

12

10

13

14

TIRES OR SUITABLE MATERIAL.

ALL PLASTIC DRUMS SHALL HAVE TWO BALLASTING COLLARS MADE FROM RECYCLED TRUCK 
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