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GENERAL NOTES

GENERAL NOTES

2. FOR A LIST OF PUBLIC UTILITY OWNERS, SEE WK3.

  MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

3. THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND

DESIGN TEAM: FILENAME: COUNTY: PROJECT NO.:

   SURVEY TO DETERMINE THE EXACT LENGTH REQUIRED.

9. ALL SIGN POST LENGTHS ARE ESTIMATED.  CONTRACTOR IS RESPONSIBLE FOR PERFORMING FIELD

11. ERECTION DATES ARE TO BE LEGIBLY WRITTEN ON THE BACK OF ALL SIGNS WITH PERMANENT MARKER.

HSIP-0007-01(078)  106269/301000

  OR CONTAMINATE WATERS OF THE U.S.  DURING CONSTRUCTION.  

  RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY

5. EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT.  IT IS THE
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12. WIRE FENCE BACKING SHALL BE REQUIRED FOR ALL TEMPORARY SILT FENCE.

BENTON

  THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (2009 EDITION AND ALL SUBSEQUENT REVISIONS).

1. ALL SIGNS, PAVEMENT MARKINGS AND TEMPORARY TRAFFIC CONTROL DEVICES ARE TO CONFORM TO

 

  WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

  SHALL REPLACE OR REPAIR, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT 

  PIPES, INLETS, APRONS, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION.  THE CONTRACTOR

4. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS

GN-1.DGN

  BRIDGE CONSTRUCTION.

  TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI  STANDARD SPECIFICATIONS FOR ROAD AND

6. VOIDS CREATED BY THE REMOVAL OF POSTS, CONCRETE ANCHORS, FOOTINGS, ETC., SHALL BE BACKFILLED AND

  CONSTRUCTION.

  THE INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF

  THIS INFORMATION IS COMPLETE OR ACCURATE.  THE CONTRACTOR MUST COORDINATE DIRECTLY WITH

  INFORMATION AVAILABLE TO THE ENGINEER.  THE ENGINEER CAN NOT AND DOES NOT WARRANT THAT

7. EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED UPON THE BEST

  EXCEPT FOR THOSE DESIGNATED IN THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

8. FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS

   SHALL DELIVER SALVAGE MATERIALS TO THE DISTRICT MAINTENANCE OFFICE IN BATESVILLE. 

10. ALL SALVAGE SIGNING AND SIGNAL MATERIALS ARE TO REMAIN THE PROPERTY OF MDOT. CONTRACTOR
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   DHW       3    

   GN-1     

ICA Engineering, Inc

   FOR SUPPLY OF POWER.  ALL COSTS TO BE ABSORBED.

   IN ADVANCE OF REQUIRING THE ELECTRICAL SERVICE, POWER CABLE, CONDUIT AND INCIDENTALS NECESSARY 

13. THE CONTRACTOR SHALL MAKE THE APPLICATION FOR POWER SERVICE, COORDINATING WITH MDOT OFFICIALS,

  ELECTRONIC ADDENDA.

  PLEASE CONTACT CONTRACT ADMINISTRATION DIVISION AT 601-359-7700 FOR ANY QUESTIONS REGARDING 

  IT IS THE BIDDER’S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAS BEEN POSTED FOR THIS PROJECT.

 UNDER THE PROPOSAL ADDENDA COLUMN.WWW.MDOT.MS.GOV  ALL ADDENDA FOR THIS PROJECT WILL BE POSTED TO 

14. BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NO LONGER BE MAILED. 

   RESTORED TO MATCH ADJACENT SURFACE AS DIRECTED BY THE ENGINEER.

15. POLES OF EXISTING SIGNAL INSTALLATIONS SHALL BE CUT OFF 3" BELOW GROUND OR REMOVED AND AREA 

16. PRIOR TO POURING ISLANDS, VERIFY SIGN POST LOCATIONS.




