SECTION 905 --PROPOSAL (CONTINUED)

I (We) further propose to execute the attached contract agreement (Section 902) as soon as the work is awarded to me (us), and
to begin and complete the work within the time limit(s) provided for in the Specifications and Advertisement. | (We) also
propose to execute the attached contract bond (Section 903) in an amount not less than one hundred (100) percent of the total of
my (our) part, but also to guarantee the excellence of both workmanship and materials until the work is finally accepted.

I (We) enclose a certified check, cashier's check or bid bond for five percent (5%6) of total bid and hereby agree that in
case of my (our) failure to execute the contract and furnish bond within Ten (10) days after notice of award, the amount of this
check (bid bond) will be forfeited to the State of Mississippi as liquidated damages arising out of my (our) failure to execute the
contract as proposed. It is understood that in case | am (we are) not awarded the work, the check will be returned as provided in
the Specifications.

Bidder acknowledges receipt of and has added to and made a part of the proposal and contract documents the following
addendum (addenda):

ADDENDUM NO. 1 DATED 717/2014 ADDENDUM NO. DATED
ADDENDUM NO DATED ADDENDUM NO. DATED
Number Description TOTAL ADDENDA: 1

1 Revised Bidltems: Revised or Added Plan Sheet (Must agree with total addenda issued prior to opening of bids)

Nos. 2, 4, 12, 18, 19, 22, 25, 26, 35, 130, 131,
133, 134, 137, 138, 140, & 141; Amendment EBS Respectfully Submitted,
Download Required.

DATE
Contractor
BY
Signature
TITLE
ADDRESS
CITY, STATE, ZIP
PHONE
FAX
E-MAIL
(To be filled in if a corporation)
Our corporation is chartered under the Laws of the State of and the names,
titles and business addresses of the executives are as follows:
President Address
Secretary Address
Treasurer Address

The following is my (our) itemized proposal.
HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302 Rankin County(ies)
Revised 09/21/2005



Section 905 HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Proposal (Sheet 2 - 1) Rankin County

Work necessary for Interchange Improvements on 1-20 at the West Brandon I nterchange, known as Federal Aid Project No. HSIP-0020-01(191) /
105536301 and State Project No. SP-0020-01(063) / 105536302 in Rankin County.

Line Item Code Adj Quantity Units Description [Fixed Unit Price]
No. Code Roadway Items
0010 201-A001 1 Lump Sum  Clearing and Grubbing
0020 202-B005 3,424 Square Yard Removal of Asphalt Pavement, All Depths
0030 202-B025 308 Square Yard Removal of Concrete Paved Ditch
0040 202-B030 387 Square Yard Removal of Concrete Pavement, All Depths
0050 202-B033 245 SquareYard Removal of Concrete Pavement w/ Variable Depth Overlay
0060 202-B036 2,130 Square Yard Removal of Concrete Slope Paving
0070 202-B038 3,900 Linear Feet Removal of Curb, All Types
0080 202-B039 35 Each Removal of Déelineator, All Types
0090 202-B041 1,826 Linear Feet Remova of Fence, All Types
0100 202-B042 1 Each Removal of Flared End Section, All Sizes
0110 202-B059 154 Square Feet Removal of Legend, All Types
0120 202-B061 1 Each Removal of Low Mast Lighting Foundation
0130 202-B064 224 Linear Feet Removal of Pipe, 8" And Above
0140 202-B070 38 Each Removal of Sign Including Post & Footing
0150 202-B072 4,002 Square Yard Removal of Soil Cement Treated Base, All Depths
0160 202-B076 2,598 Linear Feet Remova of Traffic Stripe
0170 202-B079 1 Each Removal of Headwall
0180 202-B102 680 Linear Feet Removal of Guard Rail
0190 202-B138 150 SquareYard Removal of Riprap
0200 202-B141 495 Linear Feet Removal of Edge Drain
0210 202-B215 6 Each Removal of Curb Inlet
0220 202-B216 1,388 SquareYard Removal of Island Pavement, All Types
0230 202-B252 375 Linear Feet Removal of Electrical Conductors
0240 203-A003 (E) 2,258 CubicYard Unclassified Excavation, FM, AH
0250 203-EX029 (E) 61,594 CubicYard Borrow Excavation, AH, FME, Class B15
0260 203-G003 (E) 36,804 Cubic Yard  Excess Excavation, FM, AH
0270 206-A001 (S) 112 Cubic Yard  Structure Excavation
0280 209-A004 1,523 Square Yard Geotextile Stabilization, Type V, Non-Woven
0290 213-C001 7 Ton Superphosphate
0300 217-A001 23 Square Yard Ditch Liner
0310  219-A001 24 Thousand ~ Watering [$20.00]
Gallon

0320 220-A001 7 Acre Insect Pest Control  [$30.00]

(Date Printed 07/08/14)  (Addendum No. 1)



Section 905 HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302

Proposal (Sheet 2 - 2) Rankin County
Line Item Code Adj Quantity Units Description [Fixed Unit Price]
No. Code
0330 221-A001 (S) 151 Cubic Yard Portland Cement Concrete Paved Ditch
0340  223-A001 1 Acre Mowing [$50.00]

0350 234-A001 1,556 Linear Feet Temporary Silt Fence
0360 236-A004 5 Each Silt Basin, Type D
0370 239-A001 1,000 Linear Feet Temporary Slope Drains
0380 406-A001 9,153 Square Yard Cold Milling of Bituminous Pavement, All Depths
0390 413-B001 404 Linear Feet Cleaning and Sealing Joints
0400 423-A001 1 Mile Rumble Strips, Ground In
0410 501-E001 86 Linear Feet  Expansion Joints, Without Dowels
0420 502-A001 ©) 187 Square Yard Reinforced Cement Concrete Bridge End Pavement
0430 503-C007 2,040 Linear Feet ~ Saw Cut, Full Depth
0440 602-A001 (S) 1,008 Pounds Reinforcing Steel

Changed 07/07/2014
0450 603-CA002 (S) 170 Linear Feet 18" Reinforced Concrete Pipe, Class 1
0455 603-CA003 (S) 84 Linear Feet 24" Reinforced Concrete Pipe, Class |11

Added 07/07/2014
0460 603-CA004 (S) 8 Linear Feet 30" Reinforced Concrete Pipe, Class 11
0470 603-CA005 (S) 212 Linear Feet 36" Reinforced Concrete Pipe, Class |11
0480 603-CA107 (S) 248 Linear Feet 24" Reinforced Concrete Pipe, Class V, Jacked or Bored
0490 603-CB001 (s) 5 Each 18" Reinforced Concrete End Section
0500 603-CB002 (S) 5 Each 24" Reinforced Concrete End Section

Changed 07/07/2014
0510 603-CB003 (S) 1 Each 30" Reinforced Concrete End Section
0520 603-CB004 (S) 3 Each 36" Reinforced Concrete End Section
0530 604-B001 250 Pounds Gratings
0540 605-AA003 (S) 66 Square Yard Geotextile for Subsurface Drainage, Type I11
0550 605-AA004 (S) 2,425 Square Yard Geotextile for Subsurface Drainage, Type V
0560 605-W001 (GY) 224 Cubic Yard  Filter Material for Combination Storm Drain and/or Underdrains, Type A, FM
0570 605-W002 (GY) 120 Cubic Yard Filter Material for Combination Storm Drain and/or Underdrains, Type B, FM
0580 606-B001 300 Linear Feet Guard Rail, Class A, Type 1
0590 606-D012 4 Each Guard Rail, Bridge End Section, Typel
0600 606-E001 4 Each Guard Rail, Terminal End Section
0610 607-B001 1,768 Linear Feet 60" Typel Chain Link Fence, Class|
0620 607-G132 2 Each Gate, 3' x 60" Chain Link
0630 607-P1007 171 Each Line Post, 7 x 1 1/2" Galvanized Stedl

(Date Printed 07/08/14)  (Addendum No. 1)



Section 905

Proposal (Sheet 2 - 3)
Line Item Code
No.
0640 607-P2008
0650 607-P2017
0660 607-P3003
0670 609-B001
0680 609-B004
0690 609-D002
0700 609-D008
0710 615-A012
0720 615-A018
0730 615-A020
0740 615-A022
0750 619-A1001
0760 619-A2001
0770 619-A3001
0780 619-A5001
0790 619-A6001
0800 619-A6002
0810 619-D1001
0820 619-D2001
0830 619-E1001
0840 619-F1001
0850 619-F2001
0860 619-G4001
0870 619-G5001
0880 619-G7001
0890 619-J1001
0900 619-J2005
0910 620-A001
0920 621-A001
0930 627-K001
0940 627-L001
0950 627-M001
0960 627-N001
0970 629-A001
0980 629-B001

Adj Quantity
Code

15
2
4
(S) 1,075
(S) 944
(S) 443
(S) 493
(S) 548
(S) 40
(S) 269
(S) 190
2,818
3,835
120
10,932
1,963
1,444
97
962

3,645
109
186
183

12

380
53
41

Units

Each
Each
Each
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Square Feet
Square Feet
Square Feet
Each
Linear Feet
Linear Feet
Linear Feet
Each
Each
Unit
Unit
Lump Sum
Each
Each
Each
Each
Each
Each
Each

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Description [Fixed Unit Price]

Brace Post, 7 1/2' x 2" Galvanized Steel

Brace Post, 5' x 2 1/2" Galvanized Steel

Gate Pogt, 8 x 2 1/2" Galvanized Steel

Concrete Curb, Header

Concrete Curb, Special Design Header

Combination Concrete Curb and Gutter Type 2

Combination Concrete Curb and Gutter Type 3A

Concrete Type IV Modified, 42" Height, Cast-in-Place Median Barrier
Concrete Bridge End Barrier, 33.5"

Concrete Type |1l Modified Cast-in-Place Median Barrier, 42" High
Concrete Pier Protection Barrier, 54"

Temporary Traffic Stripe, Continuous White

Temporary Traffic Stripe, Continuous Y ellow

Temporary Traffic Stripe, Skip White

Temporary Traffic Stripe, Detail

Temporary Traffic Stripe, Legend

Temporary Traffic Stripe, Legend

Standard Roadside Construction Signs, Less than 10 Square Feet
Standard Roadside Construction Signs, 10 Square Feet or More
Flashing Arrow Panel, Type C

Concrete Median Barrier, Precast

Remove and Reset Concrete Median Barrier, Precast

Barricades, Typelll, Single Faced

Free Standing Plastic Drums

Warning Lights, Type"B"

Impact Attenuator, 40 MPH

Impact Attenuator, 40 MPH, Replacement Package
Mobilization

Field Laboratory

Red-Clear Reflective High Performance Raised Markers
Two-Way Y ellow Reflective High Performance Raised Markers
One-Way Clear Reflective High Performance Raised Markers
One-Way Y ellow Reflective High Performance Raised Markers
Vehicular Impact Attenuator, 50 MPH

Median Barrier End Section

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905

Proposal (Sheet 2 - 4)
Line Item Code
No.
0990 630-A001
1000 630-A002
1010 630-B001
1020 630-C001
1030 630-C003
1040 630-D003
1050 630-E001
1060 630-E004
1070 630-F001
1080 630-F006
1090 630-F007
1100 630-F008
1110 630-F009
1120 630-G002
1130 630-K001
1140 630-K002
1150 630-K003
1160 635-A001
1170 636-A005
1180 638-A005
1190 640-A003
1200 640-A016
1210 640-A017
1220 640-A018
1230 640-A056
1240 646-A001
1250 647-A001
1260 647-A002
1270 647-A003
1280 647-A004
1290 647-A005
1300 648-A001
1310 653-B001
1320 666-B022
1330 666-B037

Adj
Code

Quantity

162
233
210
36
189
195
192
337
11

39

10

98
145

0 N w N P WwWoWw

=
()]

106
347
740

Units

Square Feet
Square Feet
Square Feet
Linear Feet
Linear Feet
Linear Feet
Pounds
Pounds
Each

Each

Each

Each

Each

Each
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Each

Each

Each

Each

Each

Each

Lump Sum
Each

Each

Each

Each

Each

Each
Square Feet
Linear Feet

Linear Feet

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Description [Fixed Unit Price]

Standard Roadside Signs, Sheet Aluminum, 0.080" Thickness
Standard Roadside Signs, Sheet Aluminum, 0.125" Thickness
Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
Steel U-Section Posts, 2.0 Ib/ft

Steel U-Section Posts, 3.0 Ib/ft

Structural Steel Beams, W6 x 9

Structural Steel Angles & Bars, 3" x 3" x 1/4" Angles
Structural Steel Angles & Bars, 7/16" x 2 1/2" Flat Bar
Delineators, Guard Rail, White

Ddlineators, Post Mounted, Single White

Delineators, Post Mounted, Single Y ellow

Delineators, Post Mounted, Double White

Delineators, Post Mounted, Double Y ellow

Type 3 Object Markers, OM-3R or OM-3L, Post Mounted
Welded & Seamless Steel Pipe Posts, 3"

Welded & Seamless Steel Pipe Posts, 3 1/2"

Welded & Seamless Steel Pipe Posts, 4"

Vehicle Loop Assemblies

Shielded Cable, AWG #14, 2 Conductor

Loop Detector Amplifier, Card Rack Mounted, 4 Channel
Traffic Signal Heads, Type 1A

Traffic Signal Heads, Type 1 LED

Traffic Signal Heads, Type 2 LED

Traffic Signal Heads, Type 3LED

Traffic Signal Heads, Type 2 FYA LED

Removal of Existing Traffic Signal Equipment

Pullbox, Type 1

Pullbox, Type 3

Pullbox, Type 4

Pullbox, Type5

Pullbox, Type 2

Radio Interconnect, Installed in New Controller Cabinet
Street Name Sign, Encapsulated Lens

Electric Cable, Underground in Conduit, IMSA 20-1, AWG 8, 2 Conductor
Electric Cable, Underground in Conduit, THHN, AWG 1/0, 4 Conductor

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905

Proposal (Sheet 2 - 5)
Line Item Code
No.
1340 666-B040
1350 666-B054
1360 668-A018
1370 668-A020
1380 668-A026
1390 682-A031
1400 682-B031
1410 686-A001
1420 808-A001
1430 815-A007
Changed 07/07/2014
1440 815-A009
1450 815-E001
1460 907-216-A001
1470 907-225-A001
1480 907-225-B001
1490 907-225-C001
1500 907-226-A001
1510 907-237-A003
1520 907-246-B002
1530 907-249-A001
1540 907-249-B001
1550 907-304-A005
1560 907-304-A010
1570 907-307-C003
1580 907-307-D001
1590 907-307-S001
1600 907-407-A001
1610 907-413-E001
1620 907-601-B003
Changed 07/07/2014
1630 907-605-0001
1640 907-605-0006
1650 907-605-P001
1660  907-605-PO07

Adj
Code

)
(S)

)
(S)

(GY)
GY)
(M)

(A3)
(A2)

(S)

)
(S)
S)
)

Quantity

305
1,832
1,346

132

931

175

200

1
1,392
165

1,366
875
250

14
28
28
14

8,000
250

1,651
980

7,977

1,345

3,570

49
893
1,043
72
16

400
400
500
500

Units

Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Each

Linear Feet

Ton

Ton

Square Yard
Square Yard
Acre

Ton

Ton

Acre

Linear Feet
Each

Ton

Cubic Yard
Cubic Yard
Cubic Yard
Square Yard
Ton

Gallon
Gallon
Linear Feet

Cubic Yard

Linear Feet
Linear Feet
Linear Feet

Linear Feet

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Description [Fixed Unit Price]

Electric Cable, Underground in Conduit, THHN, AWG #8, 3 Conductor
Electric Cable, Underground in Conduit, IMSA 20-1, AWG 14, 8 Conductor
Traffic Signal Conduit, Underground, Type 4, 2"

Traffic Signal Conduit, Underground, Type 4, 3"

Traffic Signal Conduit, Underground, Rolled Pipe, 3"

Underground Branch Circuit, AWG 6, 3 Conductor

Underground Branch Circuit, Jacked or Bored, AWG 6, 3 Conductor
Relocation of Existing Lighting Assemblies

Joint Preparation

Loose Riprap, Size 150

Loose Riprap, Size 300

Geotextile under Riprap

Solid Sodding

Grassing

Agricultural Limestone

Mulch, Vegetative Mulch

Temporary Grassing

Wattles, 20"

Rockbags

Riprap for Erosion Control

Remove and Reset Riprap

Granular Material, LVM, Class 9, Group C
Granular Material, LVM, Class 5, Group E
6" Soil-Lime-Water Mixing, Class C

Lime

Bituminous Curing Seal

Asphalt for Tack Coat

Sawing and Sealing Transverse Joints in Asphalt Pavement

Class "B" Structural Concrete, Minor Structures

6" Perforated Sewer Pipe for Underdrains, SDR 23.5
12" Perforated Sewer Pipe for Underdrains, SDR 35
6" Non-perforated Sewer Pipe for Underdrains, SDR 23.5
12" Non-Perforated Sewer Pipe for Underdrains, SDR 35

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905

Proposal (Sheet 2 - 6)
Line Item Code
No.
1670 907-616-C002
1680 907-616-C003
1690 907-616-C004
1700 907-617-A001
1710 907-618-A001
1720 907-618-B001
1730 907-619-E3001
1740 907-619-J3001
1750 907-626-A006
1760 907-626-B005
1770 907-626-C007
1780 907-626-D005
1790 907-626-E005
1800 907-626-F005
1810 907-626-G006
1820 907-626-G007
1830 907-626-H009
1840 907-626-H010
1850 907-637-A001
1860 907-637-A002
1870 907-639-A002
1880 907-639-A007
1890 907-639-A008
1900 907-639-A011
1910 907-639-A012
1920 907-639-A087
1930 907-639-A120
1940 907-639-C002
1950 907-639-C004
1960 907-639-E001
1970 907-641-C001
1980 907-641-D001
1990 907-642-A003
2000 907-644-C002
2010 907-650-A002

Adj
Code

(S)
)
(S)

Quantity

6,000
238
1,290
14
1
1
5
4
9,440
2,668
3,383
1,657
1,657
6,156
9,437
2,215
1,963
1,444

o < T I N N N

0 W W P W W

Units

Square Feet
Square Feet
Square Feet
Each
Lump Sum
Square Feet
Each
Each
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Square Feet
Each
Each
Each
Each
Each
Each
Each
Each
Each
Cubic Yard
Cubic Yard
Each
Each
Lump Sum
Each
Each
Each

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Description [Fixed Unit Price]

Colored and Imprinted Concrete Median and Island Pavement, 6-inch Thickness
Colored and Imprinted Concrete Median and Island Pavement, 10-inch Thickness
Colored and Imprinted Concrete Median and Island Pavement, 4-inch Thickness
Right-of-Way Marker

Maintenance of Traffic

Additional Construction Signs [$10.00]

Changeable Message Sign

Remove and Reset Impact Attenuator

6" Thermoplastic Double Drop Traffic Stripe, Skip White

6" Thermoplastic Double Drop Traffic Stripe, Continuous White
6" Thermoplastic Double Drop Edge Stripe, Continuous White

6" Thermoplastic Double Drop Traffic Stripe, Skip Yellow

6" Thermoplastic Double Drop Traffic Stripe, Continuous Y ellow
6" Thermoplastic Double Drop Edge Stripe, Continuous Y ellow
Thermoplastic Double Drop Detail Stripe, White

Thermoplastic Double Drop Detail Stripe, Y ellow

Thermoplastic Double Drop Legend, White

Thermoplastic Double Drop Legend, White

Equipment Cabinet, Type B

Equipment Cabinet, Type C

Traffic Signal Equipment Pole, TypeIl, 17' Shaft, 50' Arm

Traffic Signal Equipment Pole, Typell, 17" Shaft, 40' Arm

Traffic Signal Equipment Pole, TypeIl, 17' Shaft, 55' Arm

Traffic Signal Equipment Pole, Typell, 17' Shaft, 35' Arm

Traffic Signal Equipment Pole, Typell, 17' Shaft, 45' Arm

Traffic Signal Equipment Pole, TypeIll, 17" Shaft, 30' & 35' Arms
Traffic Signal Equipment Pole, TypeIll, 17" Shaft, 30' & 30' Arms
Pole Foundations, 36" Diameter

Pole Foundations, 30" Diameter

Camera Pole with Foundation, 50' Pole

Signal Radar Detection System

Signal Radar Detection Training

Solid State Traffic Actuated Controllers, Type 8A

Phase Selector, 4 Channel

On Street Video Equipment, Fixed Type

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905
Proposal (Sheet 2 - 7)

Line Item Code

No.

2020 907-650-A003
2030 907-657-A001
2040 907-657-B001
2050 907-658-A005
2060 907-658-A006
2070 907-668-E001
2080 907-668-E002
2090 907-668-E003
2100 907-668-F002
2110 907-668-F003
2120 907-668-G002
2130 907-699-A002
2140 907-815-F001
2150 907-823-A001
2160 907-823-B001
2170 907-825-A001
Changed 07/07/2014

2180 907-825-B001
2190 907-825-C001
2200 907-899-A001
2210 907-304-F002
2220 907-304-F003
2230 907-304-F004
2240 907-308-A001
2250 907-308-B001
2260 907-308-S001
2270 907-311-A003
2280 907-311-B001
2290 907-311-C001
2300 907-311-S001

Adj
Code

(S)

)

(S)

)

(GT)

(GT)

(GT)

(M)

(A3)

(M)

(A3)

Quantity

3,890
85

1,180
2,005
165
320
390
455

239
696
1,392
6,560

35

305

305

305

198
16,745
4,187

16,745
81
453
4,187

Units

Each
Linear Feet
Linear Feet
Each

Each
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Lump Sum
Ton

Linear Feet
Linear Feet
Square Feet

Each
Each

Lump Sum

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Description [Fixed Unit Price]

On Street Video Equipment, PTZ Type

Fiber Optic Cable, 72 SM

Fiber Optic Drop Cable, 12 SM

Network Switch, Type A

Network Switch, Type B

Traffic Signal Conduit Bank, Underground, Rolled Pipe, 2"

Traffic Signal Conduit Bank, Underground, Rolled Pipe, 2 @ 2"

Traffic Signal Conduit Bank, Underground, Rolled Pipe, 3 @ 2"

Traffic Signal Conduit Bank, Underground, Drilled or Jacked,Rolled Pipe, 2 @ 2"
Traffic Signal Conduit Bank, Underground, Drilled or Jacked,Rolled Pipe, 3 @ 2"
Traffic Signal Conduit Bank, Aerial Supported, Typel, 2 @ 2"

Roadway Construction Stakes

Sediment Control Stone

Preformed Joint Seal, Type

Saw Cut, Typel

Soil Nail Retaining Walls

Soil Nail Verification Tests
Soil Nail Proof Tests

Railway-Highway Provisions

ALTERNATE GROUP AA NUMBER 1

Ton

Size 610 Crushed Stone Base

ALTERNATE GROUP AA NUMBER 2

Ton

3/4" and Down Crushed Stone Base

ALTERNATE GROUP AA NUMBER 3

Ton

Size 825B Crushed Stone Base

ALTERNATE GROUP BB NUMBER 1

Ton

Portland Cement

Square Yard  Soil-Cement-Water Mixing, Optional Mixers, Base

Gallon

Bituminous Curing Seal

ALTERNATE GROUP BB NUMBER 2
Square Yard Processing Lime and Fly Ash Treated Course, 6" Thick

Ton
Ton

Gallon

Lime
Fly Ash, ClassC
Bituminous Curing Seal

ALTERNATE GROUP CC NUMBER 1

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905
Proposal (Sheet 2 - 8)
Line Item Code
No.

2310 907-403-N008
2320 907-403-B003
2330 907-403-A002
2340 907-403-M011
2350 907-403-A006
2360 907-403-M002
2370 907-403-A007
2380 907-403-M007
Changed 07/07/2014
2390 907-403-A010
2400 907-403-M 006
2410 907-403-A011
2420 907-403-M003
2430 907-403-A012
2440 907-403-M004
2450 907-403-A015
2460 907-403-M001
2470 907-403-D001

Adj
Code

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

(BA1)

Quantity

12

12

976

976

202

202

302

302

857

857

155

155

1,545

1,545

214

214

787

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302
Rankin County

Units Description [Fixed Unit Price]

Ton
ALTERNATE GROUP CC NUMBER 2

Warm Mix Asphalt, HT, 9.5-mm mixture, Leveling
Ton Hot Mix Asphalt, HT, 9.5-mm mixture, Leveling
ALTERNATE GROUP DD NUMBER 1

Ton Hot Mix Asphalt, HT, 19-mm mixture
ALTERNATE GROUP DD NUMBER 2

Ton Warm Mix Asphalt, HT, 19-mm mixture
ALTERNATE GROUP EE NUMBER 1

Hot Mix Asphalt, MT, 12.5-mm mixture
ALTERNATE GROUP EE NUMBER 2

Warm Mix Asphalt, MT, 12.5-mm mixture
ALTERNATE GROUP FF NUMBER 1

Hot Mix Asphalt, MT, 19-mm mixture
ALTERNATE GROUP FF NUMBER 2

Ton

Ton

Ton

Ton Warm Mix Asphalt, MT, 19-mm mixture

ALTERNATE GROUP GG NUMBER 1

Ton Hot Mix Asphalt, MT, 9.5-mm mixture
ALTERNATE GROUP GG NUMBER 2

Warm Mix Asphalt, MT, 9.5-mm mixture
ALTERNATE GROUP HH NUMBER 1

Ton Hot Mix Asphalt, ST, 12.5-mm mixture
ALTERNATE GROUP HH NUMBER 2

Warm Mix Asphalt, ST, 12.5-mm mixture
ALTERNATE GROUP || NUMBER 1

Ton Hot Mix Asphalt, ST, 19-mm mixture
ALTERNATE GROUP I1 NUMBER 2

Warm Mix Asphalt, ST, 19-mm mixture
ALTERNATE GROUP JJ NUMBER 1

Ton Hot Mix Asphalt, ST, 9.5-mm mixture
ALTERNATE GROUP JJ NUMBER 2

Warm Mix Asphalt, ST, 9.5-mm mixture
ALTERNATE GROUP KK NUMBER 1

Ton Hot Mix Asphalt, HT, 12.5-mm mixture, Polymer Modified
ALTERNATE GROUP KK NUMBER 2

Ton

Ton

Ton

Ton

(Date Printed 07/08/14)

(Addendum No. 1)



Section 905

Proposal (Sheet 2 - 9)
Line Item Code
No.
2480 907-403-P002
2490 907-403-D004
2500 907-403-P001
2510 501-K001
2520 803-B002
2530 803-D006
2540 803-1001
2550 803-J001
2560 803-N001
2570 803-0009
2580 803-0010
2590 803-0020
2600 805-A001
2610 813-A002
2620 815-D001
2630 907-607-PP019
2640 907-803-K003
2650 907-803-K006
2660 907-803-L005
2670 907-803-L005
2680 907-803-M005
2690 907-804-A001
2700 907-804-C012
2710 907-804-C030
2720 907-804-C231
2730 907-824-PP093

Adj
Code

(BA1)

(BA1)

(BA1)

(S)
)
(S)
)
®)
(S)
)
(S)
)
(S)
S)

(S)
)
(S)
)
®)
(S)
)
(S)
)

Quantity

787

590

590

2,700

1,290

190
75
118
125
293,556
1,354
143
270
495
436
1
1
66
1,450
1,077
2,885
411

Units

Ton

HSIP-0020-01(191) / 105536301 SP-0020-01(063) / 105536302

Description [Fixed Unit Price]

Warm Mix Asphalt, HT, 12.5-mm mixture, Polymer Modified

ALTERNATE GROUP LL NUMBER 1

Ton

Hot Mix Asphalt, HT, 9.5-mm mixture, Polymer Modified

ALTERNATE GROUP LL NUMBER 2

Ton

Square Yard
Each
Linear Feet
Each

Each
Linear Feet
Linear Feet
Linear Feet
Linear Feet
Pounds
Linear Feet
Cubic Yard
Linear Feet
Linear Feet
Linear Feet
Each

Each
Linear Feet
Cubic Yard
Linear Feet
Linear Feet
Linear Feet

Lump Sum

Warm Mix Asphalt, HT, 9.5-mm mixture, Polymer Modified
Bridge Items

Transverse Grooving

Conventional Static Pile Load Test [$5,000.00]
HP 14 x 117 Steel Piling

PDA Test Pile

Pile Restrike

Exploration

Temporary Casing, 54" Diameter

Temporary Casing, 60" Diameter

Permanent Casing, 54" Diameter
Reinforcement

Concrete Railing, 32"

Concrete Slope Paving

Safety Fence, Per Plans

Drilled Shaft, 54" Diameter

Drilled Shaft, 60" Diameter

Test Shaft, 54" Diameter ( Multi-Level Load Cell Test)
Test Shaft, 54" Diameter (Single-Level Load Cell Test)
Trial Shaft, 60" Diameter

Bridge Concrete, Class AA

135' Prestressed Concrete Beam, Type BT-72
80" Prestressed Concrete Beam, Typellll

60 Prestressed Concrete Beam, Type IV

Rankin County

Bridge Repair, Remove & Repair Damaged Concrete PileEncasements, Per Plans

(Date Printed 07/08/14)

(Addendum No. 1)



ADDENDUM STATE | PROJECT NO. ‘
MISS.  |HSIP-0020-2109D)|
|
WKG. SH. WKG. SH. i
DESCRIPTION OF SHEET NO. NO. DESCRIPTION OF SHEET NQO, NQO., ;
TITLE SHEET (1) 1 SPECIAL DESIGN SHEETS (CONTINUED) 1
|
DETAILED INDEX & GENERAL NOTES 4 TYPICAL TEMPORARY EROSION / SEDIMENT CONTROL APPLICATIONS ECD-1 54 i
DETAILS OF SEDIMENT BARRIER APPLICATIONS ECD-2 55 :
DETAILED INDEX DI-1 2 DETAILS OF SILT FENCE INSTALLATION FCD-3 56 1
DETAILED INDEX DI-2 3 DITCH CHECK STRUCTURES, TYPICAL APPLICATIONS AND DETAILS ECD-4 57 i
DETAILED INDEX DI-3 4 TEMPORARY EROSION, SEDIMENT AND WATER POLLUTION CONTROL MEASURES,
GENERAL NOTES GN-1 5 SILT FENCE AND HAY BALE DITCH CHECKS ECD-5 58
DETAILS OF EROSION CONTROL WATTLE DITCH CHECK ECD-6 59
TYPICAL SECTION SHEETS dD DETAILS OF EROSION CONTROL SILT DIKE DITCH CHECK ECD-7 60
ROCK DITCH CHECK FCD-8 6l
TYPICAL SECTION - I-20 WB ON-RAMP TS-1 6 ROCK DITCH CHECK WITH SUMP EXCAVATION ECD-9 62
TYPICAL SECTION - 1I-20 WB ON-RAMP CONT. 15-2 I INLET PROTECTION TYPICAL APPLICATIONS AND DETAILS ECD-10 63
TYPICAL SECTION - CHANNELIZED INTERSECTION (d-20 WB ON-RAMP) 15-3 8 INLET PROTECTION DETAILS FOR COARSE AGGREGATE ON GRADES & SAGS FCD-11 64
TYPICAL SECTION - MARQUETTE ROAD- [-20 WB ON-RAMP PIER PROTECTION 75-4 9 INLET PROTECTION DETAILS OF WATTLES FCD-12 65 |
TYPICAL SECTION - TURN LANE EXTENTION & MARQUETTE/VALUE RD. INTERSECT TS-5 19 INLET PROTECTION DETAILS OF MANUFACTURED INLET PROTECTION DEVICE FCD-13 66 ;
TYPICAL SECTION - HWY 8@ STA. 25+20 - 28+59 TS-6 11 INLET PROTECTION DETAILS OF SAND BAG FCD-14 o7 |
TYPICAL SECTION - OVERLAY & WIDENING HWY 8d @ [1-20 UNDERPASS 1S-7 12 STABILIZED CONSTRUCTION ENTRANCE FECD-15 68 \
TYPICAL SECTION - HWY 8@ STA. 31+28- 35+68 TS-8 13 TEMPORARY CULVERT STREAM CROSSING ECD-16 69
TYPICAL SECTION - I-20 EB EXIT RAMP STA. 48+60 - 54+42 TS-9 14 TEMPORARY STREAM DIVERSION FCD-17 70 ;
TYPICAL SECTION - I-20 WB ON-RAMP & GUARDRAIL DETAIL 7S-10 15 TEMPORARY STREAM DIVERSION (BROX EXTENSIONS) FCD-18 71 |
TYPICAL SECTION - CHANNELIZED ISLAND & CURB DETAIL TS5-11 16 FLOATING TURBIDITY CURTAIN FCD-19 72 ‘
DETAILS OF EROSION CONTROL SANDBAG DITCH CHECK ECD-20¢ 73
QUANTITY SHEETS A7) TYPICAL TEMPORARY EROSION CONTROL MEASURES (SLOPE DRAIN !
AND TYPE A SILT BASIN) TEC-2 4 i
SUMMARY OF QUANTITIES SQ-1 17 TYPICAL TEMPORARY EROSION CONTROL MEASURES (TYPE “D” SILT BASIN) :
SUMMARY OF QUANTITIES SQ-2 18 (RIPRAP DIKE SILT BASIN) TEC-D 75 !
. SUMMARY OF QUANTITIES SQ-3 19 DETAILS OF DITCH TREATMENT DT-1 [4S i
: SUMMARY OF QUANTITIES SQ-4 20 DITCH TREATMENT INSTALIL ATION DETAIL FOR SOIL REINFORCING MAT DT-1A 7T
i SUMMARY OF QUANTITIES SQ-5 21 TYPICAL TEMPORARY EFROSION CONTROL MEASURES (TYPE ”“C1” SILT BASIND 1
5 SUMMARY OF QUANTITIES SQ-6 22 (UPSTREAM OF ROADWAY PRIMARILY CAN BE USED DOWNSTREAM) TEC-CI 3 i
oF ESTIMATED QUANTITIES - REMOVAL ITEMS EQ-1 23 TYPICAL TEMPORARY EROSION CONTROL MEASURES (TYPE “C2” SILT BASIN :
.30 ESTIMATED QUANTITIES - EARTHWORK EQ-2 24 DOWNSTREAM OF ROADWAY WITH BAFFLE) TEC-C2 13 1
2ig ESTIMATED QUANTITIES - GUARDRAIL, BRIDGE END PAVEMENT, SILT BASINS, i
. AND EROSION CONTROL FQ-3 o5 ;
20 ESTIMATED QUANTITIES - DRAINAGE STRUCTURES Q-4 6 1
# ESTIMATED QUANTITIES - TRAFFIC CONTROL SIGNS FEQ-5 27 i
ESTIMATED QUANTITIES - SUMMARY OF TRAFFIC CONTROL ITEMS EQ-6 28 ROW COORDINATE SHEET ROW-1 80 |
’ ESTIMATED QUANTITIES - SUMMARY OF TRAFFIC SIGNAL ITEMS FQ-7 29 DETAIL OF CONSTRUCTION SIGNING DCS-1 81
ESTIMATED QUANTITIES - SUMMARY OF I.T.S. ITEMS FQ-8 30 TRAFFIC CONTROL PLAN - POSTED SPEED LIMIT OF 65 OR 7@ MPH
ESTIMATED QUANTITIES - STANDARD ROADSIDE SIGNS SRS-1 31 I-200 WB EXTENDED LANE CLOSURE (PHASE I, NWRAMP) TC-1 82 1
ESTIMATED QUANTITIES - STANDARD ROADSIDE SIGNS ASSEMBLIES REQUIRED SRS-2 32 TRAFFIC CONTROL DETAIL - TYPICAL TRAFFIC LANE SHIFTS (PHASE I, NWRAMP) TC-2 83 !
ESTIMATED QUANTITIES - DIRECTIONAL SIGNS DS-1 33 TRAFFIC CONTROL DETAIL - HWY 8@ AT MARQUETTE RD. (PHASE I, HWY 8@) TC-3 84 i
TRAFFIC CONTROL DETAIL- I-20 WB ENTRANCE AT HWY 8@ (PHASE I, HWY 8@ TC-4 85
PLAN & PROFILE SHEETS 13) TRAFFIC CONTROL DETAIL- HWY 8@ WB (PHASE I, HWY 8@) TC-5 86 T
TRAFFIC CONTROL DETAIL - HWY 8@ AT MARQUETTE RD. (PHASE II, HWY 8@ TC-6 87 i
STA. 206+00 TO STA. 234+00 - NW RAMP 3 34 TRAFFIC CONTROL DETAIL - I-20 WB ENTRANCE AT HWY 8@ (PHASE II,HWY 80) TC-7 88 1
STA. 235+@0@0 TO STA. 249+0@ - NW RAMP 4 35 TRAFFIC CONTROL DETAIL- HWY 8@ WB (PHASE II, HWY 8@ TC-8 89
STA. 12+00.90 TO 17+00.00 - HWY 80 S 36 PAVEMENT MARKINGS - HWY 8¢ AT MARQUETTE RD PM-1 9¢ \
STA. 17/+00.00 TO 24+00.00 - HWY 80 AT MARQUETTE RD. S 37 PAVEMENT MARKINGS - I-2@ WESTBOUND ENTRANCE AT HWY 80 & ;
STA. 24+60.360 TO 30+00.00 - HWY 80 EB CONSTRUCTION & DRAINAGE LT 38 [-20 EB EXIT RAMP PM-2 91
STA. 24+60.360 TO 30+00.00 - HWY 80 WB CONSTRUCTION & DRAINAGE RT 39 PAVEMENT MARKINGS - NW RAMP STA. 612+5@ (MAINLINE) TO 237+030 (NWRAMP) PM-3 92 \
STA. 29+00.00 TO 33+6@.98 - HWY 8@ WB CONSTRUCTION & DRAINAGE 8LT 40 PAVEMENT MARKINGS - NW RAMP STA. 237+00 TO 249+50Q PM-4 93 1
STA.28+00.00 TO 33+90.648 - HWY 8@ EB CONSTRUCTION & DRAINAGE 8RT 41 INTERSECTION DETAIL - STATION WB 8¢ @ STA. 18+39.752/MARQUETTE TO
STA.39+50.00 TO 55+@3.132 - SW RAMP 9 42 VALUE ROAD ID-1 94 \
RAILROAD - TRACK 1 NORTH RR-1IN 43 INTERSECTION DETAIL - NW RAMP TO HWY 8@ ID-2 95 ;
RAILROAD - TRACK 1 SOUTH RR-1S 44 INTERSECTION DETAIL - SW RAMP & HWY 8¢ ID-3 96 ;
RAILROAD - TRACK 2 NORTH RR-2N 45 \
RAILROAD - TRACK 2 SOUTH RR-2S 46 ;
z LEHMAN ‘
3 PS & E PLANS-DATE: 85/28/2014 ‘
L FMS CON. * 105536/301000 ~ | MISSISSIPPT DEPARTMENT OF TRANSPORTATION |
- SPECIAL DESIGN SHEETS (94) REVISIONS |
B DATE SHEET NO. BY :
- PRELIMINARY EROSION CONTROL PLAN MAINLINE FCP-3 47 6/30/14 | 4,12,18-19,22,25-26,35,
E PRELIMINARY EROSION CONTROL PLAN MAINLINE ECP-4 48 130-131,133-134,137-138, DETAILED INDEX
0 PRELIMINARY EROSION CONTROL PLAN HWY 8¢ FCP-5 49 149141 Bl _
_ PRELIMINARY EROSION CONTROL PLAN HWY 820 AT MARQUETTE RD. FCP-6 50 2
- PRELIMINARY EROSION CONTROL PLAN HWY 8@ AT 1-20 OVERPASS ECP-7 51 >
3 PRELIMINARY EROSION CONTROL PLAN HWY 8@ AT 1-20 OVERPASS FCP-8 52 =
¥ PRELIMINARY EROSION CONTROL PLAN SW RAMP FCP-9 53 PROJECT NO. HSIP-0020-01(191) ETRNEENrEE
“ COUNTY : RANKIN DT-1 !
S Wl FTLENAME: DETAIL INDEX.DGN SHEET NUMBER |
S S DESIGN TEAM LEHMAN CHECKED DATE 1/ 30 /2014 2 \
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PLAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATION

DETATILED INDEX. DGN

2: 16 PM

7/1 /201 4

ADDENDUM

DESCRIPTION OF SHEE T

STATE | PROJECT NO.
MISS.

WKG. SH.

NO. NO

WKG. SH.
DESCRIPTION OF SHEET NO. NO

STANDARD DRAWINGS - ROCADWAY SHEETS CONTINUED..,
ROUTE SHIELDS AND “"EXIT ONLY” PANELS SN-2 o2l
STANDARD ROADSIDE SIGNS SN-3 crz2cs
STANDARD ROADSIDE SIGNS SN-3A o223
STANDARD ROADSIDE SIGNS 2102 SN-3B cr24
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4 0225
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4A SYas
STANDARD ROADSIDE SIGN ASSEMBLY AND INSTALLATION SN-4B 22
BREAKAWAY SICN SUPPORTS SN-6A 230
TYPICAL GUARD RAIL DELINEATION 3-1-0 SN-8C 6236
TRAFFIC CONTROL PLAN WITH FLAGGER (ONE-LANE CLOSURE OF
TWO WAY TRAFFIC) TCP-1 ge1%
ITRAFFIC CONTROL PLAN FOR POSTED SPEED [IMIT [ESS THAN 65 MPH
4-L ANE: MEDIAN [ ANE OR OUTSIDE [ANE CLOSURE) (IWORK DAY ONLY) TCP- Yaell
ITRAFFIC CONTROL PLAN FOR POSTED SPEED [[IMIT OF 65 OR (¢ MPH

(INTERSTATES AND OTHER 4-LANE DIVIDED HIGHWAYS) IMEDIAN LANE OR

OUTSIDE LAND CLOSURE - WORK DAY ONLY) TCP-5 6254
SHORT DURATION CLOSING OF TWO-LANE TWO-WAY HIGHWAYS TCP-8 c2b 7
TRAFFIC CONTROL FPLAN MOBILE OPERATIONS MULTILANE ROADS

AND TWO-LANE ROADS 12-1-99 TCP-11 crod
DETAILS OF OUTSIDE LANE CLOSURE AT EXIT AND ENTRANCE RAMP TCP-12 626l
TRAFFIC CONTROL PLAN  UNEVEN PAVEMENT DETAILS TCP-14 6263
TEMPORARY STRIPING FOR TRAFFIC CONTROL Z2-LANE AND 4-LANE

DIVIDED HIGHWAYS TCP-15 c264
TYPICAL GRADING TRANSITION BETWEEN CUTS & FILLS GT-1 =
INTERCHANGE DESIGN FOR HIGH-SPEED PARALLEL ENTRANCE RAMP [R=-2A 6,286
MISCELLANEOUS DETAIL SHEET 1. STACKED PIPE JOINT

2. EXCAVATION AT GCRADE POINTS MDS -1 290
DETAILS OF PAVED FLUMES PE-1 o291
PIPE CULVERT INSTALLATION PI-1 S61%1%
CONCRETE PIPE COLLAR PC-1 301
JUNCTION BOX FOR PIPE CULVERTS JB-1 o302
TYPE I MEDIAN INLET Z4” PIPE AND UNDERD MI-1 0306
DETAILS OF CGRATES FOR MEDIAN INLETS 1G-1 314
PAVED INLET APRON AND MEDIAN DITCH PLUG PA-1 6318
STORM SEWER STRUCTURE TYPE $5-2 S55-2 327
FLARED END SECTION FOR CONCRETE PIPE FE-1 0328
DETAILS OF NORMAL UNDERDRAIN AND STORM DRAIN USED AS UNDERDRAIN UD-1 331
NORMAL UNDERDRAIN TYPE 11 Ub-2 0332
CROSS SECTIONS (61) 901 -906]1
TOTAL SHEETS 2 (9

NOTE: SEE BRIDGE PLANS FOR BRIDGE DETAILED INDEX SHEET

A\

BL
BY

[

REVISTION

MISSISSIPPT DEPARTMENT OF TRANSPORTATION

DETAILED

PROJECT NO. HSIP-0020-01(191)
COUNTY : RANKIN

INDEX

WORKING NUMBER

D=3

6/30/14) ADDED STANDARD, CHANGED PAGE NO.

DATE

FILENAME:

DETATL INDEX.DGN

DESICN TEAM LEHMAN CHECKED

DATE 1/30/2014

SHEET NUMBER

4
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ADDENDUM STATE | PROJECT NO. |
MISS. | HSIP-o@20-@109D) |
|
i
i
i
i
i
************************************************************************************************************************************************ i
i
i
************************************************************************************** T \
\ \ |
| | }
\ \ |
C.L. CONSTRCUTION C.L. CONSTRCUTION . T
WB LANES EB LANES } } ‘
: : : 0 1.0 1.0 27" :
1.0 1.0 1.0 1.0 | | ‘
, , | | 3 & 1
_ . f T } | 5" VAR T
\ \ ) ﬁ o | i
* * ‘ \ \\P\?\ /// ;
VARIABLE ] =
6’ 6’ & VAR. 6.5" & VAR. - |
VARIABLE | T 5V ) T !
ol A o | i
\ \
12" 12 L Lo £ ‘
10 f T 49K |
\
3 @ * * 2 ® |
\
|
= = ;T: Rt S R B A S (O (N S == N 7 A (R R ;;:
@ ® @ &
@ SO 0 @ ® @
BARRIER RAIL REQ'D /
, BARRIER RAIL REQD STA. 28+31 TO STA. 31+09 SOIL NAIL WALL REQ'D i
2 SOIL NAIL WALL REQD STA 28490 TO STA. 31 61 BARRIER RAIL REQ'D RIGHT SIDE STA. 28+11.50 TO STA. 30+ 81.50 ;
LEFF SIDE (SEE WK NO. SNWeq  LEFT SIDE STA. 28+60 TO STA. 31+29 (SEE WK. NO. MSB-1 RIGHT SIDE (SEE WK. NO. SNW-1 w
TO SNW-12 FOR DETAILS) (SEE WK. NO. MSB-1 CENTER FOR BARRIER DETAILS) 10 SNW=i2 FOR DETAILS)
FOR BARRIER DETAILS) TYPE 3 MODIFIED MEDIAN BARRIER REQ'D.
(SEE WK. NO. DOM-1 FOR DETAILS)
EXISTING MATERIALS ' ’P ’ CAL SE CT’ ON T
(A) 6.25" HMA
|
10" GRANULAR MATERIAL (3C) HWY 80 AT I-20 UNDERPASS ‘
STA. 28+59 TO 31+28
PROPOSED MATERIALS ‘
(1) 1.50" HMA OR WMA, MT (9.5 mm MIXTURE ) (1@1.5)
(2) 2.00" HMA OR WMA, MT (12.5 mm MIXTURE ) (1@2)
(3) 3.00" HMA OR WMA, MT (19 mm MIXTURE ) (1@3)
- (4) 6” CRUSHED STONE W/GEOTEXTILE FABRIC (NON-WOVEN)
) (5) 15" MILLING REQD. <
. (6) 4" CONCRETE PAVING REQUIRED (TO BE PAID FOR UNDER 2(| MISSISSIPPLDEPARTMENT OF ARANSPORTATION )
0 PAY ITEM NUMBER 221-A001) TYPICAL SECTION ;
- NOTE: _ OVERLAY AND WIDENING
- SHOULDER BARRIER PER STANDARD SHEET MSB-I. ég HWY 80 AT 1-20 UNDERPASS
= WHERE BASE OF BARRIER IS ABOVE THE EXISTING BRIDGE PIER FOOTINGS AND |7
. BARRIER FOOTING WILL NOT FIT, EACH BAR U SHALL BE REPLACED WITH TWO (2) |
- VERTICAL #5 BARS DOWELED AND EPOXY SET INTO THE BRIDGE PIER FOOTING. 8
: THESE BARS SHALL HAVE A MINIMUM EMBEDMENT OF 8" INTO THE FOOTING AND 2| |[PROJ. NO.: HSIP-0@2@-21(191) TORKING NOVEER
: A MINIMUM PROJECTION OF 10" INTO THE BARRIER. | [COUNTY: RANKIN TS-7 }
) = || FILENAME: TYPICAL SECTIONS.DGN SFEET NUVBER |
< SIS | oEsion TEAM  LEHMAN  CHECKED DATE 17 |
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PLAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATION

2: 16 PM SQS_SH. DGN

7/1 /201 4

ADDENDUM

SUMMARY OF QUANTITIES (SHEET 2)

PAY ITEM NO. PAY ITEM UNIT PRELIMINARY FINAL
OR
907-304-F004 SIZE 825B CRUSHED STONE BASE TON 305
907-307-C003 6" SOIL-LIME-WATER MIXING, CLASS C SY 3570
907-307-D001 LIME TON 49
907-307-S001 BITUMINOUS CURING SEAL GAL 893
OR
907-308-A001 PORTLAND CEMENT TON 198
907-308-B001 SOIL-CEMENT-WATER MIXING, OPTIONAL MIXERS, BASE SY 16745
907-308-S001 BITUMINOUS CURING SEAL GAL 4187
OR
907-311-A003 PROCESSING LIME AND FLY ASH TREATED COURSE, 6" THICK SY 16,745
907-311-B001 LIME TON 81
907-311-C001 FLY ASH, CLASS C TON 453
907-311-S001 BITUMINOUS CURING SEAL GAL 4,187
907-403-B003 HOT MIX ASPHALT, HT, 9.5-MM MIXTURE, LEVELING TON 12
OR
907-403-N008 WARM MIX ASPHALT, HT, 9.5-MM MIXTURE, LEVELING TON 12
907-403-A002 HOT MIX ASPHALT, HT, 19-MM MIXTURE TON 976
OR
907-403-M011 WARM MIX ASPHALT, HT, 19-MM MIXTURE TON 976
907-403-A006 HOT MIX ASPHALT, MT, 12.5-MM MIXTURE TON 202
OR
907-403-M002 WARM MIX ASPHALT, MT, 12.5-MM MIXTURE TON 202
907-403-A007 HOT MIX ASPHALT, MT, 19-MM MIXTURE TON 302
OR
907-403-M007 WARM MIX ASPHALT, MT, 19-MM MIXTURE TON 302
907-403-A010 HOT MIX ASPHALT, MT, 9.5-MM MIXTURE TON 857
OR
907-403-M 006 WARM MIX ASPHALT, MT, 9.5-MM MIXTURE TON 857
907-403-A011 HOT MIX ASPHALT, ST, 12.5-MM MIXTURE TON 155
OR
907-403-M003 WARM MIX ASPHALT, ST, 12.5-MM MIXTURE TON 155
907-403-A012 HOT MIX ASPHALT, ST, 19-MM MIXTURE TON 1545
OR
907-403-M004 WARM MIX ASPHALT, ST, 19-MM MIXTURE TON 1545
907-403-A015 HOT MIX ASPHALT, ST, 9.5-MM MIXTURE TON 214
OR
907-403-M 001 WARM MIX ASPHALT, ST, 9.5-MM MIXTURE TON 214
907-403-D001 HOT MIX ASPHALT, HT, 12.5-MM MIXTURE, POLYMER MODIFIED TON 787
OR
907-403-P002 WARM MIX ASPHALT, HT, 12.5-MM MIXTURE, POLYMER M ODIFIED TON 787
907-403-D004 HOT MIX ASPHALT, HT, 9.5-MM MIXTURE, POLYMER MODIFIED TON 590
OR
907-403-P001 WARM MIX ASPHALT, HT, 9.5-MM MIXTURE, POLYMER MODIFIED TON 590
406-A001 COLD MILLING OF BITUMINOUS PAVEMENT, ALL DEPTHS SY 9153

S

GG ORI

A\

STATE

PROJECT NO.

MISS.

HSIP-0020-01(191)

QUANTITY.

@ INCLUDES 20% INCREASE FROM CALCULATED

(2) INCLUDES 76 TONS FOR CHEMICALLY TREATED

GRANULAR MATERIAL AND 122 TONS FOR

CHEMICALLY TREATED SUBGRADE.

@ INCLUDES 8415 S.Y. FOR CHEMICALLY TREATED

GRANULAR MATERIAL AND 8330 S.Y. FOR

CHEMICALLY TREATED SUBGRADE.

@ INCLUDES 2104 GAL. FOR CHEMICALLY TREATED

GRANULAR MATERIAL AND 2083 GAL. FOR

CHEMICALLY TREATED SUBGRADE.

(5) INCLUDES 24 TONS FOR CHEMICALLY TREATED

GRANULAR MATERIAL AND 57 TONS FOR

CHEMICALLY TREATED SUBGRADE.

@ INCLUDES 228 TONS FOR CHEMICALLY TREATED

GRANULAR MATERIAL AND 225 TONS FOR

CHEMICALLY TREATED SUBGRADE.

IBL

BY

REVISTON

MISSISSIPPT DEPARTMENT OF TRANSPORTATION

SUMMARY OF QUANTITIES

PROJECT NO.: HSIP-0020-01(191)
RANKIN COUNTY

WORKING NUMBER

SA-2

6/30/14] ADDED PAYITEM ALTERNATE

DATE

FILENAME: SQS_SH.DGN

DESICN TEAM LEHMAN CHECKED DATE

SHEET NUMBER

13
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ADDENDUM

A\

STATE

PROJECT NO.

MISS.

HSIP-0020-01(191)

VARY AS DIRECTED BY THE ENGINEER

BY THE ENGINEER TO REPLACE THE SPR

@ ESTIMATED QUANTITY, ACTUAL QUANTITY MAY

A@ THESE QUANTITIES ARE TO BE USED AS DIRECTED

ING FILTERS

BETWEEN STATIONS 615+00 AND 625 + 00.

(3) LENGTH OF GUARDRAIL REQUIRED IS BASED

ON A TERMINAL SECTION OF 37.5 FEET

BEING

USED. FOR ANY OTHER LENGTH TERMINAL
SECTION, THE LENGTH OF NORMAL GUARDRAIL

WILL BE ADJUSTED.

@ FLEAT-350, REGENT, SRT-350, ROSS-350 OR APPROVED
FLARED EQUAL TO BE INSTALLED FOLLOWING

MANUFACTURER'S RECOMMENDATIONS.
CONTRACTOR SHALL PROVIDE TWO COPI

ES OF

MANUFACTURER'S INSTALLATION DETAILS
TO THE PROJECT ENGINEER. THE ENGINEER

SHALL KEEP ONE COPY IN PROJECT FILE
AND PROVIDE ONE COPY TO DISTRICT

MAINTENANCE ENGINEER. THE INSTALLATION DETAILS
SHALL BE ENGINEERING DRAWINGS, A MINIMUM

OF 11" x 17" IN SIZE. REFLECTIVE ADHESIVE SHEETING
WITH ALTERNATING BLACK AND YELLOW STRIPES

(SLOPING DOWNWARD AT AN ANGLE O
IN THE DIRECTION TRAFFIC IS TO PASS

F 45 DEGREES
) IS REQUIRED

ON THE END OF THE TERMINAL SECTION. THE TYPE
OF TERMINAL ERECTED SHALL BE WRITTEN ON THE
BACK OF THE TERMINAL WITH A SANFORD

MEANSTREAK WATERPROOF FORMULA P

ERMANENT

MARKING STICK OR SOME OTHER MEANS OF

PERMANENT IDENTIFICATION.
@ QUANTITY INCLUDES 3 CY FOR SIGN FO

@ QUANTITY INCLUDES 505 LBS FOR SIGN

OTINGS.
FOOTINGS.

IBL
BY

SUMMARY OF QUANTITIES (SHEET 3)
PAY ITEM NO. PAY ITEM UNIT PRELIMINARY FINAL
907-407-A001 ASPHALT FORTACK COAT GAL 1043
413-B001 CLEANING AND SEALING JOINTS LF 404 @
907-413-E001 SAWING AND SEALING TRANSVERSE JOINTS IN ASPHALT PAVEMENT LF 72
423-A001 RUMBLE STRIPS, GROUND IN MI 1
501-E001 EXPANSION JOINTS, WITHOUT DOWELS LF 86
502-A001 REINFORCED CEMENT CONCRETE BRIDGE END PAVEMENT SY 187
503-C007 SAW CUT, FULL DEPTH LF 2040
907-601-B003 CLASS "B" STRUCTURAL CONCRETE, MINOR STRUCTURES cY 16 @ﬁ
602-A001 REINFORCING STEEL LBS 1008 @ 1
603-CA107 24" REINFORCED CONCRETE PIPE, CLASS V, JACKED OR BORED LF 248
603-CA002 18" REINFORCED CONCRETE PIPE, CLASS I LF 170
603-CA003 24" REINFORCED CONCRETE PIPE, CLASS Il LF 84 A
603-CA004 30" REINFORCED CONCRETE PIPE, CLASS Il LF 8
603-CA005 36" REINFORCED CONCRETE PIPE, CLASS Il LF 212
603-CB001 18" REINFORCED CONCRETE END SECTION EA 5
603-CB002 24" REINFORCED CONCRETE END SECTION EA 5
603-CB003 30" REINFORCED CONCRETE END SECTION EA 1
603-CB004 36" REINFORCED CONCRETE END SECTION EA 3
604-B001 GRATINGS LBS 250
605-AA003 GEOTEXTILE FOR SUBSURFACE DRAINAGE, TYPEIII SY 66 @
605-AA004 GEOTEXTILE FOR SUBSURFACE DRAINAGE, TYPEV SY 2425 @
907-605-0001 6" PERFORATED SEWER PIPE FOR UNDERDRAINS, SDR 23.5 LF 400 @
907-605-P001 6" NON-PERFORATED SEWER PIPE FOR UNDERDRAINS, SDR 23.5 LF 500 @
907-605-0006 12" PERFORATED SEWER PIPE FOR UNDERDRAINS, SDR 35 LF 400 I@ ﬁ
907-605-P007 12" NON-PERFORATED SEWER PIPE FOR UNDERDRAINS, SDR 35 LF 500 |@ A
605-W001 FILTER MATERIAL FOR COMBINATION STORM DRAIN AND/OR UNDERDRAINS,TYPE A, FM cY 224 |@ 1
605-W002 FILTER MATERIAL FOR COMBINATION STORM DRAIN AND/OR UNDERDRAINS,TYPE B, FM cY 120 |@ A
606-B001 GUARD RAIL, CLASS A, TYPE1 LF 300 |@
606-D012 GUARD RAIL, BRIDGE END SECTION, TYPEI EA 4
606-E001 GUARD RAIL, TERMINAL END SECTION EA 4 @
607-B001 60" TYPE | CHAIN LINK FENCE, CLASS | LF 1768
607-G132 GATE, 3' X 60" CHAIN LINK EA 2
607-P1007 LINEPOST, 7' X1 1/2" GALVANIZED STEEL EA 171
607-P2008 BRACE POST, 7 1/2' X2" GALVANIZED STEEL EA 15
607-P2017 BRACE POST, 5' X2 1/2" GALVANIZED STEEL EA 2
607-P3003 GATE POST, 8' X2 1/2" GALVANIZED STEEL EA 4
609-B001 CONCRETE CURB, HEADER LF 1075
609-B004 CONCRETE CURB, SPECIAL DESIGN HEADER LF 944
609-D002 COMBINATION CONCRETE CURB AND GUTTER TYPE 2 LF 443
609-D008 COMBINATION CONCRETE CURB AND GUTTER TYPE 3A LF 493
615-A012 CONCRETE TYPE IV MODIFIED, 42" HEIGHT, CAST-IN-PLACE MEDIAN BARRIER LF 548
615-A018 CONCRETE BRIDGE END BARRIER, 33.5" LF 40
615-A020 CONCRETE TYPE lll MODIFIED CAST-IN-PLACE MEDIAN BARRIER, 42" HIGH LF 269
615-A022 CONCRETE PIER PROTECTION BARRIER, 54" LF 190
907-616-C002 COLORED AND IMPRINTED CONCRETE MEDIAN AND ISLAND PAVEMENT, 6-INCH THICKNESS SF 6000
907-616-C003 COLORED AND IMPRINTED CONCRETE MEDIAN AND ISLAND PAVEMENT, 10-INCH THICKNESS SF 238
907-616-C004 COLORED AND IMPRINTED CONCRETE MEDIAN AND ISLAND PAVEMENT, 4-INCH THICKNESS SF 1290
907-617-A001 RIGHT-OF-WAY MARKER EA 14
907-618-A001 MAINTENANCE OF TRAFFIC LS 100%
619-A1001 TEMPORARY TRAFFIC STRIPE, CONTINUOUS WHITE LF 2818
619-A2001 TEMPORARY TRAFFIC STRIPE, CONTINUOUS YELLOW LF 3835
619-A3001 TEMPORARY TRAFFIC STRIPE, SKIP WHITE LF 120

AND ADDED & EDITED FOOTNOTE

REVISTON

MISSISSIPPT DEPARTMENT OF TRANSPORTATION

SUMMARY OF QUANTITIES

PROJECT NO.: HSIP-0020-01(191)
RANKIN COUNTY

WORKING NUMBER

50-3

6/30/14| ADDED PAYITEM, UPDATED QUANTITY,

DATE

FILENAME: SQS_SH.DGN
DESIGN TEAM___ LEHMAN _ CHECKED DATE

SHEET NUMBER

19
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ADDENDUM STATE | PROJECT NO. |
MISS. | HSIP-go2-o109) |
SUMMARY OF QUANTITIES (SHEET 6) }
PAY ITEM NO. PAY ITEM UNIT | PRELIMINARY FINAL ?
686-A001 RELOCATION OF EXISTING LIGHTING ASSEMBLIES EA 1 0 l
00, ” THE CONCRETE FACE OF THE SOIL NAIL WALL SHALL BE 1
907-699-A002 ROADWAY SONSTRUC TION STAKES LS 100% CONTRACTOR DESIGNED ACCORDING TO SPECIAL PROVISION |
815-A007 LOOSE RIPRAP, SIZE 150 TON 165 /1\ NO. 907-825-1. A TWO (2) INCH CLEARANCE IS ;
815-A009 LOOSE RIPRAP, SIZE 300 TON 1366 REQUIRED BETWEEN THE FORM LINER AND REINFORCING. 1
815-E001 GEOTEXTILE UNDER RIPRAP SY 875 i
907-815-F001 SEDIMENT CONTROL STONE TON 239 ;
907-899-A001 RAILWAY-HIGHWAY PROVISIONS LS 100% i
907-825-A001 SOIL NAIL RETAINING WALLS SF 6560 ) A ;
907-825-B001 SOIL NAIL VERIFICATION TESTS EA 5 ;
907-825-C001 SOIL NAIL PROOF TESTS EA 35 ;
;
i
i
i
i
i
i
i
i
i
@
i
*
<

@E MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES ?

: % PROLJ NO° HSIP‘@@Z@_@l(lgl) WORKING NUMRER

: | |COUNTY: RANKIN SQ-6

) S| FILENAME: SQS_SH.DGN SHEET NUMBER
< C1E| oEsion TEAM  LEHMAN  CHECKED DATE 27 |
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ADDENDUM STATE | PROJECT NO.
MISS. 1 Hsip—_0020-01(191)
WORK | BRIDGE ABUT. STATION| W W W W A B ANCLE | byt | goINT [23-27] 42 ITRANSVERSE oe ) 2y
NO. ° 1 2 B 7" ° RAIL| RAIL| GROOVING
4 237+ 40 30 10 40 42.83 20 20 0 93.15 42.83 20
4 244410 30 10 40 | 42.83 20 20 0 93.15 | 42.83 | 20
- SILT BASINS REQUIRED
SH. STATION DitCH PAVED i EROSION SILT RIPRAP REMARKS WORK TYPE "D" SEDIMENT | GEOTEXTILE
NO. DITCH CHECKS FENCE ‘ ’ STATION SILT | ver | e s'}'z';“ggo CONTROL UNDER | REMARKS
i o0 No. BASIN ( ) | STONE RIPRAP
4 237+3119 LT 3.23 27.56 PAVED FLUME 3 615+ 00.00 1 75’ 6 486.00 10.31 250.00 REQUIRED LEFT
A4 242+50.00 RT 46.07 3 232 475 00 | 10 5 259.20 37.50 133.33 REQUIRED LEFT
4 244 +08.71 LT 3.50 29.78 PAVED FLUME 3 9234 + 00.00 1 75’ 6 486.00 70.31 250.00 REQUIRED LEFT
4 249+51.52 RT 171 83.56
4 248+50.00 RT 11.50 97.77 i 242 +00.00 1 75’ 3 135.00 28.13 125.00 REQUIRED LEFT
.5 il 28+55.00 LT 1,32 12.00
LT 28+ 65.00 LT 18.75
TRT 27+90.00 RT 11.25
8LT 314 85.00 LT 15.00
8LT 32+00.00 LT 750
2 UNIT EA, LIN. FT. LIN.FT. |  TONS TONS SQ.YD.
TOTAL 6 330 3 1,366.20 239.07 875.00
8RT 31+60.00 RT 9,00
8RT 32+00.00 RT 11.25
9 49+25.00 RT 16.23
ECP-4 556
TOTAL 21.26 250.67 556 165.05 /1
UNIT CU.YD. SQ.YD. LIN. FT. TON
STATE GUARD RAIL LENGTHS CABLE BR. END
WORK WHITE |YELLOW
NO STATION STD. DIST. | DIST. DIST. | DIST. | ANCHOR. ng(lj\{lrlgﬁl- SECTION DELIN DEL?N REMARKS
' (INSTAL.) 5 B C D TYPE "1 TYPE “I" ' '
4 244+ 06.00 275 2 2 1
TRT 38+32.00 12.5' 1 1 <
8LT 31+ 61.00 12.5' 1 1
2|-| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
g NOTE (I): LENGTH OF GUARDRAIL REQUIRED IS BASED ON A TERMINAL SECTION z BRIDGE END PAVEMENT, SILT BASINS
. LENGTH OF 37.5 FT. THE LENGTH OF GUARDRAIL REQUIRED SHALL BE ADJUSTED NE GUARD RAIL, & EROSION CONTROL ITEMS
: WHENEVER A TERMINAL SECTION WITH A LENGTH OTHER THAN 375 FT.IS USED. S
. (EX~TERMINAL LENGTH OF 50 FT. WILL REQUIRE 12.5 FT. TO BE DEDUCTED FROM S|E
5 THE LENGTH OF GUARDRAIL) =/ | RANKIN COUNTY S—
§ NOTE (Il): THE “A” AND “C" DIMENSIONS FOR THE INSTALLATION OF GUARDRAIL | | PROJECT NO.: HSIP—0020-01(191) EQ—3
S ' ARE 205.6458 FT. AND 105.6458 FT. - _
: TOTALS 300 4 4 05,6458 05.6408 2] FILENAME: equan.dgn SR MR
N 215 oesion tean LEHMAN  crecken DATE 20
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ADDENDUM STATE | PROJECT NO. |
MISS. | HSIP-g028-0109D |

|

i

i

SUMMARY OF DRAINAGE STRUCTURES REQUIRED @

i

= . . CIRCULAR FLARED ARCH FLARED SIZE NO. & SIZE cLass 2 2 COVER STRUCT. EXCAV. FILTER :

WORK w3Slags| 58| 78 CIRCULAR PIPES END SECTION ARCH PIPES END SECTION OF INLET | OF PIPE DRAWING st | REINF. | PAVED | 2 | 2 OVER | 2 MATERIAL REMARKS T
SHEET STATION a3 2228 a8 22712971 36" 51" | 65 | 22"] 29°] 36°] 51" | 65 OPENINGS REQ'D. conc. | STEEL | APRON | = % PIPE = |LENGTH| EST. \CU.YDs. — — ‘
NO. ToxB2g|==x| S 187 | 24| 30" 36" | 42"| 48" | 18" | 24"| 30" | 36"| 42"| 48" | y 12 x18”| X23"| X31| Xa0"| X13" X187 X237 X31"| xa0"! L | W | H | IN INLETS (MINOR) = < (FT.) © | &#FES | DEPTH | EXCAV. |TYPE'A" TYPE'B 1

3 615400 LT 1 g 1 2.10° PC1, FE-1 0.612 1.87 m | s& 1] 820 | 2299 i
231400 LT 1 64’ 1 @ 18" M1, FE-1 0.617 | 48 250 117 Il | 64 & 1| 453 | 42.92 i

233+00 LT 1 52 1 PC1, FE-T 0.743 92 Il | 88 & 1| 240 | 44.72 ;

4 243 +75 RT/] 1 84’ 1 350 2 @ 24" JB-1 1.471 | 105 437 m52& 1 571 | 791 W1=4.5W4=425 |
248+85 LT 1 42 1 5o|2442 1@ 18" $S-2, FE-1 2131 | 199 2.80 Il }

|

i) 28+40 LT 144 2 FE-1 3.00 v JACK & BOREAI'SKEW |

i

LT 32400 LT 104 2 FE-] 3.26 v JACK AND BORED 1
BLT 32472 1T 1 FE-1 }

|

i

i

i

i

i

: i
i
| 9 49475 RT 160’ 2 2.00 i i
54+00 LT 1 24 1 1024 [542] 1@ 19 $S-2 3412 | 328.00 3.80 Il |24 & 1] 512 | 2197 ‘
T 54+12 RT 1 40’ 1 10|24 [5.42] 1@ 18 $S-2 3.397 | 328.00 3.50 Il {40 & 1| 232 | 14.76 :
ot \
QE \
i
i

i

i

i

i

i

i

i

i

i

UNITS EACH | EACH | EACH | EACH LF.| LF.| LF.|LF.|LF.| LF.| EA.| EA.| EA.| EA. | EA. | EA. | LF.| LF.| LF.| LF. | LF.| EA. | EA.| EA. | EA. | EA. CU.YD.| LBS. | CU.YD.| LBS. CU. YD. ‘

TOTAL 2 3 1 1 170332 | 8 | 212 505 1 | 3 12.38 | 1008 250 221.71 !

/N /N A A /N i

i

i

< :

|

_|-| MISSISSIPPI DEPARTMENT OF TRANSPORTATION |

- |

z { SUMMARY OF :
s = \
| | DRAINAGE STRUCTURES i
L ;% i
> - I |
: =1 1
— ZQZ i
h % COUNTY: RANKIN WORKING NUMBER ‘
: 5| |PROJ. NO.: HSIP-002@-@1(191) EQ-4 ;
> S| FILENAME: EQUAN.DGN SHEET NUMBER |
< S| DESION TEAM_ LEHMAN  CHECKED DATE 20 |
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ADDENDUM STATE | PROJECT NO.
63g
\ AT p MISS. HSIP-0020-01(191)
>\+ REVISTIONS
A\ B DATE [ BY
S 5?5% A\ [6/38/14]1BL
. NSy >
. N 9% Curve CNWRAMP-3C
S R é = 33"221’ 02.369” (LT
<3~ - PAVED FLOM = S94.045 "
N NV L = . ’
X 7222328 /\ ADDED DRAINAGE PIPE NOTE,
523.264
SK:SL;?@i@@@’ REVISED DITCH STATION LIMITS,
17 47.004" E
AH N 58° 51 1B g £ INCLUDED PROPOSED ROW
PC 239+56.581
PT 249+51.521
*SEE WK, NO FG4 & FG-5 FOR
SUPERELEVATION TRANSITION DETAILS
Sta. 249+65.648 NW RAMP
= Sta. 27/+24.569 €C CONSTRUCTION
/ us 80 EB LANES
— RIPRAP DITCH
~~_ TO BE REPLACED
WITH PAVED DITCH
‘\‘i‘ T oo ; '{‘35:&:;2”‘
A e A ST e INDICATES REMOVAL
A e & T Bgs R e . OF CONCRETE/ASPHALT
4 PAVEMENT
/// EROSION CONTROL ITEMS | UNITS|SYMBOL| TOTALS
//// DITCH LINER S. Y,
SOIL REINF. MATERTAL| S.Y. [oooooood
) pa SIVED DITCH N e 35 EARTHWORK TOTAL THIS SHEET
: “ 7 RIP RAP TON 46 Cut 449 Cu.rds
: +o SILT FENCE L.F. [ -SF—| 556 il 3o/45 |Cu.rds
9 < _ SUPER SILT FENCE | L.F. [~ SSF— E£xcess (258 Cu.rds
Se—— - GEOTEXTILE S.Y. Surplus 9 Cu.rds
L = — /D\%/// SOLID SOD S.Y. 172 Borrow (B-15) 9 Cu.rds
="y = - FROSION CHECKS BALE
%%? .. - o X 3—/// ,CI\)‘Q%/
o Sta237+3119 S 2824004~ LT BSOS BRSSOt St | | - Sta. 2484854/ St 249+55.00 4+~
| 0 BRIDGEREQD.. o TYPE'D"SITBASIN | | B | S INEET-REQUD® - pAVER - DITGH- REG B T e
G| el SPANSI@e0.l@I51@e04@80' & L=S0H=4 ~ ZTYPE IBRIDGE END SECTIONS ReqD  [C=A01S0. +42 L= 3g'+- .
R 36 DEG.FWD SKEW = R R B H S 2-TERMINAL SECTIONS REQ'D e e
- P Sta, 241+45.00 — Sta. 243+00.00 +/~  Sta. 243 - A=180.6458% B=13].5" - R L e e e e et ESESs Bt s S LRSSt A S SRSt (LS SSRGS S S e S s S S e et S
s T
O INGS (1 @ 18"
************************************************* 1§"RCPREQD.
3" FES REQD-
= 398,00
;:::::39:7;53::(T|E:;INTO DI CH) o0
LOCATION & TOP OF CURB
EADJUSTED - ﬁMEETFJEI‘_ﬂ o ot o o o s s A S
IONS. Y
b 400
ﬁ : e e 39
T e e e e e e
| | ::%& %SE?A%K,AZPSSB I\%O\X[/?A( B R ::::::::‘::::::::::::::::;::::::::::::::::3:: NOTE:
) L 77777777 77777777 X 77777777 77777777 C :UT;:} 4496U YB S . 7:7:7:7:7:7:7:7:357:7:7:7:7:7:7:7:7:7:7:7:7:7:7:7%7:7:7:7:7:7:7:7:7:7:7:7:7:7:7:7:1;7 777777777777777 STA24+7500— SHEETING/SHORINGTOBEREQUIRE R e
e :FPLL:*TE;?*M%*CU:YDS ,,,,,,, AU I At I Ut SO S Ot I s ! B oS ST SO FILL=19.999 CU. YDS e AS T REFERENCED CIN-GENERAL-NOTE -NUMBER 10 10N -0
S| ST= [ A e AR A SO H S A A B N S S R Sl B SRS SSSSRO A S A B T \WKEN O GN=1 APPROXIMATE ICUT- DEPTH =9 e 5 ()
E N O '~ O T N N O o F o N O IO O D 60y DO N O O St SO Sl IR SRRt SRR S St SRR S SRS SARRRRRS O SN RS S IS SR S AR SR S ISR S SRS AR S SRS R S
N C%CQ‘-{?Eggurgsr_cx;hig_oqmﬁrjgwjgmﬁsl‘@,c‘?"‘.'—".ﬁd‘.< e S I S T St S A S S S
p ‘8 :7:75255555%27{{{‘:: TN w6 10 © © © O s SR AL i':CEgES%ESgE B B I B SRt ol SR bl St RO P S SRt BRSOt s RO OE ot RS SE ot R Satt BESeod FOSEsoR AOsOrel DS OEoRt SOCToot IESRsts FORsEsl SRORSORs serom Rsssetet soretets metstss: ntstserd ARNNNNNNE
¥ I~ B~ M~ O~ B~ M~ R~ L~ N~ M s B N N b~ M~ R R N N b I~ L~ D~ L~ -~ M Ot B e B S it ] S o Bt HOS o MO S SE BOSEt E SOSESS NSOt SRt SOt KOO SRSl BSOSt SO SHot MSSES SURSROES SRORSOS RSO EORSSHol NSO SO Bt
- S g O = = D0 S DM = O S0 O = o = M N I~ 00 LD e B B e F ] B e St SR s Bt RO St et EO e IR Ot ROt eSSt eSSt FOES St St SRSt FESE SOt RSt SRSt FSSSRt ISt SRS ot SSEebss et mtetret R AT
) n O W o N O N I~ S oo MmN NS - MmN o N £ o At R I S AR S AR S I
N D e N e O D 0 T~ D S N IO O O O 0 O N N N S R e e e e e S IS
sl W O O 0O 0O O I~ I~ P~ M~ P~ P~ F~ 0 00 0 & O O 0 O O O C S S, B S ESS S B S ESS S B S ESS S B A I S R A S IO S — - No.
J N 2. IO 3. B .2 B 9 I 0.0 B £ BN 3.2 IO 0.0 N .47 BN 3. NN 9. B £ BN 3. BON 3 £ N 3.8 B 3 NN 2.0 B .42 B . B 9. 2 3. BN 342 IO 0.8 I 3.4° BN . N 9 R S S S S SR A S SR A SRS SR S R SR A B SR A SR SRR T B SRR N SR SR A B SRR A SR SR To
N 35 230 237 238 239 240 241 242 243 244 245 246 247

DESIGN TEAM: LEHMAN FILENAME: WK4.DGN COUNTY: RANKIN PROJECT NO. HSIP-0020-01(191) SHEET 1D: NW RAMP
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 ADDENDUM

LEGEND

SOIL NAIL WALL

BORING LOCAT ION

ROADWAY CENTERLINE
CONCRETE SLOPE PAVING
BRIDGE COLUMN SUFPPORT
BRIDGE SUFPPORT STRUCTURE
EDGE OF PAVEMENT

STORM SEWER

DRAINAGE CHANNEL

UNDE RGROUND POWER AND TELEPHONE

POWER POLE
GUARD RAIL
ROADWAY  SIGN

SOILNAIL WALL

EXISTING CONCRETE

TIVM TIVN 110S ONF

SPILL-THROUGH SLOPE

32 B64
S PULL BOX AND
BREAKER BOX
Y
PP :
s
V.
Vs
PP A

SCALE IN FEET

10

0

20

e —

//\ / / STATE PROJECT NO.
/ // MISS. HISP-0020-01(191)
/
/ 1-20 WESTBOUND ,1-20 EASTBOUND <
ya J/ BRIDGE NO.57./ / BRIDGE NO.57. -
EXISTING ROW - /PP - - /e -
15103, FL. 39966 7 /
/ " PROPOSED NORTH SOIL NAIL W - S
/) / H /L /L FOUNDATION PILE CAP (TYP) /
UNDEJIGROUND /// T /
- /
TELEPHONE j& POWERD, N ol EYISTING CONCRETE m% y
Vi //;/ S\ DI [ SPILL-THROUGH SLOPE 2|3 5
/7 ¥ @\ NE e et) Ay JE /
7/ | ; § ) ///
7/ - /
VY A /
7/ b = /
/% é 27 1y 7 /
7 \\\/% y /
< N SN N e e el QT / /
C EXISTING HWY 80 & e e/ Y.
\\\ ————— L ——— ‘::—;: ,_::::—;:::i’;_’:’_iii’ii‘:;’::///
£8+00 I 2900 :ﬁ%ﬁx\"'* T 3200
| | INLET |
-—_ A ”,7L 777777777777777777777777 Ao Jd_ R N P 7/ ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, - _ N I A Y | O 1l _ I
S 52° 17 49.544" £ (TO BE ABANDONED) , (TO BE ABANDONED) -
- - Y A I ___J8CONCRETE PIPE e
J = A\ L (TO/ BE ABANDONED) I 7 :
/// AN \\\ \\\\ P
/ ~ N\ S Y o ——
. S — A e
1 ’ /
24 CONCRETE PIPE ———/— / / 3 @ INTERIOR J/ N—INTERIOR BENT BRIDGE
(10 BE ABANDONED) / / 7 BRIDGE cmm (TYP) / COLUMN SUPPORT CAP (TYP)
/
e e e ety et — oo/ oo ==
/?// 777777777777777777 ( / |
/i @B% T i / / N GUARD RAIL %
/ — / ,
i /

BY

MISSISSIPPL DEPARTMENT OF TRANSPORTATION

<
‘ ¢ | PLAN — SOIL NATL WALLS
s | T-20/HWY 80 INTERCHANGE
PLAN -
7| SITE NO: 63-61-172
g;% 1055306/301000
2| PROJECT NQO:HISP-0020-01(191)
E WORK ING NUMBER
5 | COUNTY : RANKIN SNW—1
EE DESIGNED: C.M.C. DETAILED:C.M.C. DRAWN: CADD SHEET NUMBER
©|S| CHECKED: M.L.S. ISSUED: R.S.F. DATE: 06-19-14 130
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ADP ENDUM -20 WESTBOUND
/ BRIDGE NO.57.J
/ / . B-2
/ W5 EXISTING CONCRETE ©
: S8 SPILL-THROUGH SLOPE
O N x

“‘W;_gfﬁ_g, ————————————————————— S

B-1

O

¢ EXISTING [-20

20 EASTBOUND
BRIDGE NO.57./

STATE

PROJECT NO.

MISS.

HISP-0020-01(191)

AZST N
TIVM TIVN 110S 40 ONF

PROFILE

- NORTH SOIL NAIL WALL*®

PROJECT NO:

_—— T — — — — — — — — — ;o
/ /
NORTH SOIL NAIL WALL A / UNDE RGROUND / J /
/" TELEPHONE AND POWER A /
L Y /L Y / TOP OF WALL B-7 (PROJECTED)
/ / / ’
: : , O
/
/ Y, / —
/ / o P /
nET / 5> e BRIDGE g?ﬁ%ﬁ% / \LB I TOMOF WALE
(TO BE ABANDONED) J e (@ /ﬂ W Ty /
® & @ e & B v
e e @, e e e @
= /
/ X A / \ \\;
N ) (Y S ——— A A ——— S GuARD FAL
N P T e S T T e
// 24" CONCRETE PIPE // INTERIOR BRIDGE BENT // ?QLOEZEE ABANDONED)
29-00 / (TO BE ABANDONED) /' COLUMN SUPPORT (TYP) —/ 3700
| ‘ | | | | : | ‘ | |
S 52° 17 49.544" F / / / x
8 y y /
/ / / C EXISTING HWY 80
430 — — — 430
- -20 EASTBOUND
BRIDGE /AZE’?U%/;ESAC?O/-L_/CA)@NDAT/ON B-8 BRIDGE /ABUTMENT /L-_/OUNDAT/ON
Fel — — T, TOP OF WALL PROPOSED FINISH GRADE v
—/6
/! / BOTTOM OF WALL
410 — 2 - — 4/0
—& B-7 (PROJECTED)
75 .
B-9 B
B-2 L _
400 — — é?qy oA+ 400
- _ . e =W-O-H-----
NS VESEESSS S 0 NS -
-W.O.H, =TT oo TTT oSS ooo oo TTTTT T - 06 —20 —W. O. H.
390 e — 5 — 390
4 UNDE RGROUND » 2 s
-7 TELEPHONE AND POWER A 3 y i’
1 k/8 — L
380 — — SCALE IN FEET -~ — 380
— /00~ 10 5 0 10
—
370 — — — 370
~85 =|5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
360 — — PLAN PROFILE — NORTH SNW
[-20/7HWY 80 INTERCHANGE
NOTE : =100 0
o0 — DETERMINE SPT NVALUES. THE SPT N-VALUES SHOWN o 2l SITE NO: 63-61-172
REPRESENT Ny, VALUES 82 o 105536/301000

HISP-0020-01(191

COUNTY: RANKIN

WORK ING NUMBER

SNW—=2

6-30-14 |SNW & UTILITY LOCATION

DATE

DESIGNED: C.M.C. DETAILED: C.M.C. DRAWN: CADD

SHEET NUMBER

CHECKED: R.S.F. ISSUED:

R.S.F. DATE: 06-19-14 /|3/|



dseal
MDOT-ADDENDUM


STATE PROJECT NO.
ESTIMATED SOIL STRENGTHS /A ADDENDUM MISS. HISP-0020-01(191)
/ / NOTES
ZONE | C (psf) Y, J (pcf)
. 5 T 251 20 l. BRIDGE DETAILS FOR INFORMATION ONLY.
s o | 25°| 120 2. PAY ITEM NO. 907-825-A001 INCLUDES PERMANENT WALL FACING, CONCRETE LEVELING
- P P PAD, WALL COPING, AND PAVED DITCH.
o o | 20°| 124 3. PERMANENT WALL FACING, CONCRETE LEVELING PAD, WALL COPING, AND PAVED DITCH
> DESIGN AND SUBMITTALS TO BE PROVIDED WITH SOIL NAIL WALL DESIGN SUBMITTALS
5 A A IN ACCORDANCE WITH SPECIAL PROVISION SP-907-825-1 "SOIL NAIL RETAINING WALLS'.
2A 0 30 124
EXISTING 1-20 BRIDGE OVER HWY 80 4., SEE SHEET NOS. 8062-8071 FOR SELECTED SHEETS FROM THE PLANS FOR THE
B-8 EXISTING I-20 BRIDGES OVER US 80. ADDITIONAL PLAN SHEETS ARE AVAILABLE
BORING 63-6/-172-8 FOR INSPECTION IN THE BRIDGE DIVISION.
(PROJECTED) 5. PROTECT EXISTING UNDERGROUND UTILITY. BOTTOM SOIL NAIL LOCATION SHALL BE
o e T A MINIMUM DISTANCE OF 2-FEET ABOVE THE BOTTOM OF THE SOIL NAIL WALL — —— 420
— BRIDGE END BENT AND AT A MAXIMUM 10" ANGLE. (SEE CROSS SECTIONS ON SHEETS 9042
THROUGH 9049 FOR LOCATION OF UNDERGROUND UTILITY.) A
o P o 6. CRITICAL BRIDGE STRUCTURE REQUIRES ASD SOIL NAIL WALL DESIGN WITH FS-15.%___
45— JONE F4 o0 — | — 415
g//_ig/yl/AéAﬁgNENEDSLSEQ/EVS%TAYEY, ¢ PAVED DITCH (SEE NOTES 2 & 3) ;
AL g, AN o0 Sl COPING (SEE NOTES 2 & 3) i
— TOP OF WALL . —
_________________________________________________________________________________________________ B A PAVED SLOPE e |
REPAIR EXISTING SLOPE PAVING |
4/0 — - Ny | — 410
— /2 e PERMANENT CIP |
TEMPORARY /5 REINFORCED |
JONE E5 SHOTCRETE  FACING A ° CONCRETE FACING A |
= SO G s = A -
BT 1 PROPOSED JERSEY BARRIER
405 —— e e e T L s i — 405
JONE E6 |
LOOSE TO MEDIUM DENSE,SLIGHTLY CLAYEY , |
/4 APFROX.FINISHED GRADE. ™™~ PROPOSER ROADWAY o
¢ PAVED DITCH |
400 — (APPROX.) S it S — 400
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- TN N R A
---------------------------------------------------------------------------------------------------------------------------------------------------------------- meTVP7M~m~m~-~m~m~m~m-~~m~m~m~m~+~m~m~m~~ e R
- TN ] o
L1 (MAXID
ZONE A i ] -
395 — VERY SOFT, SILTY CLAY = VL EXISTING UNDERGROUND /Q A — 395
AND CLAY (CL) A ) L UTILITY B PROFPOSED BOTTOM T T
= N L (SEE NOTE 5) OF WALL AR APPROX.1 OCAT ION
- ! L % TSI %\ PILE-SUPPORTED S
] - FOUNDAT ION
SONE 15 ) L “‘\\“ \ CONCRETE LEVELING PAD (SEE NOTES 2 & 3)
300 —  VERY STIFF, SILTY CLAY AND CLAY (CL) FHISTING I JOKS - 350
—— 25  (SEE NOTE 4) | [YPICAL SECT/ON - NORTH SOIL NAIL WALL
] N 0 O L 000000000000 <
NOTICE TO CONTRACTOR: =5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
3 o | TYPICAL SECTION — NORTH SNW
- l. THE GENERALIZED SOIL PROFILE SHOWN WITH ITS VARIOUS SOIL ZONE DESCRIPTIONS AND INDICATED BOUNDARIES S
385 ZONE Z2A /S BASED UPON AN ENGINEERING AND GEOLOGICAL INTERPRETATION OF ALL AVAILABLE GEOTECHNICAL = | T-20/HWY 80 INTERCHANGE
DENSE,COMPLETELY WEATHERED, INFORMATION BY THE GEOTECHNICAL BRANCH, MDOT AND MAY NOT NECESSARILY REFLECT THE ACTUAL VARIATION L
CALCAREQUS, SLIGHT LY CLAYEY T0 CONDITIONS ENCOUNTERED IN WOVIDUAL BORINGS ARE. SHOWN ON THE BORING (OGS, THE GEOTECHMICAL REPORT &z
CLAYEY,SANDY SILT AND SILTY SAND — /4 IS AVAILABLE FOR INSPECTION THROUGH THE GEOTECHNICAL BRANCH, |- STTE NO: 63-61-172
E— W/TH SOME L/ME CONCRET/ONS (CL) 2. SOUND ENGINEERING JUDGEMENT WAS EXERCISED IN PREPARING THE SUBSURFACE INFORMATION PRESENTED ON 2 - °
THIS SHEET. THIS INFORMATION WAS PREPARED AND IS INTENDED FOR MDOT DESIGN AND ESTIMATE PURPOSES. S E /| 05 5 3 6 /3 O/I OOO
L ITS PRESENTATION ON THE PLANS OR ELSEWHERE IS FOR THE PURPOSE OF PROVIDING INTENDED USERS WITH g
PRESENTED 15, GOOD FAITH AND 13 HOT INTENDED AS A SUBSTITUTE FOR PERSONAL IWES TIGATION, INDEPENDENT S | PROJECT NO: HISP-0020-01(191
NOTE : INTERPRE TATIONS OR JUDGEMENT BY OTHERS = COUNTY : RANK IN Wo
380 - A HYDRAULIC AUTOMATIC TRIP HAMMER WAS USED TO 3. ALL STRUCTURAL DETAILS SHOWN ON THIS SHEET ARE FOR ILLUSTRATIVE PURPOSES ONLY AND MAY NOT BE v ® SNW_4
DETERMINE SPT N=VALUES. THE SPT N=VALUES SHOWN INDICATIVE OF THE FINAL DESIGN CONDITIONS SHOWN ELSEWHERE IN THE CONTRACT PLANS. i | DESIGNED: C.M.C. DETAILED: C.M.C. DRAWN: CADD SHEET NUMBER
REPRESENT NGO VALUES 4. BRIDGE PLAN PROFILE STATIONING MAY NOT BE THE FINAL DESIGN (SEE NOTICE TO CONTRACTOR NOTE 3). %% CroD v oo e P ,| 33
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MDOT-ADDENDUM


ADDENDUM STATE | PROJECT NO.
ESTIMATED SOIL STRENGTHS/A MISS. HISP-0020-01(197)
ZONE | C'(psf) | @' | ¥ (pcf) EXISTING 1-20 BRIDGE OVER HWY 80

El o | 28°| 120
Fo 0 | 30°| 120 B-5
E3 0 | 29 | 120 | e N BORING NO.63-6/-172-5 400
AL T 7 > T (PROJECTED)
e BRI FAD BET T T
"""""""""""""""""""""""""""" PAVED DITCH A o
415 — KEE LY o 3, ! ’ — 4/5
COPING (SEE NOTES 2 & 3) T " i ZONE EJ
TOP OF WALL A —W.O. H. STIFF,SLIGHTLY CLAYEY TO CLAYEY,
L SILTY 'SAND AND SANDY SILT: CONTAINS
o o SOME CLAY AND SILTY CLAY (CL) -
PAED SLOPE T ””” E / E o (EMBANKMENT FILL)
o EXISTING HP JOX42-21 g -
410 R Ay > PILE SECTIONS | ! — 13 40
SHOTCRETE FACING e
- T e e e OSSOSO SOOI
PERMANENT CIP -
REINFORCED SONE Fo
PROPOSED JERSEY BARRIER fFONGRELE DALING - DENSE, SLIGHTLY SILTY.VERY FINE
405 TO FINE SAND (SC) 405
(EMBANKMENT FILL)
- PROPOSED ROADWAY o
SHOULDER CONSTRUCTION

400 —  mmeee- S — 400
T Y PROPOSED BOTTOM OF WALL i - — &5 —

- g Ay 0 TR
— beosofmoposschodosooam-d--ood CONCRETE LEVELING PAD | | — 395

FOUNDATION T (SEE NOTES 2 & 3) ! L
AT R P ! Z0NE £3
- AL U Do o VERY STIFF,CLAYEY,SANDY,SILT;WITH SOME
— ;o o CLAYEY SILT AND SILTY CLAY INTERMIXED —
D P! 7 AT THE BASE (CL)
P L (EMBANKMENT FILL)
"""""""""""""""""""""""""""""""""""""""""""" ALLU\//UM(AL)
390 — Do | 6 FIRM, SILTY CLAY AND CLAYEY SILT WITH — S
_____________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ N somE FINE TO COARSE SAND (CL)
— P | A ZONE | —
P ' VERY STIFF TO HARD,SILTY CLAY AND CLAY (CH)
P o 29
385 — / ””” E E Z’%ER:AULIC AUTOMATIC TRIP HAMMER WAS USED TO — 385
TYPICAL SECTION - SOUTH SO/ NA/L WALL - ! DETERMINE SPT N-VALUES. THE SPT N-VALUES SHOWN
/f’ ”,,” :: :: 737 REPRESENT N60 VALUES
— ! ! “ <
NOTICE TO TRACTOR: ;o . — o
COVTRACTO NOTES: - <[ MISSISSIPPI DEPARTMENT OF TRANSPORTATION
e BASED UPON AN ENGNEERING AND GEOLOGICAL INTERPRETATION OF ALL AVAILABLE GEOTECHMICAL l.. BRIDGE DETAILS FOR INFORMATION ONLY. | | TYPICAL SECTION — SOUTH SNW
J80 — I SUBSURPACE CONDITIONS B TWEEN BORINGS AND SAWPLES. B TALED DATA AND FIELD INTERPRE TATION OF 2. PAY ITEM NO. 907-825-A001 INCLUDES PERMANENT WALL FACING, CONCRETE LEVELING [-20/HWY 80 INTERCHANGE
S AU AILABLE PO INSPECTION THROUGH THE GEOTECHMICAL aRancr, e LO0o THE CROTECHIICAL (RERORT PAD, WALL COPING, AND PAVELD DITCH. 4
2. SOUND ENGINEERING JUDGEMENT WAS EXERCISED IN PREPARING THE SUBSURFACE INFORMATION PRESENTED ON 3. PERMANENT WALL FACING, CONCRETE LEVELING PAD, WALL CORPING, AND PAVED DITCH — 23 = SITE NO: 63-61-172
— 176 PRESENTATION OF THE PLANS OF CLSEWHERE 15 FOR THE PURROSE OF PEGVIDING NTENDED USERG WITH. DESIGN AND SUBMITTALS TO BE PROVIDED WITH SOIL NAIL WALL DESIGN SUBMITTALS § '
ACCESS TO THE SAME INFORMATION AVAILABLE TO THE MDOT. THIS SUBSURFACE INFORMA TION INTERPRETATION IS IN ACCORDANCE WITH SPECIAL PROVISION SP-907-825-1"S0lL. NAIL RETAINING WALLS". o 105536/301000
PRESENTED IS GOOD FAITH AND IS NOT INTENDED AS A SUBSTITUTE FOR PERSONAL INVESTIGATION, INDEPENDENT E
INTERPRE TATIONS O JUDGEMENT BY OTHERS 4. SEE SHEET NOS. 8062-807] FOR SELECTED SHEETS FROM THE PLANS FOR THE | PROJECT NO: HISP-0020-01(191
375 7 "UADICATNE OF THE FWAL DESIGN CONDITIONS SHOWN ELSEWHERE  THE CONTRACT PLANS. ' EXISTING 720 BRIDGES OVER US 80. ADDITIONAL PLAN SHEETS ARE AVAILABLE _ =l COUNTY : RANKIN SNW=5
4. BRIDGE PLAN PROFILE STATIONING MAY NOT BE THE FINAL DESIGN (SEE NOTICE TO CONTRACTOR NOTE 3). FOR //\/SPECT/ON //\/ THE BR/DGE D/\//S/ON : DESIGNED: C.M.C DETAILED: C.M.C DRAWN: CADD SHEET NUMBER
5. CRITICAL BRIDGE STRUCTURE REQUIRES ASD SOIL NAIL WALL DESIGN WITH FS =15. A S e e '
E CHECKED: M.L.S. ISSUED: R.S.F. DATE: 06-19-14 134
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STATE PROJECT NO.

ADDENDUM MISS. HISP-0020-01(191)

SITE NO.:63-61-172 HOLE NO.: 3 FMS P.E. No.:105536/101000 REPORT NO.: SITE NO.:63-61-172 HOLE NO.:4 FMS P.E. No.:105536/101000 REPORT NO.:
COUNTY: Rankin LATITUDE:N32.278722° LONGITUDE:\W90.001344° | COMPLETION DATE0/2/1963 COUNTY: Rankin LATITUDE:N32.27908° LONGITUDE:\W90.00214° | COMPLETION DATE6/3/2014
LOCATION: |-20/Hwy 80 South Soil Nail Wall WATER TABLE ELEV:N/A LOCATION: |-20/Hwy 80 South Soil Nail Wall WATER TABLE ELEV:N/A
STATION: 652+25 OFFSET: Centerline Eastbound Lane COMPLETION DEPTH:51.5' STATION: 650+75 OFFSET: 178' Left of Centerline COMPLETION DEPTH:19.2'
BORING TYPE:Rotary Wash LOGGED BY: Curtis W Stostler SURFACE ELEVATION:398.2' BORING TYPE:Rotary Wash LOGGED BY:J. Mix SURFACE ELEVATIONZ#01.8'
& _ | § | COHESION (ksf): [1UU; OUNC; DS . _ § | COHESION (ksf): [1UU; OUNGC; DS
£ 239 — 2 g 1.5 3.0 4.5 6.0 £ 209 S ) g 1.5 3.0 4.5 6.0
- Q3| T z8 | > PL Moisture Cont. (%) LL - 93 T zZ8 | = PL Moisture Cont. (%) LL
= EZ g MATERIAL DESCRIPTION (USCS) o @ | b - Moisturegont. (%) & EL &9 MATERIAL DESCRIPTION (USCS) 5 @ E - Motstureont. (%)
n >z - ndl oz 20 40 60 80 2 > Z - ang oz 20 40 60 80
0 e FINES CONTENT (%) A R o e FINES CONTENT (%) A
0 0 20 40 60 80 S 0 20 40 60 80
] GRAY TO RED, BROWN, SANDY, SILTY CLAY § LOOSE TO MEDIUM DENSE, ORANGISH
i = 00— BROWN, SLIGHLTY CLAYEY TO CLAYEY, SILTY
I o S SAND AND SANDY SILT; CONTAINS SOME CLAY 8 e | A i el
m
I | 2 ] AND SILTY CLAY (CL)
% ,SEJ 18 A
| l <l S AL  VERY STIFF, BROWNISH GRAY, SILTY CLAY 23 Lo 1
I 1 g — ML AND CLAY WITH SOME FINE TO COARSE SAND Jontaa 060
| 1 Z S (CL) 8 |—. I A A JI/0
0 VERY STIFF, TAN, YELLOW, COMPLETELY Xl - STIFF, RED, RED AND GRAY,
S WEATHERED, LIMESTONE 29 Q S| 1 REDDISH-ORANGISH BROWN, SILTY CLAY AND 15 A
| | 2 390 — CLAY (CH)
2 S MEDIUM DENSE, BROWNISH BEIGE 13 A
I | </ - (COMPLETELY WEATHERED) CALCAREOUS, VE£24:53%
o S SLIGHTLY CLAYEY TO CLAYEY, SANDY SILT 19 — A
i | 3 1 AND SILTY SAND WITH SOME LIME
2A g S CONCRETIONS (CL) 14
© ®,p HARD, GRAYTO BROWN, SANDY, u  5/2A  (LOSTCIRCULATION @ 18) 100+
% | == FOSSILIFEROUS LIMESTONE 0 90 i 19.2' TOP OF ROCK
S STIFF, MUCKY, TAN, HIGHLY WEATHERED 14 § TOTAL DEPTH OF BORING - 19.2'
i | LIMESTONE < 380
= NOTE: A CATHEAD HAMMER WAS USED TO
i | 12C Z| 1 DETERMINE SPT N-VALUES. THE N-VALUES
oB | HARD, GRAY TO BROWN, SANDY, o SHOWN REPRESENT N.. VALUES.
- 1 |“4P |  FOSSILIFEROUS LIMESTONE 8r 1
VERY STIFF, GRAY, GREEN, LIMY, o |
- 370 FOSSILIFEROUS, GLAUCONITIC, SLIGHTLY 2
SANDY CLAY S ]
—30 2 S 92 (ZfSO
i | Bl 370
| 2D s
| |oB| HARD, GRAY TO BROWN, SANDY, =
I | |22 FOSSILIFEROUS LIMESTONE 2 ]
VERY STIFF TO HARD, GRAY, GREEN, CHALKY, 2
L 30 LIMY, SLIGHTLY GLAUCONITIC, CLAYEY SILT | -
%
IS N %—40 1
i | L 360-
2D S
| 1 STIFF TO HARD, GRAY GREEN, LIMY, §’
I | GLAUCONITIC, SANDY, CLAYEY MARL vl ]
o
m -
o 350 <0
o
50 | —50 b
s| 3 52 2
TOTAL DEPTH OF BORING - 51.5' o 350
O
NOTE: A CATHEAD HAMMER WAS USED TO T 1
DETERMINE SPT N-VALUES. THE N-VALUES z
SHOWN REPRESENT N.. VALUES. El I
o ]
o
3
s i
S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher

<]
2| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
BORING LOGS (SHEET 1 OF 5)
SOUTH SOIL NAIL WALL
2| 1-20/HWY 80 INTERCHANGE
[ SITE NO: 63-61-172
. 105536/301000

PROJECT NO: HISP-0020-01(191

6-30-14| 7~ FINES ADDED

WORK ING NUMBER
COUNTY:RANKIN SNW—8

Li| DESIGNED: C.M.C. DETAILED:C.M.C. DRAWN: CADD SHEET NUMBER
S| CHECKED: R.S.F. ISSUED: R.S.F. DATE: 06-19-14 137
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ADDENDUM

SITE NO.:63-61-172 HOLE NO.:5 FMS P.E. No.:105536/101000 REPORT NO.:
COUNTY: Rankin LATITUDE:N32.27871° LONGITUDE: \W90.00163° | COMPLETION DATE®6/3/2014
LOCATION: |-20/Hwy 80 South Soil Nail Wall WATER TABLE ELEV:N/A
STATION: 651+48 OFFSET: 6' Right of Centerline COMPLETION DEPTH:43'
BORING TYPE:Rotary Wash LOGGED BY:M. Boyett SURFACE ELEVATION#18.0'
o - @ COHESION (ksf): [JUU; OUNC; XIDS
£ Z4% 0 — 2 g 1.5 3.0 4.5 6.0
- O T ZX ; ; 0
r =4 O £z PL Moisture Cont. (%) LL
R ge! MATERIAL DESCRIPTION (USCS) FQ | W | E = ) ) |
g > F | x- nd oz 20 40 60 80
So Wae o N v
S 0 |z FINES CONTENT (%) A
e 4 a 20 40 60 80
< STIFF, ORANGISH BROWN, SLIGHLTY CLAYEY
el TO CLAYEY, SILTY SAND AND SANDY SILT;
a S CONTAINS SOME CLAY AND SILTY CLAY (CL) 13 N
2 @ 2' MEDIUM DENSE, REDDISH ORANGE, VERY
o FINE TO FINE SAND AND SOFT GRAY, S A i
Z S MAROON, ORANGISH BROWN, SANDY, SILTY WOH
Bl CLAY LAYERS
S . 12 A
I @ 6' FAT CLAY (CH) 1
2 S 13 ° N | Vo=102-0970
o
Q10 E1 :
2 S| —'| @ 10' MEDIUM DENSE, ORANGE, SLIGHTLY 17
3| CLAYEY, SILTY, VERY FINE TO FINE SAND
3 S DENSE, LIGHT ORANGISH BROWN, SLIGHTLY 29 A
</ SILTY, VERY FINE TO FINE SAND (SC)
§ S Q 26 A
ol S VERY STIFF, ORANGISH BROWN, REDDISH 23 e | A
2l 400 BROWN, CLAYEY, SANDY, SILT; WITH SOME vbesgs
m S CLAYEY SILT AND SILTY CLAY INTERMIXED AT 27 L@ 1 | A o
5l 50 THE BASE (CL)
3 S @ 16' DENSE, ORANGISH BROWN, SLIGHTLY o5 | N
€| CLAYEY, SILTY SAND WITH BROWN, GRAY AND o
; S RED SANDY SILT LAYERS 16 ® I | a
<L
& S 20 Fe——| A
Bt V6=38-56%
E S E3 17 —eo—I A
5 ¥ S AL FIRM, BROWNISH GRAY, SILTY CLAY AND CLAY 6 @ |
S| AL WITH SOME FINE TO COARSE SAND (CL)
é S @ 28' FIRM, GRAY, SILTY CLAY, WET 21 L @ LA
2| VERY STIFF TO HARD, RED, RED AND GRAY,
8 S REDDISH-ORANGISH BROWN, SILTY CLAY AND 29 A
z| CLAY (CH) Je=82.525
= S @ 30' MEDIUM DENSE, ORANGE, SILTY CLAY 37 L@ | A
%] AND GRAY CLAY
2] S @ 32' VERY STIFF, GRAY CLAY WITH SOME 35 A
B 5 ORANGE SANDY SILT
g 40
S S 23
s 1
<! ] 43' TOP OF ROCK
8 TOTAL DEPTH OF BORING - 43.0'
ol | NOTE: A CATHEAD HAMMER WAS USED TO
3l 270 DETERMINE SPT N-VALUES. THE N-VALUES
3 SHOWN REPRESENT N. VALUES.
o
ar—50 8
n
=
é, |
(@]
T i
I
O
W i
@]
L
oF 360
]
[m]
=

S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher

MDOT GEOTECH PLOTS - MS DOT LAB.GDT - 6/30/14 09:11 - D:\PROJECTS\RANKIN\105536 SR20 OVER KCS RR AND MARQUETTE ROAD\SOIL NAIL WALL\BORING LOGS AND LAB DATA\63-61-172.GPJ

STATE

PROJECT NO.

MISS. HISP-0020-01(191)

SITE NO.:63-61-172 HOLE NO.:6 FMS P.E. No.:105536/101000 REPORT NO.:
COUNTY: Rankin LATITUDE:N32.27843° LONGITUDE:\W90.00126° | COMPLETION DATE6/3/2014
LOCATION: |-20/Hwy 80 South Soil Nail Wall WATER TABLE ELEV:N/A
STATION: 652+32 OFFSET: 154' Right of Centerline COMPLETION DEPTH:21.2'
BORING TYPE:Rotary Wash LOGGED BY: M. Boyett SURFACE ELEVATIONZ00.6'
< _ | § | COHESION (ksf): [JUU; OUNC; DS
£ Z@00o —~— & g 1.5 30 45 6.0
- 9 J/Io zR > PL Moisture Cont. (%) LL
= EE Lo MATERIAL DESCRIPTION (USCS) -5 G e - Moisture ont. (%) L
W > e n@ Lz 20 40 60 80
(@)
= @ ol FINES CONTENT (%) A
. o 20 40 60 80
400 VERY SOFT, BROWNISH GRAY, SILTY CLAY
I AND CLAY WITH SOME FINE TO COARSE SAND
1S (CH) WOH | ° A |
I @ 2' VERY LOOSE, ORANGE AND BROWN VERY
] FINE SAND WITH SOME CLAY (CH) .
I S 1 @ 4' VERY SOFT, BROWN, REDDISH ORANGE WOH A 129
s CLAY (CH) 13 ° .
I MEDIUM DENSE TO DENSE, BROWNISH BEIGE
s (COMPLETELY WEATHERED) CALCAREOUS, 15
0 SLIGHTLY CLAYEY TO CLAYEY, SANDY SILT
390 AND SILTY SAND WITH SOME LIME P
S CONCRETIONS (SC-SM) 20
i s @ 10' MEDIUM DENSE, TAN AND BROWN, 7
I CLAYEY, SILTY, FINE SAND (CL)
1S 26 o |
I 'S 17 A
I S 23 ° |
P05 2A 100+
i 21.2' TOP OF ROCK
1 TOTAL DEPTH OF BORING - 21.2'
I - NOTE: A CATHEAD HAMMER WAS USED TO
i DETERMINE SPT N-VALUES. THE N-VALUES
1 SHOWN REPRESENT N. VALUES.
—30
370
—40
360 —
—50
350 —

S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher

PROJECT NO: HISP-0020-01(191

<
= o| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
BORING LOGS (SHEET 2 OF 5)
SOUTH SOIL NAIL WALL
21 [=20/7HWY 80 INTERCHANGE
g SITE NO: 63-61-1712
= 105536/301000

6-30-14 | 7% FINES ADDED

WORK ING NUMBER
COUNTY : RANK IN NS

Lif DESIGNED: C.M.C. DETAILED: C.M.C. DRAWN: SHEET NUMBER
S| CHECKED: R.S.F. ISSUED: R.S.F. DATE: 06-19-14 138
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ADDENDUM

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SITE NO.:63-61-172

HOLE NO.:7

FMS P.E. No.:105536/101000

REPORT NO.:

COUNTY: Rankin

LATITUDE:N32.27856°

LONGITUDE: \W90.0006°

COMPLETION DATE®6/4/2014

LOCATION: |-20/Hwy 80 North Soil Nail Wall

WATER TABLE ELEV:N/A

STATION: 654+20

OFFSET: 173' Right of Centerline

COMPLETION DEPTH:20'

BORING TYPE:Rotary Wash

LOGGED BY:M. Boyett

SURFACE ELEVATION#01.8'

DEPTH, ft.
ELEVATION, ft.

SAMPLES
GRAPHIC
LOG

MATERIAL DESCRIPTION (USCS)

RQD{%)

PKT PEN. (tsf)

DRY UNIT WT (pcf)

COHESION (ksf): [JUU; OUNC; XIDS
1.5 3.0 4.5 6.0

P.L Moisture.Cont. (%) L.L

20 40 60 80

FINES CONTENT (%) A
20 40 60 80

D

| —

I nun nnn nnwm

VERY SOFT, ORANGISH BROWN, REDDISH
BROWN, CLAYEY, SANDY, SILT; WITH SOME
CLAYEY SILT AND SILTY CLAY INTERMIXED AT
THE BASE (CH)

@ 2' VERY SOFT, GRAY AND ORANGISH
BROWN, SILTY CLAY WITH SOME SAND
INTERMIXED (CH)

(.

|

LOOSE TO MEDIUM DENSE, BROWNISH BEIGE
(COMPLETELY WEATHERED) CALCAREOUS,
SLIGHTLY CLAYEY TO CLAYEY, SANDY SILT
AND SILTY SAND WITH SOME LIME
CONCRETIONS (CL)

@ 6' MEDIUM DENSE, LIGHT ORANGISH
BROWN, SLIGHTLY CLAYEY, SILTY, VERY FINE
SAND (CL)

@ 12' MEDIUM DENSE, LIGHT ORANGISH
BROWN, SLIGHTLY CLAYEY, SILTY, VERY FINE
SAND WITH LIME CONCRETIONS (CL)

@ 14' MEDIUM DENSE, LIGHT ORANGISH
BROWN, FINE TO MEDIUM, SLIGHTLY CLAYEY,

WOH
WOH
12
WOH

12

15
17

19

SILTY SAND WITH LIME CONCRETIONS (CL)
@ 18' MEDIUM DENSE, ORANGISH BROWN,
SILTY SAND (SC-SM)

20' TOP OF ROCK
TOTAL DEPTH OF BORING - 20.0'

NOTE: A CATHEAD HAMMER WAS USED TO
DETERMINE SPT N-VALUES. THE N-VALUES

SHOWN REPRESENT N. VALUES.

S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher

106

STATE

PROJECT NO.

MISS.

HISP-0020-01(191)

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SITE NO.: 63-61-172

HOLE NO.:8

FMS P.E. No.:105536/101000

REPORT NO.:

COUNTY: Rankin

LATITUDE:N32.27894°

LONGITUDE: W90.00105°

COMPLETION DATE®6/4/2014

LOCATION: |-20/Hwy 80 North Soil Nail Wall

WATER TABLE ELEV:N/A

STATION:653+38

OFFSET: 8' Left of Centerline

COMPLETION DEPTH:38'

BORING TYPE:Rotary Wash

LOGGED BY:M. Boyett

SURFACE ELEVATION#419.4'

DEPTH, ft.
ELEVATION, ft.

SAMPLES
GRAPHIC
LOG

MATERIAL DESCRIPTION (USCS)

RQD{%)

PKT PEN. (tsf)

DRY UNIT WT (pcf)

COHESION (ksf): [JUU; OUNC; XIDS

1.5 3.0 4.5 6.0

P.L Moisture.Cont. (%) L.L

20 40 60 80

FINES CONTENT (%) A
20 40 60 80

D

MEDIUM DENSE, BROWNISH BEIGE, SLIGHTLY
CLAYEY, SILTY SAND AND SANDY SILT (SC)

@ 2' MEDIUM DENSE, ORANGISH BROWN WITH
GRAY, SLIGHLTY CLAYEY, SILTY, VERY FINE
TO FINE SAND (SC)

@ 4' MEDIUM DENSE, ORANGISH BRIWN AND
DARK GRAY, SLIGHTLY CLAYEY, SILTY FINE TO
MEDIUM SAND (SC)

| —

FIRM, LIGHT GRAY, MAROON, PURPLE, SILTY
CLAY AND CLAY INTERMIXED WITH SOME
SILTY SAND (ML-MH)

@ 8' MEDIUM DENSE, REDDISH ORANGE, SILTY
SAND AND ORANGISH BROWN, CLAYEY, SILTY
SAND (CL)

@ 10' LOOSE, LIGHT ORANGISH BROWN,
CLAYEY, SILTY SAND AND LIGHT PURPLE
SANDY CLAY (MH)

@ 12' FIRM, LIGHT GRAY, ORANGISH BROWN,
LIGHT PURPLE, CLAY INTERMIXED WITH
ORANGE, CLAYEY, SILTY SAND (ML)

LOOSE TO MEDIUM DENSE, RED, SLIGHTLY
CLAYEY SILTY, VERY FINE TO MEDIUM SAND
(SC-SM)

@ 14' LOOSE, REDDISH ORANGE, SILTY SAND

N nonnnnnnnnnn nnon

VERY SOFT TO VERY STIFF, RED, RED AND
GRAY, REDDISH-ORANGISH BROWN, SILTY
CLAY AND CLAY (CL)

@ 20' VERY SOFT, GRAY CLAY WITH ORANGE,
SILTY SAND (CH)

@ 22' VERY STIFF, BROWN CLAY AND
ORANGE, SILTY SAND (CH)

@ 26' VERY STIFF, GRAY, ORANGE AND
BROWN SANDY, SILTY CLAY INTERMIXED WITH
REDDISH ORANGE, SILTY SAND (CL)

@ 30' VERY STIFF, ORANGE CLAY AND DARK
GRAY, BROWN AND ORANGE, CLAYEY,
COARSE SANDY, SILT (CL)
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DENSE, BROWNISH BEIGE (COMPLETELY
WEATHERED) CALCAREOUS, SLIGHTLY
CLAYEY TO CLAYEY, SANDY SILT AND SILTY
SAND WITH SOME LIME CONCRETIONS (CL)
@ 32' DENSE, LIGHT ORANGISH BROWN,
CLAYEY, FINE TO MEDIUM SAND (CL)

@ 34' MEDIUM DENSE, BROWN, GRAY WITH
BLACK, SILTY, FINE TO MEDIUM SAND (CL)

38' TOP OF ROCK
TOTAL DEPTH OF BORING - 38.0'

NOTE: A CATHEAD HAMMER WAS USED TO
DETERMINE SPT N-VALUES. THE N-VALUES

SHOWN REPRESENT N. VALUES.

S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher
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ADDENDUM

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SITE NO.:63-61-172

HOLE NO.:9

FMS P.E. No.:105536/101000

REPORT NO.:

COUNTY: Rankin

LATITUDE:N32.27917°

LONGITUDE: \W90.0015°

COMPLETION DATE®6/4/2014

LOCATION: |-20/Hwy 80 North Soil Nail Wall

WATER TABLE ELEV:N/A

STATION: 652+57

OFFSET: 138’ Left of Centerline

COMPLETION DEPTH:15'

BORING TYPE:Rotary Wash

LOGGED BY:M. Boyett

SURFACE ELEVATION397.8'

STATE

PROJECT NO.

MISS.

HISP-0020-01(0191)

iy _ G| COHESION (ksf): [1UU; OUNC; DS
£ Z@0 0 —~— £ g 1.5 3.0 4.5 6.0
T = IO Zs | Z PL Moisture Cont. (%) LL
F EL20 MATERIAL DESCRIPTION (USCS) Fo W E = oo ) L
5 S22 x- ag o | Z 200 40 60 80
5 2°° TR s FINES CONTENT (¢
m oz (%) A
. O 20 40 60 80
VERY SOFT T O FIRM, ORANGISH BROWN,
I ] REDDISH BROWN, CLAYEY, SANDY, SILT; WITH
S SOME CLAYEY SILT AND SILTY CLAY 8 e | a |
I ] INTERMIXED AT THE BASE
@ 2' FIRM, GRAY AND ORANGE, SILTY CLAY L e a
1S E3  WITH SOME SAND INTERMIXED (CL) WOH o
i S @ 4 VERY SOFT, GRAY AND ORANGISH 12 T i
290 BROWN, CLAY WITH ORANGE SILT (CL)
I S| 4 | VERYSOFTTOSTIFF, RED, RED AND GRAY, WOH | ° A 1106
o ' | REDDISH-ORANGISH BROWN, SILTY CLAY AND
S CLAY (CH) 3 ° : N
| @ 6' STIFF, ORANGE AND GRAY CLAY (CH)
i 3 @ 8 VERY SOFT, REDDISH ORANGE, SILTY . N
Tiga LCavH)
I £A | LOOSE, BROWNISH BEIGE (COMPLETELY

WEATHERED) CALCAREOUS, SLIGHTLY
CLAYEY TO CLAYEY, SANDY SILT AND SILTY
SAND WITH SOME LIME CONCRETIONS (CL)
@ 10' LOOSE, LIGHT ORANGISH BROWN,
SLIGHTLY CLAYEY, SILTY, FINE TO MEDIUM
SAND WITH LIME CONCRETIONS (CH)

@ 14' LOOSE, ORANGISH BROWN, CLAYEY

- SILT (CL)

15' TOP OF ROCK
TOTAL DEPTH OF BORING - 15.0'

i NOTE: A CATHEAD HAMMER WAS USED TO
DETERMINE SPT N-VALUES. THE N-VALUES

SHOWN REPRESENT N. VALUES.

S: Split Spoon, T: Shelby Tube, C: Rock Core, P: Pitcher
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