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PAVEMENT MARKING DETAILS FOR 2-LANE AND 4-LANE DIVIDED HIGHWAYS

TITLE AND LAYOUT SHEET (1)

TEMPORARY STRIPING FOR TRAFFIC CONTROL 2-LN. AND 4-LN DIVIDED HIGHWAYS.

DETAILED INDEX  (1)

PM-1

TCP-15

HIGHWAY SIGN AND BARRICADE DETAILS FOR CONSTRUCTION PROJECTS

TCP-11TRAFFIC CONTROL PLAN MOBILE OPERATIONS MULTILANE ROADS AND TWO LANE ROADS
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6263

TYPICAL SECTION SHEETS (1)

WK9
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TCP-14

TS-1 4

GENERAL NOTES (1) GN-1 3

Estimated Quantities for Traffic Control Signing
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19Detail of Construction Signing DCS-1

21

Typical Section-Mainline 2 Lane Section

6

7EQ-1

20

Typical for Raised Pavement Markers (Placed on side road radius) 

WK5

WK6

WK7
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Traffic Control Details ( Drum Placement & Shoulder Closure ) TCP-SC

GR-1B 6182GUARDRAIL: "W" BEAM (STEEL POSTS)

GUARDRAIL: TYPICAL INSTALLATION AT BRIDGE APPROACHES FOR 2-LANE, 2-WAY HIGHWAY

Estimated Quantities for Guardrail

GR-HW

SN-8C 6236

6202GUARDRAIL: MISCELLANEOUS HARDWARE

TYPICAL GUARDRAIL DELINEATION

TRAFFIC CONTROL PLAN WITH FLAGGER (ONE-LANE CLOSURE OF TWO-WAY TRAFFIC)

TRAFFIC CONTROL PLANS UNEVEN PAVEMENT DETAILS

Summary of Estimated Quantities

Estimated Quantities for Milling, Asphalt, and Granular Material

TCPQ-1
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SHORT DURATION CLOSING OF TWO-LANE TWO-WAY HIGHWAYS TCP-8 6257

6120

6260

6264

583+24

813+00

8

23

SDTCP-10

Location of R16-3 Signs

822+46.743

25MISCELLANEOUS TYPICAL SECTION DETAILS TWO-WAY TRAFFIC MASC-1

STOP SIGN RUMBLES SSR-1 26

DETAILED INDEX

SPECIAL DESIGN SHEETS (8)

DETAILED INDEX

STANDARD DRAWINGS (10)

GUARDRAIL: "W" BEAM (WOOD POST) GR-1 6180
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COUNTY:

PROJ. NUM.:

FMS CON: 305275/301000                    

REVISIONS

DATE SHEET NO. BY

PS & E PLANS-DATE.........

FMS CON. # 305275/301000

                               

 6/17/14
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 5 & 19

6/4/14

6/9/14 MA

 5

DISTRICT 7

rgilliam
MDOT-1st Order



1

2

3

4

5

PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE DESIGNATED ON THE

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION

6

7

8

AS NECESSARY TO FIT FIELD CONDITIONS.

TRAFFIC CONTROL PLANS ARE APPROXIMATE AND MAY BE ADJUSTED

THE LOCATION AND SPACING OF SIGNS AS SHOWN ON THE

PAY ITEMS.

SHALL BE REMOVED AND RESET BY THE CONTRACTOR; COST TO BE ABSORBED IN OTHER

ALL SIGNS AND DELINEATORS THAT CONFLICT WITH THE CONSTRUCTION OF THIS PROJECT

ALL LOCAL ROADS TO BE PAVED TO THE R.O.W. LIMITS, OR AS DIRECTED.

THE LIMITS OF THE R.O.W.

ALL RAMPS AND DRIVEWAYS TO BE PAVED TO THE SHOULDER LINE, MINIMUM, OR FURTHER, AS DIRECTED WITHIN 

SURFACE; COST TO BE ABSORBED IN OTHER PAY ITEMS.

EXISTING SHOULDER AT SUFFICIENT INTERVALS TO PREVENT POOLING OR STANDING WATER ON MILLED

WHERE MILLING OF THE ROADWAY IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE

9

10

11

12

BE PLACED IN THE SAME LOCATION AND LAYOUT AS PERMANENT STRIPE.

OVERLAYING OPERATION; OR PRIOR TO OPENING THE AREA TO TRAFFIC. TEMPORARY STRIPING SHALL

TEMPORARY STRIPING IS REQUIRED IMMEDIATELY AFTER MILLING, PRELIMINARY LEVELING, AND

  GN-1  

COVINGTON

MP-7532-16(005)

MP-7532-16(005)

GENERAL  NOTES

16

REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR

CONSTRUCTION. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY

AS SIGNS, PIPES, INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH

13

14 THE BOP AND EOP WILL REQUIRE 1 1/2" OF MILLING.

15

(1 @ 1.5" AND 1 @ 2.5")

FOLLOWING THE MILLING OPERATIONS.

BE PLACED IN TWO LIFTS. THE 2.5" LIFT OF ASPHALT WILL BE PLACED IMMEDIATELY

THE BRIDGE ENDS WILL REQUIRE 4" OF MILLING. SEE SHEET TS-1. THE ASPHALT WILL

BE ABSORBED IN OTHER PAY ITEMS.

THE CONTRACTOR SHALL REMOVE EXISTING PAVEMENT MARKERS PRIOR TO PLACING ASPHALT; COST TO

ABSORBED IN OTHER PAY ITEMS.

PAINTED ( TWO APPLICATIONS ) WITH WHITE TRAFFIC PAINT AND TRAFFIC BEADS; COST SHALL BE

ALL ASPHALT AND CONCRETE CURBS ALONG THE LOCAL ROADS FROM B.O.P. TO E.O.P. SHALL BE

BE REMOVED AS DIRECTED BY THE ENGINEER; COST TO BE ABSORBED IN OTHER PAY ITEMS.

IF THE ASPHALT CURB ALONG THE LOCAL ROAD IS SEVERELY DAMAGED. THE ENTIRE ASPHALT CURB WILL 
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PROJ. NUM.:

FMS CON: 305275/301000                    

WITH THE MUTCD (LATEST EDITION).

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY

REQUIRED. SEE SHEET GR-4A MOD.

FOR CONSTRUCTION OF GUARD RAIL PADS, 3.0" OF 9.5 MM ASPHALT AND 3.0" OF EXCESS EXCAVATION SHALL BE 

GENERAL NOTES

MATERIAL BY LIGHTLY BLADING OR CLOSELY MOWING; COST TO BE ABSORBED IN OTHER PAY ITEMS.

THE GRASS ON EXISTING SHOULDERS SHALL BE REMOVED PRIOR TO THE PLACEMENT OF SHOULDER


