
S E C T I O N   9 0 5  --  P R O P O S A L   (CONTINUED) 
 
I (We) further propose to execute the attached contract agreement (Section 902) as soon as the work is awarded to me (us), and 
to begin and complete the work within the time limit(s) provided for in the Specifications and Advertisement.  I (We) also 
propose to execute the attached contract bond (Section 903) in an amount not less than one hundred (100) percent of the total of 
my (our) part, but also to guarantee the excellence of both workmanship and materials until the work is finally accepted. 
 
I (We) enclose a certified check, cashier's check or bid bond for  five percent (5%) of total bid  and hereby agree that in 
case of my (our) failure to execute the contract and furnish bond within Ten (10) days after notice of award, the amount of this 
check (bid bond) will be forfeited to the State of Mississippi as liquidated damages arising out of my (our) failure to execute the 
contract as proposed.  It is understood that in case I am (we are) not awarded the work, the check will be returned as provided in 
the Specifications. 
 
Bidder acknowledges receipt of and has added to and made a part of the proposal and contract documents the following 
addendum (addenda): 

     ADDENDUM NO.  1     DATED 11/21/2014      ADDENDUM NO.        DATED       
     ADDENDUM NO        DATED            ADDENDUM NO.        DATED       

 
Number  Description  TOTAL ADDENDA:   1  

(Must agree with total addenda issued prior to opening of bids) 
 
Respectfully Submitted,   
 

DATE   

  
 Contractor 

BY   
 Signature 

TITLE   

ADDRESS   

CITY, STATE, ZIP   

PHONE   

FAX   

E-MAIL   

1 Revised Table of Contents, Added SP 907-601-1; 
EBS Amendment Download Required 

        

        

        

  

 
(To be filled in if a corporation) 
 

Our corporation is chartered under the Laws of the State of    and the names, 
titles and business addresses of the executives are as follows: 
 
  
 President Address 

  
 Secretary Address 

  
 Treasurer Address 
 
The following is my (our) itemized proposal. 
 SP-0002-06(027) / 106908301           Lee  County(ies) 
Revised 09/21/2005 
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-601-1 CODE:  (IS) 
 
DATE: 08/29/2007 
 
SUBJECT: Structural Concrete 
 
Division 600, Incidental Construction, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows: 
 
After the heading DIVISION 600 - INCIDENTAL CONSTRUCTION, add the following: 
 
Unless otherwise specified, all testing of Portland cement concrete in Division 600 shall be in 
accordance with the requirements of Subsection 907-601.02.1. 
 
907-601.02--Materials. 
 
907-601.02.1--General.  Delete the second and third sentence of the first paragraph of Subsection 
601.02.1 on page 348, and substitute the following: 
 
Sampling and testing will be in accordance with TMD-20-04-00-000 or TMD-20-05-00-000, as 
applicable. 
 
907-601.03.6.3--Removal of Falsework, Forms, and Housing.  Delete the first paragraph, the 
table and second paragraph of Subsection 601.03.6.3 on pages 349 and 350, and substitute the 
following: 
 
The removal of falsework, forms, and the discontinuance of heating, shall be in accordance with the 
provisions and requirements of Subsection 907-804.03.15, except that the concrete shall conform to 
the following compressive strength requirements: 
 

Wingwall and Wall Forms not Under Stress  .....................  1000 psi 
Wall Forms under Stress  ...................................................  2200 psi 
Backfill and Cover clear  ....................................................  2400 psi 

 
In lieu of using concrete strength cylinders to determine when falsework, forms, and housings can 
be removed, an approved maturity meter may be used to determine concrete strengths by inserting 
probes into concrete placed in a structure.  The minimum number of maturity meter probes required 
for each structural component shall be in accordance with Subsection 907-804.03.15.  Procedures 
for using the maturity meter and developing the strength/maturity relationship shall follow the 
requirements of Subsection 907-804.03.15.  Technicians using the maturity meter or calculating 
strength/maturity graphs shall meet the requirements of Subsection 907-804.03.15. 
 
907-601.05--Basis of Payment.  Add the “907” prefix to the pay items listed on page 352. 
 




