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STATE | PROJECT NO.

G E N E R AL N OTES MISS. [ HSIP-0056-01(@77)

@ FOR A LIST OF PUBLIC UTILITIES, SEE BELOW. @ CONES SHALL BE NARROW PROFILE WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM WEIGHT OF TEN (10)
POUNDS. CONES USED IN SPEED ZONES EQUAL TO OR GREATER THAN 45 MPH SHALL BE NARROW PROFILE

WITH A MINIMUM HEIGHT OF 28 INCHES AND A MINIMUM WEIGHT OF FIFTEEN (15) POUNDS. ALL CONES SHALL BE
(2) THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY APPROVED BY THE ENGINEER PRIOR TO USE.

BE ADJUSTED AS NECESSARY TO FIT THE FIELD CONDITIONS.

@ BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NO LONGER BE MAILED.

(3) FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT ALL ADDENDA FOR THIS PROJECT WILL BE POSTED T0 WWW MBOT MS GOV UNDER THE PROPOSAL ADDENDA
FOR THOSE DESIGNATED ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND: COLUMN. IT IS THE BIDDER'S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAVE BEEN POSTED FOR
THIS PROJECT. PLEASE CONTACT CONTRACT ADMINISTRATION DIVISION AT 601-359-7700 FOR ANY QUESTIONS
() VOIDS CREATED BY THE REMOVAL OF, BUT NOT LIMITED TO, POSTS, CONCRETE ANCHORS, AND FOOTINGS SHALL REGARDING ELECTRONIC ADDENDA.

BE BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS

FOR ROAD AND BRIDGE CONSTRUCTION. 13)  ANY ADDITIONAL TRAFFIC SIGNAL ITEMS, WHERE NOT SPECIFED ON THE PLANS, THAT WILL BE REQUIRED TO GET
THE VEHICLE LOOP ASSEMBLIES AND VEHICLE DETECTION UNITS IN PROPER WORKING ORDER, SUCH AS DETECTOR

@ ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER AMPLIFIERS, PULL BOXES, CONDUIT, ETC., WILL BE COST ABSORBED.

SUITABLE MATERIAL.

@ UTILITIES ON THE DRAWINGS ARE SHOWN IN THEIR ORIGINAL LOCATION BASED UPON THE BEST INFORMATION
AVAILABLE TO THE ENGINEER. UTILITIES THAT WERE FOUND TO BE IN CONFLICT WITH CONSTRUCTION HAVE
BEEN RELOCATED. PERMITS ARE ON FILE WITH THE DEPARTMENT SHOWING THE APPROXIMATE LOCATION OF
UTILITIES RELOCATED WITHIN THE RIGHT-OF-WAY. THE ENGINEER CANNOT AND DOES NOT WARRANT THAT THIS
INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED
UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

@ IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING STRUCTURES SUCH AS PIPES,
INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. EXTREME
CARE SHALL BE EXERCISED IN UNDERCUT AREAS AND THE UNDERCUT DEPTH MAY BE ADJUSTED AT CROSS
DRAINS, AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY
THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE
MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

PLAN
ROADWAY DESIGN DIVISION
MISSISSIPPI DEPARTMENT OF TRANSPORTATION

WORK FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE VICINITY OF TRAFFIC AND ADJACENT
PROPERTIES. THEREFORE, THE RISK OF A FAILURE OCCURRING DURING THE EXCAVATION REQUIRES THAT
EXTREME CAUTION BE EXERCISED. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PLACE WHAT BRACING,
SHORING, OR GROUND SUPPORT SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A FAILURE AND PROTECT
THE PERSONS WORKING NEAR THE EXCAVATION, THE PUBLIC THAT MAY BE ABOVE THE EXCAVATION, OR ANY
STRUCTURE ADJACENT TO THE EXCAVATION. ALL COSTS FOR ANY PROTECTIVE MEASURES, INCLUDING THE
MATERIALS AND LABOR FOR DESIGNING, DRAWING AND CONSTRUCTING THE FACILITY, SHALL BE INCLUDED
IN THE PRICE BID FOR CONTRACT ITEMS.

@ THE CONTRACTOR, AS DIRECTED BY THE ENGINEER, IS TO REMOVE, OR REMOVE AND RESET, ANY SIGNS WHICH
ARE IN CONFLICT WITH CONSTRUCTION (NOT A SEPARATE PAY ITEM).

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHOULD COMPLY WITH PART VI OF THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION.

~| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
GENERAL NOTES

GENERAL NOTES. DGN

PUBLIC UTILITIES — HINDS AND RANKIN COUNTY SR 25 (LAKELAND DRIVE)
| MISSISSIPPI ONE CALL CITY OF FLOWOOD WATER & SEWER ENTERGY COMCAST CABLE CENTERPOINT GAS § TRAFFIC SIGNAL PROJECT
3 800.227.6477 OR 8—1-1 601.936.3186 800.368.3749 601.982.0922 601.936.0222 ;
) PROJ NO: HSIP-0056-01@771) WORKING NUMBER
CITY OF JACKSON WATER & SEWER SOUTHERN ELECTRIC ATMOS ENERGY AT&T PHONE SERVICE COUNTY: HINDS/RANKIN GN-1
| 601.960.2090 601.939.2333 601.961.6812 866.620.6900 I FILENAVE: ON-Lagr SHEET NOVEER
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