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GPS CONTROL NOTES

HORIZONTAL DATUM: NAD MS ZONE (US SURVEY FEET)

HORIZONTAL MONUMENT NORTH

VERTICAL DATUM: NAVD (US SURVEY FEET)

VERTICAL MONUMENT ELEVATION

ALL AZIMUTHS AND DISTANCES ARE GRID VALUES, US SURVEY FEET
CONVERSION VALUES PROJECT AVERAGE

GROUND TO GRID (COMBINED) FACTOR
GRID TO GEODETIC AZIMUTH
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(APPROX. MIDDLE OF PROJECT)
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PERMITS ACQUIRED BY MDOT

WETLANDS AND WATERS PERMITS
(NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY):

WATERS WETLANDS

NATIONWIDE #14 [] []

NATIONWIDE (OTHER)* D D

GENERAL* D D
INDIVIDUAL (404)* D D

* ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR

STORMWATER PERMIT D

Y REQUIRED, CNOI SUBMITTED BY MDOT
(DISTURBED AREA=5 ACRES)

REQUIRED, SCNOITO BE SUBMITTED BY
CONTRACTOR (1 TO 4.99 ACRES)

N NO STORMWATER PERMIT REQUIRED (<1 ACRE)
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CENERAL NOTES:S

ALL NEW LIGHTING ASSEMBLIES WILL BE INSTALLED ON NEW FOUNDATIONS. NEW
FOUNDATIONS WILL BE LOCATED BY THE CONTRACTOR AND APPROVED BY THE
ENGINEER PRIOR TO INSTALLATION.

ALL QUANTITIES SHOWN FOR BRANCH CIRCUIT ARE APPROXIMATE AND MAY NOT
REFLECT LENGTHS REQUIRED BY THE TERRAIN IN THE FIELD.

THE CONTRACTOR MAY FIND IT NECESSARY TO CONSTRUCT TEMPORARY RAMPS OR
ROADWAYS FOR CONSTRUCTION. THESE MAY BE DONE AT THE APPROVAL OF THE
ENGINEER (NOT A SEPARATE PAY ITEM). WHEN NO LONGER REQUIRED, THE RAMPS OR
ROADWAYS ARE TO BE REMOVED AND THE AFFECTED AREA) GRASSED AND GROWTH
ESTABLISHED (NOT A SEPARATE PAY ITEM). ALL TRAFFIC CONTROL DEVICES REQUIRED
FOR COMPLIANCE WITH THE MUTCD SHALL BE PROVIDED BY THE CONTRACTOR. COST
T0 BE INCLUDED IN PAY ITEM 9@07-618-A001, MAINTENANCE OF TRAFFIC,

[T SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROTECT EXISTING
STRUCTURES SUCH AS PIPES, INLETS, APRONS, BRIDGES, ETC., FROM DAMAGE WHICH
MIGHT OCCUR DURING CONSTRUCTION., THE CONTRACTOR SHALL REPLACE OR REPAIR,
AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF
THE CONTRACT. NO PAYMENT SHALL BE MADE FOR REPLACEMENT OR REPAIR OF
DAMAGED TTEMS,

WHERE THE CONTRACTOR ENCOUNTERS PAVED DITCHES IN ROUTING OF BRANCH
CIRCUITS, HE WILL JACK OR BORE UNDER DITCHES. THIS IS NOT A SERPARATE
PAY ITEM. DAMAGE TO PAVED DITCHES (AND/OR OTHER STRUCTURES) CAUSED
BY THE CONTRACTOR DURING THIS PROJECT SHALL BE REPAIRED (AS DIRECTED
BY THE ENGINEER) AT NO COST TO THE STATE.

ANY AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED BY THE
CONTRACTOR (TO INCLUDE GRASSING AND SITE GRADING) AS DIRECTED BY
THE ENGINEER. CONTRACTOR SHALL PROVIDE TEMPORARY EROSION CONTROL
FOR DISTURBED AREAS UNTIL THEY HAVE BEEN GRASSED AND GROWTH
FSTABLISHED. NOT A SEPARATE PAY ITEM. CONTRACTOR REQUIRED TO SUBMIT
FROSION CONTROL METHODS TO BE APPROVED BY THE ENGINEER.

EXISTING UNDERGROUND UTILITY LINES ARE SHOWN ON THE DRAWINGS BASED
JPON THE BEST INFORMATION AVAILABLE TO THE ENGINEER. THE ENGINEER
CANNOT AND DOES NOT WARRANT THAT THIS INFORMATION IS COMPLETE OR
ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED
JTILTITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN
ADVANCE OF CONSTRUCTION. CONTRACTOR MUST COORDINATE THE LOCATION
OF UNDERGROUND LINES (SIGNALS AND LIGHTING) WITH TURPELO WATER

AND LIGHT.

THE COST OF DISPOSING OF MATERIALS DEEMED EXCESS EXCAVATION BY
THE ENGINEER SHALL BE ABSORED FOR PAYMENT IN OTHER ITEMS.

CONTRACTOR SHALL PROVIDE TOUCH UP GALVANIZING SUPPLIED BY POLE
MANUFACTURER TO MATCH POLE FINISH.

METAL POLES SHALL BE SHIPPED TO SITE LOCATION SECURED WITH NYLON
OR OTHER SUITABLE TIE DOWN MEANS TO PREVENT DAMAGE TO POLE
SURFACE. CABLE OR CHAIN LASHINGS ARE NOT TO BE USED.

Q0 @ ©

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND
TRAFFIC CONTROL SIGNS, EXCERPT FOR THOSE DESIGNATED IN PLANS TO BE
BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL
PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT
FIELD CONDITIONS,

WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE
IMMEDIATE VICINITY OF TRAFFIC AND ADJACENT PROPERTIES. THEREFORE, THE
RISK OF A FAILURE OCCURING DURING EXCAVATION REQUIRES THAT EXTREME
CAUTION BE EXERCISED. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY

T0 PLACE WHAT BRACING, SHORING OR GROUND SUPPORT SYSTEM THAT IS
DEEMED NECESSARY TO PREVENT A FAILURE AND PROTECT THE PERSONS
WORKING NEAR THE EXCAVATION. ALL COSTS FOR DESIGNING, DRAWING AND
CONSTRUCTING THE FACILITY SHALL BE INCLUDED IN THE BID FOR

CONTRACT ITEMS.

A TREMIE SHALL BE USED TO PLACE CONCRETE FOR FOUNDATIONS.

THE LOWERING DEVICE SHALL BE HOLOPHANE TYPE LD-5

THE LUMINAIRES SHALL BE HOLOPHANE TYPE HMST-CIOHP-48-9-F2 OR EQUAL

WORK REQUIRING SHORT DURATION CLOSURE OF ALL LANES ON US-78 OR US-45

SHALL BE DONE IN ACCORDANCE WITH THE NOTICE TO BIDDERS.

JTILTTIES:

Tupelo Water & Light

Tennessee Valley AuThoritTy
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L EGEND:

O
HA-18 LIGHTING ASSEMBLY DESIGNATION AND CIRCUIT NO.
O
0° 130 POLE, 8 - 1000 WATT H.P.S. LUMINATRES (TYPE 130-8-5S)

HA-8, 9 “(B)° LIGHTING ASSEMBLY DESIGNATION AND CIRCUIT NO.
1 ©° 130" POLE, 5 - 1000 WATT H.P.S. LUMINAIRES (TYPE 130-5-S)

HA-19 %52? L TGHTING ASSEMBLY DESIGNATION AND CIRCUIT NO.
3" ° 180’ POLE, 5 - 1808 WATT H.P.S. LUMINAIRES (TYPE 100-5-S)
HA=20  o(Dro LIGHTING ASSEMBLY DESIGNATION AND CIRCUIT NO.
38 130’ POLE, 4 - 1000 WATT H.P.S. LUMINAIRES (TYPE 100-4-S)
P u6 UNDERGROUND POWER
T UNDERGROUND TELEPHONE LINE
" UNDERGROUND WATER LINE
G & UNDERGROUND GAS LINE
P OVERHEAD POWER LINE
SPE> : SECONDARY POWER CONTROLLER
PR UNDERGROUND PULL BOX
JB UNDERGROUND JUNCTION BOX
PyC ~ POLYVINYL CHLORIDE
THW ~ THERMOPLASTIC HEAT AND MOISTURE RESISTANT
CIR ~ CIRCUIT
1.E.S. ~ ILLUMINATING ENGINEERING SOCIETY
A3 ~ LIGHTING ASSEMBLY - NUMBER
0.C. ~ ON CENTER
AW.G. ~ AMERICAN WIRE GAUGE
LT ~ LINEAR FOOT
MDOT ~ MISSISSIPPI DEPARTMENT OF TRANSPORTATION
o ~ CENTERLINE
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