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MISSISSIPPI ONE CALL: 1-800-227-6477 OR 811

MDOT: DISTRICT 5 OFFICE, 601-683-3341
WHITFIELD PROJECT OFFICE, 6@01-354-6358
ITS, 601-359-1993

Comcast:
Gary Carlson
Phone: 601-832-3668

AT&T:

Buddy Turpin

Phone (office): 6@01-829-3911
Phone (mobile): 6@1-26@0-9491

Centerpoint Energy:
Dale Williams
Phone: 601-936-0260 ext.234

Canton Municipal Utilities:
Kyle Canoy

Phone (office): 6@01-855-5460
Phone (mobile): 6@1-859-2921

Entergy:

Clay Carlock

Phone (office): 6@01-925-6506
Phone: (mobile): 601-201-5119

PearlRiver Water Supply District:
Tommy Jackson
Phone: 601-856-6574
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GENERAL NOTES

THIS PROJECT INVOLVES TRAFFIC SIGNALS UTILIZING A FLASHING YELLOW ARROW (FYA) INDICATION FOR PROTECTED/PERMISSIVE
LEFT TURNS, AS OUTLINED IN CHAPTER 4D OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). THE WORK
INCLUDES, BUT IS NOT LIMITED TO, INSTALLATION OR REPLACEMENT OF SIGNAL HEADS, WIRING, CONDUITS, MAST ARM POLES AND
CONTROLLER CABINET FACILITIES AT THE LOCATIONS SHOWN IN THE PLANS. INSTALLATION OR MODIFICATIONS OF CONTROLLER
CABINETS SHALL INCLUDE FURNISHING, INSTALLING AND CONFIGURING ALL EQUIPMENT NECESSARY AND, WHEN NECESSARY,
CONVERSION TO THE FYA “COMPACT MODE” FOR 12-LOAD-BAY CABINET FACILITIES. SEE THE NOTICE TO BIDDERS REGARDING
SOLID STATE ACTUATED CONTROLLERS FOR ADDITIONAL DETAILS.

THE LOCATION AND SPACING OF SIGNS ARE APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS. TO BE
APPROVED BY THE ENGINEER.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH THE MUTCD (LATEST EDITION).
ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE MATERIAL.

WITHIN THIRTY (30) DAYS FOLLOWING THE NOTICE TO PROCEED, THE CONTRACTOR SHALL PREPARE AND SUBMIT AN INSTALLATION
PLAN TO THE ENGINEER FOR REVIEW AND APPROVAL. THE PLAN SHALL INCLUDE A SUMMARY OF HOW THE CONTRACTOR
PROPOSES TO PHASE THE WORK, HOURS AND TIMES OF DAY REQUESTED FOR SIGNAL DOWN TIME, AND THE OVERALL APPROACH
TO THE CABINET AND SIGNAL MODIFICATIONS.

SEE NOTICE TO BIDDERS FOR IMPORTANT LANE CLOSURE RESTRICTIONS APPLICABLE TO THIS PROJECT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING STRUCTURES SUCH AS, BUT NOT LIMITED TO, PIPES, INLETS,
APRONS, BRIDGES, EXISTING SIGNAL EQUIPMENT AND FIBER OPTIC CABLE FROM DAMAGE WHICH MIGHT OCCUR DURING
CONSTRUCTION. THE CONTRACTOR SHALL REPLACE OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED
DURING THE LIFE OF THE CONTRACT. NO PAYMENT WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

DURING ALLOWABLE SIGNAL DOWN TIMES, THE CONTRACTOR WILL BE REQUIRED TO MAINTAIN OPERATION OF THE INTERSECTION WITH

ASSISTANCE FROM LOCAL LAW ENFORCEMENT UNLESS OTHERWISE APPROVED BY THE ENGINEER. THE COST OF UTILIZING LOCAL
LAW ENFORCEMENT WILL BE ABSORBED IN PAY ITEM 618-A MAINTENANCE OF TRAFFIC.

ALL TRAFFIC CONTROL DEVICES INSTALLED ON THIS PROJECT SHALL COMPLY WITH THE MUTCD (LATEST EDITION).

THE LOCATION AND SPACING OF WORK ZONE TRAFFIC CONTROL SIGNS, AS SHOWN ON WORKING NOS. TSD-7 AND CS-1 ARE
APPROXIMATE AND MAY BE ADJUSTED AS NECESSARY TO FIT FIELD CONDITIONS.

ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE MATERIAL.

ALL POLES, PULLBOXES AND CONTROLLERS SHALL BE FIELD LOCATED BY THE ENGINEER AND THE CONTRACTOR AT THE NEAREST
PRACTICAL LOCATION INDICATED ON PLAN SHEETS.

EXTEND POLE FOUNDATIONS TO APPROXIMATELY 3 INCHES ABOVE THE SHOULDER ELEVATION OR THE TOP OF THE CURB ELEVATION.

VOIDS CREATED BY THE REMOVAL OF, BUT NOT LIMITED TO, POSTS, CONCRETE ANCHORS, AND FOOTINGS SHALL BE BACKFILLED
AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION.

ALL RAISED OBJECTS TO BE PLACED A MINIMUM OF 2.0 FEET BEHIND FACE OF CURB. NEW TRAFFIC POLES TO BE PLACED A
MINIMUM OF 8.0 FEET BEHIND FACE OF CURB UNLESS WRITTEN PERMISSION IS AUTHORIZED BY ENGINEER. PLACEMENT OF
RAISED OBJECTS AND NEW POLES SHALL CONFORM TO A.D.A. REQUIREMENTS AND AASHTO ROADSIDE DESIGN GUIDE CLEAR
ZONE STANDARDS.

THE COST OF DISPOSING OF ALL UNUSED OR REMOVED MATERIALS SHALL BE ABSORBED FOR PAYMENT IN OTHER ITEMS.

WORK ON STRUCTURES FOR THIS PROJECT REQUIRES EXCAVATION IN THE IMMEDIATE VICINITY OF TRAFFIC AND ADJACENT
PROPERTIES. THEREFORE, THE RISK OF A FAILURE OCCURRING DURING EXCAVATION REQUIRES THAT EXTREME CAUTION BE
EXERCISED. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING WHAT BRACING, SHORING, OR GROUND SUPPORT
SYSTEM THAT IS DEEMED NECESSARY TO PREVENT A FAILURE AND PROTECT THE PERSONS WORKING NEAR THE EXCAVATION,
THE PUBLIC THAT MAY BE ABOVE THE EXCAVATION OR ANY STRUCTURES ADJACENT TO THE EXCAVATION. ALL COSTS FOR
DESIGNING, DRAWING, AND CONSTRUCTING THE FACILITY SHALL BE INCLUDED IN THE PRICE BID FOR CONTRACT ITEMS.

SOME WORK |S REQUIRED OUTSIDE THE PROJECT LIMITS. NO ADDITIONAL COMPENSATION WILL BE MADE FOR SUCH WORK EXCEPT
AS PROVIDED BY SPECIFIC PAY ITEMS INCLUDED IN THE PLANS.

ANY AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED BY THE CONTRACTOR (TO INCLUDE SITE GRADING AND
GRASSING) AS DIRECTED BY THE ENGINEER. ALL REMOVAL AND REPLACEMENT OF SOD, SIDEWALK, ASPHALT AND CONCRETE,
AND BACKFILL ARE COST ABSORBED AND CONSIDERED PART OF THE COST OF OTHER ITEMS BID.

WHERE THE CONTRACTOR ENCOUNTERS PAVED DITCHES IN ROUTING OF CONDUIT, HE MAY TRENCH AND REPLACE DITCH OR
JACK UNDER DITCH. THIS IS NOT A SEPARATE PAY ITEM. DAMAGE TO PAVED DITCHES (AND/OR OTHER STRUCTURES) CAUSED
BY CONTRACTOR DURING THIS PROJECT SHALL BE REPAIRED (AS DIRECTED BY THE ENGINEER) AT NO COST TO THE STATE.

THE BID PRICE FOR BORED CONDUIT MAY ONLY BE APPLIED TO INSTALLATIONS DESIGNATED AS "(BORED)" IN THE PLANS. WHERE
NOT DESIGNATED AS "(BORED)", CONDUIT INSTALLATION MAY BE BY TRENCHING OR BORING AT THE CONTRACTOR'S DISCRETION;
HOWEVER, THE BID PRICE FOR TRENCHED CONDUIT WILL BE APPLIED.

ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR THOSE
DESIGNATED ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.
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GENERAL NOTES (CONT.)

SMALL AMOUNTS OF EXCAVATION MAY BE NECESSARY AT SOME OF THE SITES. THIS MATERIAL MAY BE USED AS E.S.F.E.
MATERIAL AND WILL BE PAID FOR BORROW. NO E.S.F.E. MATERIAL SHALL BE REMOVED FROM THE PROJECT WITHOUT THE
APPROVAL OF THE ENGINEER.

VEGETATIVE MATERIAL WILL BE REMOVED PRIOR TO PLACEMENT OF GRANULAR MATERIAL. THE COST OF WHICH SHALL BE
ABSORBED IN OTHER BID ITEMS.

THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO THE SURFACE TREATED SHOULDER THAT MIGHT OCCUR DURING CON-
STRUCTION. ANY REPAIR TO SHOULDER WILL BE IN ACCORDANCE WITH SECTION 410 OF THE MISSISSIPPI STANDARD SPECI-
FICATIONS FOR ROAD AND BRIDGE CONSTRUCTION. NO PAYMENT WILL BE MADE FOR REPAIR OF DAMAGED SHOULDER.

THE CONTRACTOR SHALL COORDINATE WITH THE CONTRACTOR FROM ADJACENT PROJECT(S) IN IMPLEMENTING THE TRAFFIC
CONTROL PLAN AS DIRECTED BY THE ENGINEER. ALL CONFLICTING SIGNS SHALL BE COVERED OR REMOVED AS DIRECTED
BY THE ENGINEER.

ROADWAY SIGNS THAT ARE IN CONFLICT WITH CONSTRUCTION OF THIS PROJECT SHALL BE REMOVED AND RELOCATED BY THE
CONTRACTOR AS DIRECTED BY THE ENGINEER, THE COST OF WHICH SHALL BE ABSORBED IN OTHER ITEMS BID.

WHERE UTILITIES ARE SHOWN ON THE DRAWINGS, THEY ARE SHOWN IN THEIR ORIGINAL LOCATION BASED UPON THE BEST
INFORMATION AVAILABLE TO THE ENGINEER. NOT ALL UTILITIES ARE SHOWN. THE ENGINEER CANNOT AND DOES NOT WARRANT
THAT THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR MUST COORDINATE DIRECTLY WITH THE INVOLVED
UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED IN ADVANCE OF CONSTRUCTION.

FOR A LIST OF PUBLIC UTILITIES, SEE WORK NO. DI-1.

A SPECIFIC EROSION CONTROL PLAN IS NOT PROVIDED IN THESE PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE TO
ENSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR CONTAMINATE WATERS OF THE U.S. DURING CONSTRUCTION. ALL
EROSION AND SILTATION CONTROL ITEMS NEEDED PROVIDE EFFECTIVE CONTROL SHALL BE CONSIDERED INCIDENTAL AND
THE COST WILL BE ABSORBED IN OTHER ITEMS.

REMOVAL OF RAISED PAVEMENT MARKERS THAT ARE IN CONFLICT WITH REQUIRED CONSTRUCTION IS NOT CONSIDERED A
SEPARATE PAY ITEM. COST TO BE ABSORBED IN OTHER ITEMS BID.

WHERE MILLING IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT
INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED SURFACE, THE COST OF WHICH SHALL BE
ABSORBED IN OTHER ITEMS BID.

TEMPORARY STRIPING SHALL CONFORM TO FINISHED STRIPE SPECIFICATIONS FOR ALIGNMENT, NEATNESS, AND STRAIGHTNESS.

ALL ITEMS OF WORK ASSOCIATED WITH THE INSTALLATION OF A CONSTRUCTION ENTRANCE SHALL BE ABSORBED IN OTHER
ITEMS OF WORK.

ERECTION DATES ARE TO BE LEGIBLY WRITTEN ON THE BACK OF ALL SIGNS WITH A SANFORD MEANSTREAK WATERPROOF
FORMULA PERMANENT MARKING STICK.

IF COLORS ARE USED ON PLAN/PROFILE SHEETS, THEY ARE INTENDED TO VISUALLY EASE THE LOCATION OF ELEMENTS FOR
USERS OF THESE DRAWINGS. ALTHOUGH THE INTENT IS TO CATEGORIZE EVERYTHING AS EITHER EXISTING OR PROPOSED,
IT IS THE END USER’'S RESPONSIBILITY TO ENSURE ALL ELEMENTS ARE INTERPRETED CORRECTLY REGARDLESS OF COLOR.

ALL ADDENDA TO THESE PLANS WILL BE POSTED TO WWW.MDOT.MS.GOV UNDER THE PROPOSAL ADDENDA COLUMN.
BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NOT BE MAILED.
IT IS THE BIDDER'S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAVE BEEN POSTED FOR THIS PROJECT.
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