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STATE OF MISSISSIPPI

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

PLAN AND PROFILE OF PROPOSED
STATE HIGHWAY

FEDERAL AID PROJECT NO. BR-0055-04(103)

INTERSTATE 55 BRIDGE OVER HICKAHALA CREEK
BRIDGE REPAIR - BR. NO. 266.8A & 266.8B

TATE COUNTY

SCALES
PLAN 1 IN.= 100 FT.
HOR. 1IN.= 100 FT.
PROFILE VERT. 1 IN.= 10 FT.
LAYOUT 1 IN.= 2500 FT.

FMS 107214 /302000

LENGTH DATA

@ FT.
520 FT.

52@ FT.
@ F1.

520

EQUATIONS

NONE
0 MI.
©0.098 ML.
©.098 MI.
4 M.
©.098 MI.

EXCEPTIONS
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* INDICATES APPROXIMATE
LOCATION OF PROJECT.

LAT. N 34°38°15.62" LONG. W 89°57'21.35"
(APPROX. MIDDLE OF PROJECT)

DESIGN CONTROL
70 MPH = V (SPEED DESIGN)

ADT (2014 ) = 29,000 : ADT ( ) =
DHV = :D = % T= %

PERMITS ACQUIRED BY MDOT

WETLANDS AND WATERS PERMITS
(NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY):

WATERS WETLANDS

N [N
NATIONWIDE (OTHER)* [N
GENERAL* N N
INDIVIDUAL (404)* IN N

NATIONWIDE #14

* ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR

STORMWATER PERMIT

Y REQUIRED, CNOI SUBMITTED BY MDOT
(DISTURBED AREA=5 ACRES)
S REQUIRED, SCNOITO BE SUBMITTED BY

CONTRACTOR (1 TO 4.99 ACRES)

N NO STORMWATER PERMIT REQUIRED (<1 ACRE)
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TRAFFIC CONTROL DETAILS - DRUM PLACEMENT AND SHOULDER CLOSURE TCP-SC
LOCATION OF R16-3 SIGNS SSD-1
5 SIGNING DETAILS FOR TWO LANE & FOUR LANE BRIDGE APPROACHES 35D-1 A\
3 TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT OF 65 OR 7@ MPH (INTERSTATES AND OTHER 4-LANE
DIVIDED HIGHWAYS) (MEDIAN LANE OR OUTSIDE LANE CLOSURE) (EXTENDED PERIOD) SDTCP-4
STANDARD DRAWINGS (ROADWAY) (10
4
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GUARD RATL: "W’ BEAM (WOOD POSTS) GR-1 6180
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PI-1 6300
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NORTH TEMPORARY CROSSOVER J00e-9010
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GENERAL NOTES

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED
AS NECESSARY TO FIT FIELD CONDITIONS.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE MUTCD (LATEST EDITION).

ALL PLASTIC DRUMS SHALL HAVE A BALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OR OTHER SUITABLE MATERIAL.

25% SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FOR DESIGN ESTIMATING PURPOSES ONLY.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING STRUCTURES SUCH AS, BUT NOT LIMITED TO, PIPES,

INLETS, APRONS, AND BRIDGES FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. THE CONTRACTOR SHALL REPLACE
OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT
WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

ALL PIPE JOINTS ARE TO BE WRAPPED IN 24-INCH WIDE TYPE V GEOTEXTILE FABRIC. ALL PICKUP HOLES SHALL BE PLUGGED
WITH PLASTIC INSERTS AND BITUMINOUS SEALER TO THE SATIFACTION OF THE ENGINEER, THE COST OF WHICH SHALL BE
ABSORBED IN OTHER BID ITEMS.

VOIDS CREATED BY THE REMOVAL OF, BUT NOT LIMITED TO, POSTS, CONCRETE ANCHORS, AND FOOTINGS SHALL BE
BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION, THE COST OF WHICH WILL BE ABSORBED IN OTHER ITEMS BID.

SOME WORK |S REQUIRED OUTSIDE THE PROJECT LIMITS. NO ADDITIONAL COMPENSATION WILL BE MADE FOR SUCH WORK
EXCEPT AS PROVIDED BY SPECIFIC PAY ITEMS INCLUDED IN THE PLANS.

WIRE FENCE BACKING WILL BE REQUIRED FOR ALL SILT FENCE. (SEE WK. NO. ECD-3)

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR
THOSE DESIGNATED ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

VEGETATIVE MATERIAL WILL BE REMOVED PRIOR TO PLACEMENT OF GRANULAR MATERIAL. THE COST OF WHICH SHALL BE
ABSORBED IN OTHER BID ITEMS.

THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO THE SURFACE TREATED SHOULDER THAT MIGHT OCCUR DURING CON-
STRUCTION. ANY REPAIR TO SHOULDER WILL BE IN ACCORDANCE WITH SECTION 410 OF THE MISSISSIPPI STANDARD SPECI-
FICATIONS FOR ROAD AND BRIDGE CONSTRUCTION. NO PAYMENT WILL BE MADE FOR REPAIR OF DAMAGED SHOULDER.

THE CONTRACTOR SHALL COVER ANY TEMPORARY TRAFFIC CONTROL SIGNS SHOWN IN THE TRAFFIC CONTROL PLAN THAT DO
NOT APPLY TO THE CURRENT PHASE

REMOVAL OF RAISED PAVEMENT MARKERS THAT ARE IN CONFLICT WITH REQUIRED CONSTRUCTION IS NOT CONSIDERED A
SEPARATE PAY ITEM. COST TO BE ABSORBED IN OTHER ITEMS BID.

THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT. IT IS THE RESPONSIBILITY
OF THE CONTRACTOR TO ENSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR CONTAMINATE WATERS OF THE U. S.
DURING CONSTRUCTION. THE CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN PRIOR TO COMMENCEMENT OF
WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION. ANY ADDITIONAL SILT BASINS NOT SHOWN IN THE PLANS SHALL

BE INCLUDED IN THE CONTRACTOR'S EROSION CONTROL PLAN PRIOR TO SUBMITTING FOR APPROVAL.

PRIOR TO EARTHWORK OPERATIONS, THE EXISTING TOP 6" TOPSOIL IS TO BE STRIPPED AND STOCKPILED. AFTER THE
GRADING OPERATIONS ARE COMPLETED, SAID TOPSOIL SHALL BE PLACED ON ALL AREAS THAT ARE NOT TO BE PAVED

OR OTHERWISE PROTECTED, IN ACCORDANCE WITH SECTION 211 OF THE SPECIFICATIONS, OR THE VEGETATION SCHEDULE
(SEE WK. SH. VS-1). EXISTING TOPSOIL AND ALL COSTS ASSOCIATED WITH STRIPPING, HAULING, STOCKPILING, AND
PLACEMENT OF THE EXISTING TOPSOIL IS TO BE ABSORBED IN OTHER EARTHWORK ITEMS.
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GENERAL NOTES (CONT.)

THE CLEARING LIMITS ADJACENT TO THE STREAM(S) AT STATION(S) 415+00 WILL BE LIMITED TO NO FURTHER THAN
TEN (10) FEET OUTSIDE THE CONSTRUCTION LIMITS WHEN ANY CLOSER TO THE STREAM THAN FIFTY(50) FEET FROM THE TOP
OF THE BANKS.

THE CONTRACTOR IS RESPONSIBLE FOR FIELD-VERIFICATION OF EXISTING GRADES AND MAKING ADJUSTMENTS AS
NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER.

TEMPORARY STRIPING SHALL CONFORM TO FINISHED STRIPE SPECIFICATIONS FOR ALIGNMENT, NEATNESS, AND STRAIGHTNESS.

ALL WORK ASSOCIATED WITH THE INSTALLATION OF A CONSTRUCTION ENTRANCE SHALL BE ABSORBED IN
OTHER ITEMS OF WORK.

|IF COLORS ARE USED ON PLAN/PROFILE SHEETS, THEY ARE INTENDED TO VISUALLY EASE THE LOCATION OF ELEMENTS FOR
USERS OF THESE DRAWINGS. ALTHOUGH THE INTENT IS TO CATEGORIZE EVERYTHING AS EITHER EXISTING OR PROPOSED,
IT IS THE END USER'S RESPONSIBILITY TO ENSURE ALL ELEMENTS ARE INTERPRETED CORRECTLY REGARDLESS OF COLOR.

SEE BRIDGE PLANS FOR DETAILED INDEX SHEET(S), ESTIMATED AND SUMMARY OF QUANTITY SHEETS, AND EROSION
CONTROL SHEETS.

ALL ADDENDA TO THESE PLANS WILL BE POSTED TO WWW.MDOT.MS.GOV UNDER THE PROPOSAL ADDENDA COLUMN.
BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NOT BE MAILED.
IT IS THE BIDDER'S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAVE BEEN POSTED FOR THIS PROJECT.

ALL CONCRETE MEDIAN BARRIERS SHALL BE FURNISHED BY MDOT. THE CONTRACTOR IS RESPONSIBLE FOR TRANSPORTING
BARRIERS FROM THE MDOT SENATOBIA PROJECT OFFICE LOCATED AT 1060 SHANDS BOTTOM ROAD TO THE PROJECT SITE.

ALL REMOVAL AND REPLACEMENT OF FENCING IN ORDER TO CONDUCT WORK SHALL BE ABSORBED IN
OTHER ITEMS OF WORK.

ALL WORK ASSOCIATED WITH THE INSTALLATION OF A HAUL ROAD SHALL BE ABSORBED IN
OTHER ITEMS OF WORK.

ALL CROSSOVERS SHALL BE CONSTRUCTED PRIOR TO ANY WORK DONE ON THE BRIDGES INCLUDING BUT NOT
LIMITED TO DRIVING PILES.

TRAFFIC SHALL BE ALLOWED ON CROSSOVERS FOR EMERGENCY USE ONLY IN EVENT OF BRIDGE BEING CLOSED TO TRAFFIC.
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