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STATE | PROJECT NO.

MISS. |NHPP-9999-05(031)

GENERAL NOTES

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED
AS NECESSARY TO FIT FIELD CONDITIONS.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VIOF THE MUTCD (LATEST EDITION).

ALL PLASTIC DRUMS SHALL HAVE ABALLASTING COLLAR MADE FROM RECYCLED TRUCK TIRES OROTHER SUITABLE MATERIAL.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR
THOSE DESIGNATED ON THE PLANS TOBE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

THE CONTRACTOR SHALL COORDINATE WITH THE CONTRACTOR FROM ADJACENT PROJECT(S)INIMPLEMENTING THE TRAFFIC
CONTROL PLANAS DIRECTED BY THE ENGINEER. ALL CONFLICTING SIGNS SHALL BE COVERED ORREMOVED AS DIRECTED

BY THE ENGINEER.

ROADWAY SIGNS THAT ARE IN CONFLICT WITH CONSTRUCTION OF THIS PROJECT SHALL BE REMOVED AND RELOCATED BY
THE CONTRACTORAS DIRECTED BY THE ENGINEER, THE COST OF WHICH SHALL BE ABSORBED INOTHER ITEMS BID.

SEE BRIDGE PLANS FORDETAILED INDEX SHEET(S), ESTIMATED AND SUMMARY OF QUANTITY SHEETS, AND EROSION
CONTROL SHEETS.

25% SHRINKAGE FACTOR USED IN THE EARTHWORK CALCULATIONS IS FORDESIGN ESTIMATING PURPOSES ONLY.

THE CONTRACTOR SHALL BE RESPONSIBLE FORPROTECTING EXISTING STRUCTURES SUCH AS,BUT NOT LIMITED TO, PIPES,

INLETS, APRONS, AND BRIDGES FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. THE CONTRACTOR SHALL REPLACE

OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT

WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

WIRE FENCE BACKING WILL BE REQUIRED FOR ALL SILT FENCE.(SEE WK.NO.ECD=3.)

ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

(12)

(13)

(14)

(195)

(16)

(17)

A SOIL PROFILE HAS BEEN PREPARED FOR THIS PROJECT USING SAMPLES TAKEN FROM HOLES AT THE LOCATIONS INDICATED
INTHE TEST REPORTS. THIS SOIL PROFILE IS ON FILE INTHE DISTRICT AND CENTRAL CONSTRUCTION OFFICES AND IS
AVAILABLE FOR EXAMINATION. THE DEPARTMENT DOES NOT GUARANTEE THAT THE MATERIALS AS SHOWN IN THE REPORTS ARE
NECESSARILY TO BE FOUND OUTSIDE THE TEST HOLES.

THE CONTRACTOR SHALL REPAIR ANY SURFACE TREATED SHOULDER THAT MIGHT BE DAMAGED DURING CONSTRUCTION. ANY REPAIR
TO SHOULDER WILL BEIN ACCORDANCE WITH SECTION 410 OF THE MISSISSIPPISTANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION. NO PAYMENT WILL BE MADE FOR REAPAIR OF DAMAGED SHOULDER.

THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT. IT IS THE RESPONSIBILITY
OF THE CONTRACTOR TO ENSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR CONTAMINATE WATERS OF THE U. S.
DURING CONSTRUCTION. THE CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN PRIORTO COMMENCEMENT OF
WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION. ANY ADDITIONAL SILT BASINS NOT SHOWN IN THE PLANS SHALL
BE INCLUDED IN THE CONTRACTOR'S EROSION CONTROL PLAN PRIORTO SUBMITTING FOR APPROVAL.

PRIOR TO EARTHWORK OPERATIONS, THE EXISTING TOP 4” TOPSOIL IS TO BE STRIPPED AND STOCKPILED. AFTER THE
GRADING OPERATIONS ARE COMPLETED, SAID TOPSOIL SHALL BE PLACED ON ALL AREAS THAT ARE NOT TO BE PAVED

OR OTHERWISE PROTECTED, INACCORDANCE WITH SECTION 211 OF THE SPECIFICATIONS, ORTHE VEGETATION SCHEDULE
(SEE WK. SH.VS-). EXISTING TOPSOIL AND ALL COSTS ASSOCIATED WITH STRIPPING, HAULING, STOCKPILING, AND
PLACEMENT OF THE EXISTING TOPSOIL IS TO BE ABSORBED INOTHER EARTHWORK ITEMS.

ALL ADDENDA TO THESE PLANS WILL BE POSTED TO WWW.MDOT.MS.GOV UNDER THE PROPOSAL ADDENDA COLUMN.
BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NOT BE MAILED.
IT IS THE BIDDER'S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAVE BEEN POSTED FOR THIS PROJECT.

THE CONTRACTOR IS HEREBY ADVISED THAT THE DIMENSIONS OF THE SHOULDER RECONSTRUCTION AND THE LOCATION OF THE GUARDRAIL
MAY BE IMPACTED BY THE LOCATION OF THE EXISTING PILING DRIVEN AS PART OF A PREVIOUS SLIDE REPAIR PROJECT. THE SHOULDER
DIMENSIONS AND GUARDRAIL LOCATIONS SHOWN ON THE PLANS ARE BASED ON THE BEST INFORMATION AVAILABLE. THE EXACT DIMENSIONS
OF THE SHOULDER PAVING AND THE LOCATION OF THE GUARDRAIL WILL BE DETERMINED ONCE THE UPPER ROW OF PILING IS EXPOSED
DURING SHOULDER RECONSTRUCTION. THE CONTRACTOR IS ADVISED THAT NO ADDITIONAL COMPENSATION WILL BE MADE FOR CHANGES
NECESSARY TO FIT EXISTING FIELD CONDITIONS OTHER THAN THROUGH THE ORIGINAL CONTRACT PAY ITEMS.
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