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ZONE (US SURVEY FEET)
EAST
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GRID TO GEODETIC AZIMUTH
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P.E. NO. 106990 /101000
CONST. NO. 106990 /301000

100 FT.

100 FT.
10 FT.

1500 FT.

TO CORINTH

, \\\\\

BALDWYN
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FT.
FT.
FT.
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0.322 ML
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* INDICATES APPROXIMATE
LOCATION OF PROJECT.

0 HATTIESBURG

LUCEDALE

LAT. L34731'29°N LONG. 88°39'17“W
(APPROX. MIDDLE OF PROJECT)

DESIGN CONTROL
65 MPH = V (SPEED DESIGN)

ADT (2017 ) =_ 4800 : ADT (2037) =_ 6800

DHV = 800 :D =_50 % T=__17 %

PERMITS ACQUIRED BY MDOT

WETLANDS AND WATERS PERMITS
(NECESSARY FOR ULTIMATE IMPROVEMENTS ONLY).

WATERS WETLANDS
NATIONWIDE #14 [N] [N
A\ | naTionwiDe (oTHER)*  [N] [N]
GENERAL* N ]
INDIVIDUAL (404)* ] ]

* ACQUISITION OF PERMITS FOR TEMPORARY IMPACTS DURING
CONSTRUCTION ARE THE RESPONSIBILITY OF THE CONTRACTOR

STORMWATER PERMIT  [N]

Y REQUIRED, CNOI SUBMITTED BY MDOT
{DISTURBED AREA=5 ACRES)
S REQUIRED, SCNOITO_BE SUBMITTED BY

CONTRACTOR (1 TO 4.9 ACRES)

N  NO STORMWATER PERMIT REQUIRED (<1 ACRE)
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TITLE SHEET D 1
DETAILED INDEX & GENERAL NOTES (3
TRAFFIC CONTROL DETAILS- DRUM PLACEMENT AND SHOULDER CLOSURE TCP-SC 28
DETAILED INDEX DI-1 2 LOCATION OF Rloe-3 SIGNS LS-1 29
DETAILED INDEX DI-2 3 ,
GENERAL NOTES , GN-1 4 TYPICAL PAVEMENT MARKING- DETAIL FOR MEDIAN CROSSOVERS ‘ SDXO-1 30
PAVEMENT MARKING DETAIL FOR 4-LANE & 5-LANE UNDIVIDED ROADWAYS SDPM-2 31
DRIVEWAYS, CURB & GUTTER & SIDEWALK SDSD-1 32
TYPICAL SECTION SHEETS (3 BREAKAWAY SIGN SUPPORTS SDSN-6B 33
TRAFFIC CONTROL PLAN- SPEED LIMIT LESS THAN 65 MPH SDTCP-3 34
TYPICAL SECTION - MAINLINE MILLING AND OVERLAY AND LEFT TURN NB HWY45 TS-1 5 :
TYPICAL SECTION - LEFT TURN LANE SB HWY 45 TS-2 S
TYPICAL SECTION - FRONTAGE ROAD TS-3 7 "EROSION CONTROL BLANKET ~ ECB-1 35
EROSION CONTROL ' | EC-1 36
DETAILS OF TYPICAL DITCH TREATMENTS DT-1 37
QUANTITY SHEETS (7) DITCH TREATMENT INSTALLATION DETAIL FOR SOIL REINFORCING MAT DT-1A 38
TYPICAL TEMP. EROSION CONTROL MEASURES (SLOPE DRAIN & TYPE A SILT ) TEC-2 39
SUMMARY OF QUANTITIES SQ-1 8
SUMMARY OF QUANTITIES SQ-2 9
SUMMARY OF QUANTITIES SQ-3 10 TYPICAL TEMP. EROSION CONTROL/ SEDIMENT CONTROL APPLICATIONS ECD-1 40
: DETAILS OF SEDIMENT BARRIER APPLICATIONS ECD-2 41
ESTIMATED QUANTITIES - ROADWAY EQ-1 11 DETAILS OF SILT FENCE INSTALLATION ECD-3 42
ESTIMATED QUANTITIES - SIGNS AND ASSEMBLIES EQ-2 12 DITCH CHECK STRUCTURES, TYPICAL APPLICATIONS AND DETAILS ECD-4 43
ESTIMATED QUANTITIES - SIGNAL AND REMOVAL ; EQ-3 13 TEMPORARY EROSION, SEDIMENT AND WATER POLLUTION CONTROL MEASURES ECD-5 44
ESTIMATED QUANTITIES FOR TRAFFIC CONTROL SIGNS TCP-Q 14 DETAILS OF EROSION CONTROL WATTLE DITCH CHECK ECD-06 45
- DETAILS OF EROSION CONTROL SILT DIKE DITCH CHECK ECD-7 40
ROCK DITCH CHECK ECD-8 47
ROCK FILTER DAM ECD-9 48
ROCK DITCH CHECK WITH SUMP EXCAVATION AND ROCK FILTER DAM ECD-1@ 49
INLET PROTECTION TYPICAL APPLICATIONS AND DETAILS ECD-11 50
INLET PROTECTION DETAILS FOR COARSE AGGREGATE ON GRADES AND SAGS , ECD-12 51
PLAN SHEETS (3) INLET PROTECTION DETAILS OF WATTLES ECD-13 52
INLET PROTECTION DETAILS OF MANUFACTURED INLET PROTECTION DEVICE ECD-14 53
INLET PROTECTION DETAILS OF SAND BAG ECD-15 54
STA. 272+50 TO STA. 283+00 3 15 STABILIZED CONSTRUCTION ENTRANCE ECD-106 55
STA, 283+@0@ TO STA. 294+00 4 16 TEMPORARY CULVERT STREAM CROSSING , ECD-17 56
STA. 294+008 TO STA. 303+00 5 17 TEMPORARY STREAM DIVERSION ECD-18 57
TEMPORARY STREAM DIVERSION (BOX EXTENSIONS ) ECD-19 58
FLOATING TURBIDITY CURTAIN ECD-20 59
/\ SPECIAL DESIGN SHEETS 44) DETAILS OF EROSION CONTROL SANDBAG DITCH CHECK ECD-21 @
SEDIMENT RETENTION BARRIER ECD-22 ol
DETAIL OF CONSTRUCTION SIGNING DCS-1 18
DETAIL OF INTERSECTIONS DOI-1 19
TRAFFIC CONTROL PLAN (DRUMS AND SIGNS TC-1 20
TRAFFIC CONTROL PLAN (DRUMS AND SIGNS) ‘ TC-2 21
TRAFFIC CONTROL PLAN (DRUMS AND SIGNS) TC-3 22
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REVISIONS
DATE SHEET NO. BY
VEGETATION SCHEDULE VS-1. 27 8/22/16 |1-1@, 12-19, 21 JL/DTD
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B8/22/2016

1st O.REV.

DESCRIPTION OF SHEET

PERMANENT SIGN SHEETS (5B)

PERMANENT SIGN PLAN-US 45 AT RIPLEY ROAD
PERMANENT SIGN PLAN-US 45 AT RIPLEY ROAD
PERMANENT SIGN PLAN-US 45 AT RIPLEY ROAD
PERMANENT SIGN PLAN-US 45 AT RIPLEY ROAD
PERMANENT SIGN PLAN-US 45 AT RIPLEY ROAD

TRAFFIC SIGNAL SHEETS 14

TRAFFIC SIGNAL PLAN-US 45 AT RIPLEY ROAD

TRAFFIC SIGNAL PLAN-US 45 AT RIPLEY ROAD

TRAFFIC SIGNAL PLAN-US 45 AT RIPLEY ROAD

SIGN AND SIGNAL REMOVAL

SIGN AND SIGNAL REMOVAL

SIGN AND SIGNAL REMOVAL

SPECIAL POST DESIGN-FOR BE PREPARED TO STOP WHEN FLASHING ASSEMBLY
BREAKAWAY SIGN SUPPORTS- (TYPE A,B,C AND D POSTS)

STREET NAME SIGN DETAILS

DETAIL OF TRAFFIC SIGNAL HEADS, TRAFFIC SIGNAL SIGNS, AND GENERAL NOTES
PULL BOX AND CONDUIT TRENCHING DETAILS FOR TRAFFIC SIGNAL INSTALL.
TYPICAL DETAILS OF CONTROLLER CABINET MOUNTINGS, TYPE 1 POLE ATTACH.
MAST ARM AND PEDESTAL POLE DETAILS FOR TRAFFIC SIGNAL INSTALL.
TRAFFIC CONTROL PLAN- (TYPICAL SIGNAL INSTALLATION )

A\ STANDARD DRAWINGS - ROADWAY SHEETS (2@)

PAVEMENT MARKING-LEGEND DETAILS
PAVEMENT MARKING-LEGEND DETAILS

STANDARD DIRECTIONAL (GUIDE) SIGNS

ROUTE SHIELDS AND “EXIT ONLY” PANELS

STANDARD ROADSIDE SIGNS

STANDARD ROADSIDE SIGNS

STANDARD ROADSIDE SIGNS

STANDARD ROADSIDE SIGNS ASSEMBLY AND INSTALLATION
STANDARD ROADSIDE SIGNS ASSEMBLY AND INSTALLATION
STANDARD ROADSIDE SIGNS ASSEMBLY AND INSTALLATION
TYPICAL INSTALLATION OF GROUND MOUNTED DIRECTIONAL SIGNS
BREAKAWAY SIGN SUPPORTS

BREAKAWAY SIGN SUPPORTS

SIGN FACE CONST. AND ATTACHMENT OF GROUND MOUNTED DIRFECTIONAL
SIGNS TO STEEL BEAMS (EXTRUDED ALUMINUM PANELS)

TYPICAL CROSSOVER DELINEATION

A\ TRAFFIC CONTROL PLAN WITH FLAGGER
TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT LESS THAN 65 MPH
(4-LANE MEDIAN LANE OR OUTSIDE LANE CLOSURE) (IWORK DAY ONLY)
TRAFFIC CONTROL PLAN FOR POSTED SPEED LIMIT OF 65 OR 70 MPH
(INTERSTATES AND OTHER 4-LANE DIVIDED HIGHWAYS) (MEDIAN LANE OR OUTSIDE
LANE CLOSURE) (WORK DAY ONLY)

TRAFFIC CONTROL PLANS-UNEVEN PAVEMENT DETAILS
TEMPORARY STRIPING FOR TRAFFIC CONTROL Z2-LANE AND 4-LANE DIVIDED
HIGHWAYS

/A CROSS SECTIONS (9)

MAIN FACILITY - STA. 272+50 TO STA.303+00
FRONTAGE ROAD

TOTAL SHEETS

WKCC SHC
NO. NO.
PSP-1 1001
PSP-2 1002
PSP-2A 1083
PSP-3 1004
PSP-4 1005
TSP-1 2001
TSP-2 2002
TSP-3 2003
SR-1 2004
SR-2 2005
SR-3 2006
SSD-1 2007
SSD-4C 2008
SNS-1 2003
TSD-1 2010
TSD-3 2011
TSD-5 2012
TSD-6 2013
TSD-7 2014
PM-5 clz4
PM-6 cl2b
(B3-01-02) SN-1 6220
SN-2 6221
SN-3 222
SN-3A 6223
(B3-01-02) SN-3B o224
SN-4 6225
SN-4A 226
SN-4B o227
SN-5 228
SN-6 6229
SN-6A 6230
(B3-01-02) SN-7 6232
(12-@1-99) SN-8B 6235
TCP-1 6250
TCP-2 c2bl
TCP-5 254
TCP-14 6263
TCP-15 o264

(9001-90W08)
9009

109 A\

DESCRIPTION OF SHEET

STATE | PROJECT NO.

MISS. |HSIP-0002-07(016)
WKG. SH.
NOC NO.

JL

- CHANGED SHT TOTAL

REVISION

MISSISSIPPI DEPARTMENT

DETAILED

COUNTY : PRENTISS

INDEX

PROJECT NO. HSIP-0002-07(016)

OF TRANSPORTATION

WORKING NUMBER

DI-2

8/22/16 | ADDED 6250

DATE

FILENAME: DI.DGN

DESIGN TEAM VOLKERT CHECKED

DATE

SHEET NUMBER

3
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FMS CON:

1st O.REV.

(1)

(2)

(3)

(4)

(5)

(6)

(7)

(8)

A (9)

" (10)

(1)

(12)

(13)

(14)

(15)

GENERAL NOTES

THE LOCATION AND SPACING OF SIGNS, SHOWN ON THE TRAFFIC CONTROL PLANS, ARE APPROXIMATE AND MAY BE ADJUSTED
AS NECESSARY TO FIT FIELD CONDITIONS.

ALL TRAFFIC CONTROL DEVICES ON THIS PROJECT SHALL COMPLY WITH PART VI OF THE MUTCD (LATEST EDITION).

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXISTING STRUCTURES SUCH AS, BUT NOT LIMITED TO, PIPES,

INLETS, APRONS, AND BRIDGES FROM DAMAGE WHICH MIGHT OCCUR DURING CONSTRUCTION. THE CONTRACTOR SHALL REPLACE
OR REPAIR, AS DIRECTED BY THE ENGINEER, ANY STRUCTURES DAMAGED DURING THE LIFE OF THE CONTRACT. NO PAYMENT
WILL BE MADE FOR REPLACEMENT OR REPAIR OF DAMAGED ITEMS.

VOIDS CREATED BY THE REMOVAL OF, BUT NOT LIMITED TO, POSTS, CONCRETE ANCHORS, AND FOOTINGS SHALL BE
BACKFILLED AND TAMPED IN ACCORDANCE WITH SECTION 203 OF THE MISSISSIPPI STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION, THE COST OF WHICH WILL BE ABSORBED IN OTHER ITEMS BID.

ALL POST LENGTHS FOR SIGNS SHALL BE VERIFIED IN THE FIELD PRIOR TO FABRICATION.

FLUORESCENT ORANGE SHEETING SHALL BE USED ON ALL CONSTRUCTION AND TRAFFIC CONTROL SIGNS EXCEPT FOR
THOSE DESIGNATED ON THE PLANS TO BE BLACK LEGEND AND BORDER ON WHITE BACKGROUND.

VEGETATIVE MATERIAL WILL BE REMOVED PRIOR TO PLACEMENT OF GRANULAR MATERIAL. THE COST OF WHICH SHALL BE
ABSORBED IN OTHER BID ITEMS.

THE CONTRACTOR SHALL COVER ANY TEMPORARY TRAFFIC CONTROL SIGNS SHOWN IN THE TRAFFIC CONTROL PLAN THAT DO
NOT APPLY TO THE CURRENT PHASE

EXISTING ROADWAY SIGNS ON STEEL U-CHANNEL POSTS THAT ARE IN CONFLICT WITH CONSTRUCTION OF THIS PROJECT SHALL BE
REMOVED AND RELOCATED BY THE CONTRACTOR AS DIRECTED BY THE ENGINEER, THE COST OF WHICH SHALL BE ABSORBED
IN OTHER ITEMS BID.

REMOVAL OF RAISED PAVEMENT MARKERS THAT ARE IN CONFLICT WITH REQUIRED CONSTRUCTION IS NOT CONSIDERED A
SEPARATE PAY ITEM. COST TO BE ABSORBED IN OTHER ITEMS BID.

WHERE MILLING IS REQUIRED, THE CONTRACTOR SHALL PROVIDE OUTLETS IN THE EXISTING SHOULDERS AT SUFFICIENT
INTERVALS TO PREVENT POOLING OR STANDING WATER ON THE MILLED SURFACE, THE COST OF WHICH SHALL BE
ABSORBED IN OTHER ITEMS BID.

THE EROSION CONTROL DEVICES REFERENCED IN THESE PLANS ARE A MINIMUM REQUIREMENT. IT IS THE RESPONSIBILITY
OF THE CONTRACTOR TO ENSURE THAT SILT DOES NOT LEAVE THE RIGHT OF WAY OR CONTAMINATE WATERS OF THE U. S.
DURING CONSTRUCTION. THE CONTRACTOR SHALL SUBMIT AN EROSION CONTROL PLAN PRIOR TO COMMENCEMENT OF
WORK AND MAINTAIN THE PLAN DURING CONSTRUCTION. ANY ADDITIONAL SILT BASINS NOT SHOWN IN THE PLANS SHALL

BE INCLUDED IN THE CONTRACTOR'S EROSION CONTROL PLAN PRIOR TO SUBMITTING FOR APPROVAL.

THE CONTRACTOR IS RESPONSIBLE FOR FIELD-VERIFICATION OF EXISTING GRADES AND MAKING ADJUSTMENTS AS
NECESSARY WITH THE APPROVAL OF THE PROJECT ENGINEER.

TEMPORARY STRIPING SHALL CONFORM TO FINISHED STRIPE SPECIFICATIONS FOR ALIGNMENT, NEATNESS, AND STRAIGHTNESS.

ERECTION DATES ARE TO BE LEGIBLY WRITTEN IN BOLD, BLACK MARKINGS ON THE BACK OF ALL PERMANENT SIGNS WITH A
PERMANENT MARKING STICK THAT IS WATERPROOF, FADE RESISTANT, AND MARKS ON WET OR DRY SURFACES.

(16)

(17)

(18)

(19)

STATE | PROJECT NO.

MISS. HSIP-0002-01(016)

ALL ADDENDA TO THESE PLANS WILL BE POSTED TO WWW.MDOT.MS.GOV UNDER THE PROPOSAL ADDENDA COLUMN.
BIDDERS ARE ADVISED THAT HARD COPIES OF ANY ADDENDA FOR THIS PROJECT WILL NOT BE MAILED.
IT IS THE BIDDER'S RESPONSIBILITY TO CHECK AND SEE IF ANY ADDENDA HAVE BEEN POSTED FOR THIS PROJECT.

TRAFFIC SIGNAL POLES SHALL BE DESIGNED IN ACCORDANCE WITH THE 2013 AASHTO SPECIFICATIONS, AS AMENDED. BASIC
WIND SPEED FOR THIS PROJECT SHALL BE 90 MPH. DESIGN LIFE SHALL BE 50 YEARS. FATIGUE CATEGORY SHALL BE II.
GALLOPING AND TRUCK INDUCED WIND LOADS SHALL NOT BE CONSIDERED. ICE LOADS FOR THIS PROJECT WILL BE
CONSIDERED. ANY DEVIATION FROM THESE CRITERIA MUST BE APPROVED IN WRITING BY

THE TRAFFIC ENGINEERING DIVISION, 601-359-1454.

UTILITIES ON THE DRAWINGS ARE SHOWN IN THEIR ORIGINAL LOCATION BASED UPON THE BEST INFORMATION AVAILABLE TO
THE ENGINEER. UTILITIES THAT WERE FOUND TO BE IN CONFLICT WITH CONSTRUCTION HAVE BEEN RELOCATED. PERMITS ARE
ON FILE WITH THE DEPARTMENT SHOWING THE APPROXIMATE LOCATION OF UTILITIES RELOCATED WITHIN THE RIGHT-OF-WAY.
THE ENGINEER CAN NOT AND DOES NOT WARRANT THAT THIS INFORMATION IS COMPLETE OR ACCURATE. THE CONTRACTOR
MUST COORDINATE DIRECTLY WITH THE INVOLVED UTILITY OWNERS TO HAVE UNDERGROUND UTILITY LINES FIELD LOCATED
IN ADVANCE OF CONSTRUCTION.

PRIOR TO EARTHWORK OPERATIONS, THE EXISTING TOP 4" TOPSOIL IS TO BE STRIPPED AND STOCKPILED. AFTER THE
GRADING OPERATIONS ARE COMPLETED, SAID TOPSOIL SHALL BE PLACED ON ALL AREAS THAT ARE NOT TO BE PAVED

OR OTHERWISE PROTECTED, IN ACCORDANCE WITH SECTION 211 OF THE SPECIFICATIONS, OR THE VEGETATION SCHEDULE
(SEE WK. SH. VS-1). EXISTING TOPSOIL AND ALL COSTS ASSOCIATED WITH STRIPPING, HAULING, STOCKPILING, AND
PLACEMENT OF THE EXISTING TOPSOIL IS TO BE ABSORBED IN OTHER EARTHWORK ITEMS.

MISSISSIPPI DEPARTMENT OF TRANSPORTATION

DTD
BY

GENERAL NOTES

REVISION
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PROJ. NUM.: HSIP-0002-07(316)
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DATE
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