
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-234-5 CODE: (SP) 
 
DATE: 09/23/2010 
 
SUBJECT: Siltation Barriers 
 
Section 234, Silt Fence, of the 2004 Edition of the Mississippi Standard Specifications for Road 
and Bridge Construction is hereby amended as follows. 
 
907-234.01--Description.  Delete the first paragraph of Subsection 234.01 on page 177 and 
substitute the following: 
 
This work consists of furnishing, constructing and maintaining a water permeable filter type 
fence, inlet siltation guard or turbidity barrier for the purpose of removing suspended soil 
particles from the water passing through it in accordance with the requirements shown on the 
plans, directed by the Engineer and these specifications.  Fence, inlet siltation guards and 
turbidity barriers measured and paid as temporary shall be removed when no longer needed or 
permanent devices are installed. 
 
Delete the first sentence of the second paragraph of Subsection 234.01 on page 177 and 
substitute the following: 
 
It is understood that measurement and payment for silt fence, inlet siltation guards, and turbidity 
barriers will be made when a pay item is included in the proposal.   
 
907-234.02--Materials.  After the first paragraph of Subsection 234.02 on page 177, add the 
following: 
 
Inlet siltation guards shall be listed on the Department’s “Approved Sources of Materials”. 
 
Turbidity barriers shall be one of the following, or an approved equal. 
 

1. SiltMax Turbidity Barrier by Dawg, Inc., 1-800-935-3294, www.dawginc.com  
2. Turbidity Barrier by IWT Cargo-Guard, Inc., 1-609-971-8810, www.iwtcargoguard.com 
3. Turbidity Curtain by Abasco, LLC, 1-281-214-0300, www.abasco.net  

 
Chain link fence and hardware for super silt fence shall meet the requirements of Section 607, as 
applicable.  Geotextile for super silt fence shall meet the requirements of Subsection 714.13 for a 
Type II Woven fabric. 
 
907-234.03--Construction Requirements.  After the last paragraph of Subsection 234.03.1 on 
page 178, add the following: 
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Super Silt Fence.  Super silt fence shall be constructed in accordance with the plans and these 
specifications. 
 
All posts shall be installed/driven so that at least 34 inches of the post will protrude above the 
ground.  The chain link wire and geotextile shall be stretched taut and securely fastened to the 
posts as shown on the plans.  The bottom edge of the fence and geotextile shall be buried at least 
eight inches below ground surface to prevent undermining.  When splicing of the geotextile is 
necessary, the fabric shall be overlapped approximately 18 inches. 
 
907-234.03.1.1--Placement of Inlet Siltation Guards and Turbidity Barriers.  The inlet 
siltation guards and turbidity barriers shall be constructed at the locations shown on the erosion 
control plans.  Inlet siltation guards and turbidity barriers shall be installed in accordance with 
the erosion control drawings in the plans.  A copy of the manufacturer’s instructions for 
placement of inlet siltation guards and turbidity barriers shall be provided to the Engineer prior 
to construction. 
 
907-234.03.2--Maintenance and Removal.  At the end of the first paragraph of Subsection 
234.03.2 on page 178, add the following: 
 
The Contractor shall maintain the inlet siltation guards.  The geotextile shall be removed and 
replaced when deteriorated to such extent that it reduces the effectiveness of the guard.  
Replacement geotextile shall be the same type and manufacture as the original.  Excessive 
accumulations against the guard shall be removed and disposed of at a location approved by the 
Engineer. 
 
The Contractor shall maintain the turbidity barriers.  Excessive accumulations against the 
turbidity barrier shall be removed and disposed of at a location approved by the Engineer. 
 
Delete the second paragraph of Subsection 234.03.2 on page 178 and substitute the following: 
 
Unless otherwise directed, all temporary silt fences, inlet guards and turbidity barriers shall be 
removed.  Upon removal, the Contractor shall remove and dispose of any excess silt 
accumulations, shape the area to the line, grade, and cross section shown on the plans and 
vegetate all bare areas in accordance with the contract requirements.  The temporary fence, inlet 
guard materials and turbidity barriers will remain the property of the Contractor and may be used 
at other locations provided the materials are acceptable to the Engineer. 
 
After Subsection 234.03.2 on page 178, insert the following: 
 
907-234.03.3--Resetting Inlet Siltation Guards and Turbidity Barriers.  When inlet siltation 
guards and turbidity barriers are no longer needed at one location,  they may be removed and 
reset at other needed locations.  The Engineer may allow the resetting of siltation guards and 
turbidity barriers upon an inspection and determination that the siltation guards (frame and 
geotextile) and turbidity barriers are adequate for their intended purpose.  When they have to be 
stored until needed at another location, payment for resetting will not be made until they are reset 
at their needed location.   
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907-234.04--Method of Measurement.  Delete the sentence in Subsection 234.04 on page 178, 
add the following: 
 
Silt fence and super silt fence will be measured by the linear foot. 
 
Inlet siltation guard and resetting siltation guards will be measured per each.  Turbidity barrier 
will be measured per linear foot. 
 
907-234.05--Basis of Payment.  Delete the sentence in Subsection 234.05 on page 178, add the 
following: 
 
Silt fence and super silt fence, measured as prescribed above, will be paid for at the contract unit 
price per linear foot which shall be full compensation for completing the work. 
 
Inlet siltation guard, resetting inlet siltation guards, and turbidity barrier, measured as prescribed 
above, will be paid for at the contract unit price per each or linear foot, which shall be full 
compensation for furnishing, constructing, and maintaining the work and for the removal and 
disposal of all items comprising the devices. 
 
After the last pay item listed on page 178, add the following: 
 
907-234-C: Super Silt Fence - per linear foot 
 
907-234-D: Inlet Siltation Guard - per each 
 
907-234-E: Reset Inlet Siltation Guard - per each 
 
907-234-F: Turbidity Barrier - per linear foot 
 


