
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-245-2 CODE: (SP) 
 
DATE: 03/23/2010 
 
SUBJECT: Triangular Silt Dike 
 
Section 907-245, Triangular Silt Dike, is hereby added to and made a part of the 2004 Edition of 
the Mississippi Standard Specifications for Road and Bridge Construction as follows. 
 

SECTION 907-245 -- TRIANGULAR SILT DIKE 
 
907-245.01--Description.  This work consists of furnishing, installing, maintaining and 
removing temporary triangular silt dikes.  The dike consists of a triangular-shaped inner material 
made of foam rubber or urethane foam.  The outer cover is a woven geotextile fabric placed 
around the inner material with aprons that extend from both sides of the triangle.  The dike 
aprons are entrenched at the upstream side and anchored to the ground at downstream end using 
staples.  This device can be used on surfaces that do not allow for trenching by securing the 
aprons with sand or gravel bags.  The device can be easily removed for maintenance and is 
considered to be reusable. 
 
907-245.02--Materials.  Triangular silt dikes shall be triangular in shape, having a height of at 
least ten inches (10”) in the center.  The triangular-shaped inner material shall be foam rubber or 
urethane foam.  The outer cover shall be a woven geotextile fabric placed around the inner 
triangular plane and allowed to extend beyond both sides of the triangle for two feet to form an 
apron. 
 
 
907-245.03--Construction Requirements.  The flexibility of the materials in triangular silt 
dikes allows them to conform to various channel configurations. 
 
The dikes shall be attached to the ground with wire staples.  The staples shall be No. 11 gauge 
wire and be at least six inches long.  As a minimum, the staples shall be placed as recommended 
by the manufacture. 
 
The geotextile filter material shall be attached to the triangular frame by using wire ties or 
staples.  The ties shall be placed evenly 12-inch centers. 
 
Prior to placement of the triangular silt dikes, the Contractor shall make sure the surface on 
which the dike is to be placed is flat.  The triangular silt dikes shall be placed in ditch, keeping 
excess fabric extended up and downstream of the dam.  Excess material shall be trenched into 
the ground on the upstream end and stapled on the downstream end.  A minimum 6-inch overlap 
between end sections shall be required should the width require multiple triangular silt dikes to 
be installed.  The overlapped end sections shall be connected with wire wraps or staples every 12 
inches on center. 
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The Contractor shall be required to remove and dispose of all sediment that is accumulated 
adjacent to the dike. 
 
907-245.04--Method of Measurement.  Triangular silt dike will be measured by the linear foot. 
 
907-245.05--Basis of Payment.  Triangular silt dike, measured as prescribed above, will be paid 
for by the linear foot, which price shall be full compensation for all cost of equipment, labor, 
materials, installation, cleaning and removal, and all incidental necessary to complete the work. 
 
Payment will be made under: 
 
907-245-A:  Triangular Silt Dike - per linear foot 
 


