
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-626-25 CODE:  (IS) 
 
DATE: 11/13/2012 
 
SUBJECT: Thermoplastic Traffic Markings 
 
Section 626, Thermoplastic Traffic Markings, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows. 
 
907-626.01--Description.  After the last sentence of the first paragraph of Subsection 626.01 on 
page 443, add the following. 
 
All pavement marking material, excluding edge lines over rumble strips, shall be applied using 
the extrusion/ribbon method.  Edge lines placed over rumble strips shall be applied using the 
atomization/spray method. 
 
907-626.03.1.1--Equipment.  After the second paragraph of Subsection 626.03.1.1 on page 444, 
add the following. 
 
When edge lines are placed over rumble strips, the equipment must be able to apply the marking 
material using the atomization/spray method instead of extrusion/ribbon method. 
 
907-626.03.1.2--Construction Details.  Delete the second sentence of the first full paragraph of 
Subsection 626.03.1.2 on page 445, and substitute the following. 
 
Unless otherwise specified in the plans or contract documents, the thickness shall be 90 mils for 
edge lines, center lines, lane lines, barrier lines and detail stripe including gore markings, and 
120 mils for crosswalks, stop lines, and railroad, word and symbol markings. 
 
After the last sentence of the third full paragraph of Subsection 626.03.1.2 on page 445, add the 
following. 
 
When double drop thermoplastic stripe is called for in the contract, additional beads by the drop-
on method shall be applied as follows. 
 
Class A glass beads at a rate of not less than three pounds of beads per 100 feet of six-inch stripe.  
Class B glass beads at a rate of not less than three pounds of beads per 100 feet of six-inch stripe. 
 
The Class B glass beads shall be applied to the newly placed stripe first, followed by the 
application of the Class A glass beads. 
 
907-626.05--Basis of Payment.  Delete the pay items listed on page 446 and substitute the 
following. 
 
 



 - 2 - S. P. No. 907-626-25 -- Cont’d. 

907-626-A: 6” Thermoplastic* Traffic Stripe, Skip White - per linear foot or mile 
 
907-626-B: 6” Thermoplastic* Traffic Stripe, Continuous White - per linear foot or mile 
 
907-626-C: 6” Thermoplastic* Edge Stripe, Continuous White - per linear foot or mile 
 
907-626-D: 6” Thermoplastic* Traffic Stripe, Skip Yellow - per linear foot or mile 
 
907-626-E: 6” Thermoplastic* Traffic Stripe, Continuous Yellow - per linear foot or mile 
 
907-626-F: 6” Thermoplastic* Edge Stripe, Continuous Yellow - per linear foot or mile 
 
907-626-G: Thermoplastic* Detail Stripe, Color - per linear foot 
 
907-626-H: Thermoplastic* Legend, White - per linear foot or square foot 
 
 *  Indicate Double Drop if applicable 
 


